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			 Related Part Number
	
					PART	Description	Maker
	PIC16C54B-04I/SS PIC16C54B-04/P PIC16C54B-04/SO PI	ROM-Based 8-Bit CMOS Microcontroller Series 基于ROM位CMOS微控制器系列
SH-Ether Series, 7618 Group, Ether-DMAC, Host I/F, UBC, 2-ch 16-bit CMT, SDRAM, PCMCIA, Ethernet Ctrl, 4KB unified 4 way set associative cache BP-176V; Vcc= 1.4 to 1.6 volts, Temp= -40 to 85 C; Package: PLBG0176GA-A
SH-Ether Series, 7618A Group, Ether-DMAC, Host I/F, UBC, 2-ch 16-bit CMT, SDRAM, PCMCIA, Ethernet Ctrl, 16KB unified 4 way set associative cache BP-176V; Vcc= 1.4 to 1.6 volts, Temp= -20 to 75 C; Package: PLBG0176GA-A
SH-Ether Series, 7618 Group, Ether-DMAC, Host I/F, UBC, 2-ch 16-bit CMT, SDRAM, PCMCIA, Ethernet Ctrl, 4KB unified 4 way set associative cache BP-176V; Vcc= 1.4 to 1.6 volts, Temp= -20 to 75 C; Package: PLBG0176GA-A
3.3V / 5V ECL Dual Differential Data and Clock D Flip-Flop With Set and Reset; Package: TSSOP 20 LEAD; No of Pins: 20; Container: Tape and Reel; Qty per Container: 2500
	Microchip Technology, Inc.
Microchip Technology Inc.
http://

	W89C940 	ELANC-PCI (TWISTED-PAIR ETHER-LAN CONTROLLER WITH PCI INTERFACE)
	WINBOND[Winbond]

	W89C940 	ELANC-PCI (TWISTED-PAIR ETHER-LAN CONTROLLER WITH PCI INTERFACE)
	Winbond Electronics Corp

	W89C940 W89C940F 	ELANC-PCI (TWISTED-PAIR ETHER-LAN CONTROLLER WITH PCI INTERFACE)
PCI Ethernet Controller
	Winbond Electronics
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