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			 Related Part Number
	
					PART	Description	Maker
	EFRQ1200480R40-026 EFRQ600240R40-026 EFRQ1200480D5	CMOS Programmable Peripheral Interface; Temperature Range: -40°C to 85°C; Package: 44-MQFP T&R
Single Event Hardened High-Speed, Dual Output PWM; Temperature Range: -55°C to 125°C; Package: 16-SBDIP
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 14-PDIP
CMOS Octal Bus Transceiver; Temperature Range: -40°C to 85°C; Package: 20-CerDIP
CMOS Programmable Peripheral Interface; Temperature Range: -40°C to 85°C; Package: 44-PLCC T&R
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-SOIC
General Purpose Timers; Temperature Range: -40°C to 85°C; Package: 8-PDIP
General Purpose Timers; Temperature Range: -55°C to 125°C; Package: 14-CerDIP
CMOS Programmable Interval Timer; Temperature Range: -40°C to 85°C; Package: 24-CerDIP
CMOS 8-Bit/16-Bit Microprocessor; Temperature Range: -40°C to 85°C; Package: 40-PDIP
CMOS Priority Interrupt Controller; Temperature Range: -40°C to 85°C; Package: 28-CerDIP
CMOS Programmable Peripheral Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 44-MQFP
	Honeywell International, Inc.
Air Cost Control

	AM27512-3DC AM27512-3DCB AM27512-3DIB AM27512-4LEB	±250V Input Range G = 1, 10, Micropower, Difference Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
	Hammond Manufacturing Co., Ltd.
Electronic Theatre Controls, Inc.

	AM26LS32DCB AM26LS32JCTR AM26LS32/BEA AM26LS33/B2C	Micropower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise, Rail-to-Rail Precision Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Positive High Voltage Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Line Receiver 线路接收
	接收
Advanced Micro Devices, Inc.

	AM27C040-120/BUA AM27C040-120/BXA AM27C040-120LIB 	Dual PowerPath Switch Driver; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual Protected High Side Switches; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Differential Bus Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Single and Dual PCMCIA Protected 3.3V/5V VCC Switches; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very Low Noise, Low Distortion Active RC Quad Universal Filter; Package: SSOP; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Power RS485 Transceiver with Receiver Fail-Safe; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
1MHz/500kHz Continuous Time Low Noise, Lowpass Elliptic Filter; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
	Samsung Semiconductor Co., Ltd.
Advanced Micro Devices, Inc.

	EHA2-2602/883B EHA7-2602-2 EHA7-2602/883B EHA7-262	39µA Micropower Single and Dual Precision Rail-to-Rail Input-Output (RRIO) Low Input Bias Current Op Amps; Temperature Range: Full-Range; Package: 6-SOT-23 T&R
Single and Dual Single Supply Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail Output, Op Amp; Temperature Range: Full-Range Ind; Package: 10-uTQFN T&R
Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP
Quad Precision Micropower Single Supply Rail-to-Rail Input and Output Precision Op Amps; Temperature Range: Full-Range Ind; Package: 16-QSOP
Voltage-Feedback Operational Amplifier 电压反馈运算放大
	TE Connectivity, Ltd.

	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	PLRF15D PLRC9S PLRB24D PLRC48S PLRE9S PLRC5D PLRC9	10kHz to 150kHz Digitally Controlled Antialiasing Filter and 4-Bit P.G.A; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Analog IC
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Software-Selectable Multiprotocol Transceiver with Termination; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 模拟IC
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 模拟IC
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	ITT, Corp.
AVX, Corp.

	AM27C020-120/BUA AM27C020-120/BXA AM27C020-255DE A	x8 EPROM
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Precision Zero-Drift Operational Amplifier with Internal Capacitors; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C x8存储
	Samsung Semiconductor Co., Ltd.

	LTC1758-2 LTC1758-1 LTC1758-1EMS8 LTC1758-2EMS LTC	RF Power Controllers with 250kHz Control Loop Bandwidth and 40dB Dynamic Range; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C
	LINER[Linear Technology]
Linear Technology Corporation

	AFL5005DW-CH AFL5005DW-ES AFL5005DW-HB AFL5005DX-C	   ADVANCED ANALOG HIGH RELIABILITY HYBRID DC/DC CONVERTERS
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Hi-Rel DC-DC Standard Single Converter in a AFL package
Software-Selectable Multiprotocol Transceiver with Termination; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Software-Selectable Multiprotocol Transceiver with Termination; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Dual Serial 12-Bit Multiplying DAC; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Triple Supply Monitor for PCI Applications; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Software-Selectable Multiprotocol Transceiver; Package: SSOP; No of Pins: 36; Temperature Range: 0°C to  70°C
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DC至DC转换
DC to DC Converter DC至DC转换
Software-Selectable Multiprotocol Transceiver; Package: SSOP; No of Pins: 36; Temperature Range: -40&deg;C to  85&deg;C DC至DC转换
SIM Power Supplyand Level Translator DC至DC转换
	http://
IRF[International Rectifier]
HIROSE ELECTRIC Co., Ltd.
International Rectifier, Corp.
Amphenol, Corp.

	AM2168-45/BUA AM2169-70DCB AM2169-40PC AM2169-40LC	Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower, 600kHz PWM DC/DC Converters; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower DC/DC Converter with Programmable Peak Current Limit; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower DC/DC Converter with Programmable Peak Current Limit; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
5V RS232 Transceiver with 3V Logic Interface and One Receiver Active in Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
5V RS232 Transceiver with 3V Logic Interface and One Receiver Active in Shutdown; Package: PDIP; No of Pins: 28; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
1.5A Boost DC/DC Converter with Phase-Locked Loop; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  125°C
Low Cost Dual and Quad Video Amplifiers; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: -40°C to  85°C
Micropower, 600kHz PWM DC/DC Converters; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x4 SRAM x4的SRAM
	3M Company
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