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			 Related Part Number
	
					PART	Description	Maker
	6543PA0081000 	22 AWG BC cond, FEP insul, cond twisted into pairs and individually shielded w/Beldfoil
	List of Unclassifed Man...

	25481 	2 COND Cabled
	Alpha Wire

	25483 	2/Cond Cabled Together
	Alpha Wire

	11EQS10 	2-COND SHIELDED CABLE GRY 1 A, 100 V, SILICON, SIGNAL DIODE
Low Forward Voltage drop Diode
	Nihon Inter Electronics, Corp.
NIEC[Nihon Inter Electronics Corporation]

	PSR1635-14 	SPECIFICATION DRAWING FOR BULK CABLE, 2.54MM PITCH, COND. 1 TINNED, MATCHING STANDARD AMP REQUIREMENTS MATCHING STANDARD AMP REQUIREMENTS
	List of Unclassifed Manufac...

	5102ALP-RP-F-H 5102ALP-RP-F-E 5102ALP-RP-F-I 5102A	16-Bit, 20 KHz A/D Converter 2-CH 16-BIT PROPRIETARY METHOD ADC, SERIAL ACCESS, DFP44
16-Bit, 20 KHz A/D Converter 16位，20千赫的A / D转换
SHIELDED 24AWG UL2464 4 COND 2-CH 16-BIT PROPRIETARY METHOD ADC, SERIAL ACCESS, DFP44
	Maxwell Technologies, Inc
Linear Technology, Corp.

	1N1673 1N1660 1N2054 1N3270 1N3271 1N3272 1N3273 1	   SILICON POWER RECTIFIER
Standard Rectifier (trr more than 500ns) 标准整流器（花环率超00ns的）
Round Conductor Flat Cable, 2049/26 30 AWG, .025 (0.64) 275 A, 800 V, SILICON, RECTIFIER DIODE, DO-205AB
CLOTH CLEANING HI-PERF BLUE 275 A, 500 V, SILICON, RECTIFIER DIODE, DO-205AB
CABLE 100 COND .025 FLAT 100FT
Round Conductor Flat Cable, 2049/100 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/36 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/34 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/20 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/40 30 AWG, .025 (0.64)
Masking Tape; Tape Backing Material:Crepe Paper; Width:1"; Roll Length:60yard; Adhesive Material:Rubber; Leaded Process Compatible:No; Pack Quantity:1 RoHS Compliant: Yes 275 A, 1200 V, SILICON, RECTIFIER DIODE, DO-205AB
	Motorola Mobility Holdings, Inc.
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	H11AA814C.3S H11AA814C3SD H11AA814C.3SD H11A8173S 	4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85
INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes
Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box
Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box
Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link
Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head
Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85
CAT 5E PATCH CORD, BEIGE 5 FT.
ORANGE CAT5E PATCH CORD, 50 FT
INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes
CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE
ORANGE CAT5E PATCH CORD, 10 FT
INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes
PATCH PANEL HINGE KIT 1U SCA-H
PATCH PANEL HINGE KIT 2U SCA-H
DATA/DATA (8 COND) IVORY SCA-S
CAT 5E PATCH CORD, BEIGE 3 FT
Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合
CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合
4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合
BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
   4-PIN PHOTOTRANSISTOR OPTOCOUPLERS
	Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
Data Delay Devices, Inc.
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