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			 Related Part Number
	
					PART	Description	Maker
	1269 	BNC Coaxial Connector; Convert From:BNC Jack; Convert To:Dual Banana Plug; Body Material:Brass; Contact Material:Beryllium Copper; Contact Plating:Gold; Voltage Rating:500V INTERCONNECTION DEVICE
	Pomona Electronics

	6260 	RF Coaxial Connector Adapter; Convert From:N Female; Convert To:DIN Female; Approval Bodies:CE; Body Material:Brass; Contact Plating:Silver; Impedance:50ohm; Series:7/16 DIN and N RoHS Compliant: Yes FEMALE-FEMALE, RF STRAIGHT ADAPTER
	Pomona Electronics

	ADM1175-3ARMZ-R7 ADM1175-1ARMZ-R7 ADM1175-2ARMZ-R7	Hot Swap Controller and Digital Power Monitor with Convert Pin
	AD[Analog Devices]

	LP3205-25B5F LP3205-18J5F LP3205-15J5F LP3205-AB5F	1.5MHZ,800mA,High Efficiency Synchronous PWM Step-Down DC/DC Convert
	Lowpower Semiconductor inc

	ADM119108 ADM1191 ADM1191-2ARMZ-R7 EVAL-ADM1191EBZ	Digital Power Monitor with Convert Pin and ALERTB Output; Package: MSOP; No of Pins: 10; Temperature Range: Industrial 1-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO10
	Analog Devices, Inc.

	CY2309ZI-1 CY2309SC-1 CY2309SC-1H CY2309SC-1HT CY2	LOW-COST 3.3V ZERO DELAY BUFFER 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Convert From:SMA Jack; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Jack-Jack RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Plug; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Bulkhead Receptacle; Body Plating:Nickel RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
LOW-COST 3.3V ZERO DELAY BUFFER 2305 SERIES, PLL BASED CLOCK DRIVER, 4 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
RF Coaxial Connector Adapter; Body Plating:Passivated Steel; Body Style:Straight Adapter, Plug-Plug RoHS Compliant: Yes 2309 SERIES, PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.
CYPRESS[Cypress Semiconductor]

	P6EU-XXXXZH30 P6EU P6EU-0505ZH30 P6EU-0509ZH30 P6E	Input voltage:12V, output voltage  /-15V ( /-34mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-9V ( /-55mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-12V ( /-42mA), 3KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-5V ( /-100mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-15V ( /-34mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-9V ( /-55mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-12V ( /-42mA), 3KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-5V ( /-100mA), 3KV isolated 1W unregulated dual output
RF Coaxial Connector Adapter; Convert From:SMA Plug; Convert To:1.0/2.3 Jack; Body Style:Straight Adapter, Plug-Jack RoHS Compliant: Yes
3KV ISOLATED 1W UNREGULATED DUAL OUTPUT SIP6 千伏隔震1W的未稳压双输SIP6
	PEAK[PEAK electronics GmbH]
Electronic Theatre Controls, Inc.

	AX93221 AX93221-17 	   LVDS Convert Modules
   LVDS to DVI-D Converter
	Axiomtek Co., Ltd.

	SGMB201209 SGMB201209R202 SGMB201209S800 SGMB20120	MULTILAYER FERRITE CHIP BEADS 多层铁氧体片式磁
BNC Adapter; Body Style:Tee Adapter RoHS Compliant: Yes 多层铁氧体片式磁
BNC Adapter; Body Style:Right Angle Adapter, Jack-Plug; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF Coaxial Connector Adapter; Convert From:UHF Jack; Convert To:N Plug RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:59, 62, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
BNC Adapter; Body Style:Straight Bulkhead Adapter, Jack-Jack; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp/Solder; Impedance:50ohm; Body Style:Panel Jack Receptacle; RG Cable Type:55, 58, 141; Approval Categories:UG-1095A/U; Body Material:Brass; Frequency Max:11GHz RoHS Compliant: Yes
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	EC103D175 K1050G70 K1050F70 K1050S70 Q2004D31V Q20	3.3-V Phase-Lock Loop Clock Driver 24-TSSOP 0 to 85
DIODE ZENER SINGLE 500mW 14Vz 9mA-Izt 0.05 0.1uA-Ir 10Vr DO35-GLASS 5K/AMMO 晶闸管产品目
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes 晶闸管产品目
8-Bit Multi-Level Pipeline Register 24-SOIC -40 to 85 晶闸管产品目
RECTIFIER BRIDGE 1A 50V 50A-ifsm 1.1V-vf 10uA-ir DFM 50/TUBE 晶闸管产品目
Thyristor Product Catalog 晶闸管产品目
TIP JK 1503-103 INSUL FDTHRUBK 晶闸管产品目
Connector Adapter; Convert From:BNC Coaxial Jack; Convert To:Dual Banana Plugs 晶闸管产品目
DIODE ZENER SINGLE 200mW 6.8Vz 5mA-Izt 0.0588 2uA-Ir 4 SOT-323 3K/REEL 晶闸管产品目
DIODE ZENER SINGLE 300mW 7.5Vz 5mA-Izt 0.0604 1uA-Ir 5 SOT-23 3K/REEL 晶闸管产品目
DIODE ZENER SINGLE 200mW 7.5Vz 5mA-Izt 0.0604 1uA-Ir 5 SOT-323 3K/REEL 晶闸管产品目
DIODE ZENER TRIPLE ISOLATED 200mW 17.95Vz 5mA-Izt 0.0641 0.1uA-Ir 12.6 SOT-363 3K/REEL
DIODE SWITCHING DUAL COMMON-ANODE 75V 160mA-Io 250mW 3000ns-trr SOT-23 3K/REEL
DIODE SWITCHING DUAL-DUAL SERIES 75V 215mA-Io 200mW 4ns-trr SOT-363 3K/REEL
DIODE ZENER TRIPLE ISOLATED 200mW 28Vz 0.05mA-Izt 0.05 0.05uA-Ir 21.2 SOT-363 3K/REEL
	Aimtron Technology Corp.
NEC, Corp.
Ecliptek, Corp.
Bourns, Inc.
NXP Semiconductors N.V.
Teccor Electronics

	5962-3826704QUQ 5962-3826707QXM 5962-3826717QXM 59	DB9 Female Dust Cover; For Use With:DB9 female connector RoHS Compliant: NA 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAT 5 SOLID CONDUCTOR CBLPVC CROSSED 2-FT 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:58, 141 RoHS Compliant: Yes 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
SMT-POL/AL(SPA) RoHS Compliant: Yes 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 6.3V 20% TANT SMD-3528-21 TR-13-PL SN100% ROHS-GUARANTEED 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 4.7UF 16V 20% TANT SMD-3528-21 TR-13-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
ER 5C 5#8 SKT PLUG 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
TNC CRIMP JACK FOR RG-59 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
Lubricating Grease; Dispensing Method:Jar; Features:For cleaning, protecting & lubrication of electrical/mechanical parts.; Trade Name, Chemical:DeoxIT; Weight:226g RoHS Compliant: Yes 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAT 5 SOLID CONDUCTOR PLENUM STRAIGHT 10 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
FIBER PATH VIDEO OVER FIBER RE 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
ER 7C 7#8 PIN PLUG RTANG 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 33UF 6.3V 20% TANT SMD-3528-21 TR-7-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.47UF 50V 20% TANT SMD-3528-21 TR-13-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.68UF 50V 10% TANT SMD-3528-21 TR-13-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 4V 10% TANT SMD-3528-21 TR-13-PL SN/PB5% 微电路，存储器，数字128K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 4V 10% TANT SMD-3528-21 TR-7-PL GOLD 微电路，存储器，数字128K的的CMOS × 8位EEPROM，单片硅
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
OPTIMAX 62.5 UM LC CONNE 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
MICROCIRCUIT, MEMORY, DIGITAL, CMOS 128K x 8 BIT EEPROM, MONOLITHIC SILICON 微电路，存储器，数字128K的的CMOS × 8位EEPROM，单片硅
Chassis; External Height:3.5"; External Width:19"; External Depth:16"; Enclosure Color:Natural; Enclosure Material:Aluminum 8-BIT, 2 MHz, MICROPROCESSOR, CDIP40
CAP 0.68UF 35V 10% TANT SMD-3528-21 TR-7-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 4V 20% TANT SMD-3528-21 TR-13-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 4V 20% TANT SMD-3528-21 TR-7-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 4V 20% TANT SMD-3528-21 TR-7-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 47UF 6.3V 10% TANT SMD-3528-21 TR-13-PL SN100% ROHS-GUARANTEED 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.68UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.47UF 50V 20% TANT SMD-3528-21 TR-13-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 4.7UF 20V 20% TANT SMD-3528-21 TR-13-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 4.7UF 20V 20% TANT SMD-3528-21 TR-7-PL GOLD 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.47UF 35V 10% TANT SMD-3528-21 TR-13-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
TD Series miniature temperature sensor, silicon RTD, plastic SIP 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
XTAL MTL T/H HC49/U 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
RELAY, SOLID STATE 50A 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
ER 54C 54#16 PIN PLUG RTANG 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
OSC 3.3V SMT 7X5 CMOS 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
GIGATRUE 550 CAT PATCH CBL SNAGLSS 100F BL 25 PK 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
GIGATRUE 550 CAT PATCH CBL SNAGLSS 30FT BL 25 PK 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 4.7UF 25V 20% TANT SMD-3528-21 TR-13-PL SN/PB5% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
RF/Coaxial Connector; RF Coax Type:Twinaxial; Contact Termination:Clamp/Solder; RG Cable Type:307A RoHS Compliant: Yes 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.47UF 50V 10% TANT SMD-3528-21 TR-13-PL SN100% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
CAP 0.68UF 35V 10% TANT SMD-3528-21 TR-13-PL SN/PB5% 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
MICROCIRCUIT, MEMORY, DIGITAL, CMOS 128K x 8 BIT EEPROM, MONOLITHIC SILICON 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
ER 6C 6#16S SKT PLUG RTANG 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
VGA TO VIDEO ULTIMATE PLUS 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
RF Coaxial Connector Adapter; Convert From:BNC Plug; Convert To:TNC Jack RoHS Compliant: Yes 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes 微电路，存储器，数字28K的的CMOS × 8位EEPROM，单片硅
RF Coaxial Connector Adapter; Convert From:TNC Bulkhead Jack; Convert To:TNC Bulkhead; Body Plating:Nickel; Impedance:50ohm RoHS Compliant: Yes
Infrared Temperature Sensor; Sensor Output Type:4 - 20mA; Field of View:2:1; Sensor Terminals:Cable; Accuracy:  1%; Features:Miniature Sensing Head with separate electronics; Response Time:200ms; Supply Voltage:24VDC
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 10FT BL 25 PK
Category 6 Termination Kit; Contents Of Kit:GigaBIX mount, color-coded GigaBIX connectors, wire guards, designation strips and labels, Velcro  tie and installation guide RoHS Compliant: Yes
CAP 47UF 6.3V 20% TANT SMD-3528-21 TR-7-PL SN100%
ER 5C 5#8 PIN PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-5
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A; Body Plating:Nickel RoHS Compliant: Yes
CA-BAYONET
Infrared Temperature Sensor; Sensor Output Type:K thermocouple; Field of View:2:1; Sensor Terminals:Cable; Accuracy:  1%; Features:Miniature Sensing Head with separate electronics; Response Time:200ms; Supply Voltage:24VDC
Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:10-98
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 30FT BL 25 PK
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Clamp/Solder; Impedance:50ohm; Body Style:Right Angle Plug; RG Cable Type:58, 142, 223, 400 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
GIGATRUE 550 CAT6 PATCH  7 FT. SNAGLESS, BLUE
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-13-PL SN100%
GIGATRUE 550 CAT6 PATCH  50 FT, SNAGLESS, BLUE
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:16-8
BULK CAT5 SOLID CABLE    2-PAIR PVC 500-FT
Tantalum Electrolytic Capacitor; Capacitance:47uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:1ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
Lubricating Grease; Dispensing Method:Jar; Features:For cleaning, protecting & lubrication of electrical/mechanical parts.; Trade Name, Chemical:DeoxIT; Weight:226g RoHS Compliant: Yes
CAP 0.15UF 50V 10% X7R AXIAL BULK R-MIL-PRF-39014
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP06; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
CAP 47UF 6.3V 10% TANT SMD-3528-21 TR-7-PL SN100%
CAP 0.68UF 50V 10% TANT SMD-3528-21 TR-7-PL SN/PB5%
BULK FLAT CBL,100-FT SPOOL 25 CO
CAP 4.7UF 25V 10% TANT SMD-3528-21 TR-13-PL GOLD
Infrared Temperature Sensor; Sensor Output Type:J thermocouple; Field of View:10:1; Sensor Terminals:Cable; Accuracy:  1%; Features:Miniature Sensing Head with separate electronics; Response Time:200ms; Supply Voltage:24VDC
CAP 0.22UF 35V 20% TANT AXIAL TR-15.7
DSUB 8W8 F SOD
CAP 0.68UF 50V 10% TANT SMD-3528-21 TR-7-PL SN100%
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.3
Patch Cord; Connector Type A:8-Position Modular Plug, T568A/B; Connector Type B:T568A/B Modular Plug; Cable Length:7ft; Approval Bodies:UL, CSA; Approval Categories:Exceeds Category 5e Standards, UL94V-0 Flame Rated RoHS Compliant: Yes
VIDEO STEREO AUDIO OVER  FIBER TRANSMITTER
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 141 RoHS Compliant: Yes
CAP 47UF 6.3V 20% TANT SMD-3528-21 TR-7-PL GOLD
RP-TNC F TO N MALE       4 CABLE ASSEMBLY
CAP 4.7UF 106V 20% TANT SMD-3528-21 TR-7-PL SN100%
10 FT RJ45-RJ11 CABLE FOR AC44
CAP 4.7UF 16V 10% TANT SMD-3528-21 TR-13-PL SN100%
MM,62.5M,DIST STYLE,PLEN BULK FO - 6FIB 1000FT
CAP 0.68UF 50V 20% TANT SMD-3528-21 TR-7-PL GOLD
CAP 0.68UF 35V 10% TANT SMD-3528-21 TR-7-PL SN100%
CAP 4.7UF 20V 20% TANT SMD-3528-21 TR-13-PL SN100%
CAP 4.7UF 25V 20% TANT SMD-3528-21 TR-7-PL SN/PB5%
CAP 47UF 6.3V 20% TANT SMD-3528-21 TR-13-PL GOLD
CAP 47UF 10V 10% TANT SMD-3528-21 TR-13-PL GOLD
CAP 4.7UF 10V 10% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.68UF 35V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
Connector assemblies, Network cables; Drop Ship:Yes
CAP 0.68UF 50V 20% TANT SMD-3528-21 TR-7-PL SN100%
GIGATRUE 550 CAT6 PATCH  10 FT. SNAGLESS BLUE
TNC CR CR (M) RG-59,62 50 OHM RoHS Compliant: Yes
CAP 0.68UF 50V 20% TANT SMD-3528-21 TR-13-PL SN100%
CAP 33UF 10V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.68UF 50V 20% TANT SMD-3528-21 TR-7-PL SN/PB5%
CAP 0.33UF 50V 50V X7R RAD.20 .30X.30 BULK M-MIL-PRF-39014
GIGATRUE 550 CAT6 PATCH  20 FT. SNAGLESS BLUE
GIGATRUE 550 CAT6 PATCH  15 FT. SNAGLESS BLUE
PCB Relay; Contacts:SPDT; Coil Voltage DC Max:12V; Coil Resistance:1640ohm; Mounting Type:PCB; Relay Mounting:PC Board; Contact Rating:3A; Switch Function:SPDT
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
EGA/AT/SMOUSE STANDARD CPU-SER
BULK CAT5E SOLID CABLE
LUBRICATING GREASE RoHS Compliant: Yes
RP-TNC F TO N FEMALE     4 CABLE ASSEMBLY
Patch Cord; Cable Length:7ft; Approval Bodies:UL, CSA; Approval Categories:Exceeds Category 6 Standards; Color:Blue; Current Rating:1.5A; Features:4-Pair 23 AWG UTP modular cord, very small footprint, exceeds Category 6 standards RoHS Compliant: Yes
XTAL CER SMT 7X5 2PAD
L260Gp, syringe (use with DGG-50)
CAP 0.1UF 100V 10% X7R AXIAL BULK R-MIL-PRF-39014
CAP 0.27UF 50V 10% X7R AXIAL BULK R-MIL-PRF-39014
PT 8C 8#16 PIN RECP
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 100F BL 25 PK
CAP 4.7UF 10V 10% TANT SMD-3528-21 TR-7-PL SN100% SPECIAL-PKG
CAP 0.47UF 50V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3108; Number of Contacts:7; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:16-8
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:16-8
PTSE 8C 8#16 SKT RECP
SJT 22C 22#22D PIN RECP
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-10
CAP 33UF 4V 20% TANT SMD-3528-21 TR-13-PL SN100%
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:16-8
MB 41C 27#20 14#16 SKT RECP
CAP 0.47UF 35V 10% TANT SMD-3528-21 TR-7-PL SN100%
CAP 0.68UF 50V 20% TANT SMD-3528-21 TR-13-PL GOLD
CAP 47UF 10V 20% TANT SMD-3528-21 TR-13-PL SN100%
CAP 0.68UF 50V 10% TANT SMD-3528-21 TR-13-PL GOLD
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:58, 141; Body Plating:Nickel RoHS Compliant: Yes
GIGATRUE 550 CAT6 PATCH  100 FT, SNAGLESS, BLUE
CAP 0.47UF 50V 10% TANT SMD-3528-21 TR-7-PL SN100%
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3108; No. of Contacts:30; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug; Body Style:Right Angle
CAP 0.68UF 50V 10% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.47UF 35V 10% TANT SMD-3528-21 TR-7-PL GOLD
CAP 0.68UF 50V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.68UF 50V 10% TANT SMD-3528-21 TR-7-PL GOLD
CAP 33UF 6.3V 20% TANT SMD-3528-21 TR-7-PL SN100%
CAP 47UF 6.3V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
GIGATRUE 550 CAT6 PATCH  4 FT, SNAGLESS, BLUE
DB15 FEMALE DUST COVER
Patch Cord; Cable Length:4ft; Approval Bodies:UL, CSA; Approval Categories:Exceeds Category 6 Standards; Color:Blue; Current Rating:1.5A; Features:4-Pair 23 AWG UTP modular cord, very small footprint, exceeds Category 6 standards RoHS Compliant: Yes
POWER CORD 100-125V,     C19 TO NEMA 5-20P
L260Cp, syringe (use with DGG-50)
CAT3 SOLID BULK CABLE    2PR PVC 500FT
CAT 5 VGA VIDEO          SPLITTER 2 CHANNEL
CAP 0.68UF 35V 20% TANT SMD-3528-21 TR-13-PL SN100%
Multiple Conductor Wire; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Approval Categories:NEC
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
XTAL CER SMT 6X3.5 4PAD
Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; Contact Termination:IDC; No. of Ports:3 RoHS Compliant: Yes
M24308/24-16
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 1FT BL 25 PK
CAP 0.68UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100%
GIGATRUE 550 CAT6 BLUE   STRANDED BULK 1000FT
CAT 5 SOLID CONDUCTOR    PLENUM STRAIGHT 10
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 3FT BL 25 PK
GAS DISCHARGE TUBE, 600VDC, 2 ELECT; Series:A81; Suppressor type:Gas Discharge; Current, discharge AC max:20kA; Current, impulse discharge max:20kA; Case style:Axial; Capacitance:1.5pF; Voltage, Impulse sparkover:1100V; Voltage, RoHS Compliant: Yes
VGA-RGB VIDEO CONVERTER
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:179, 187, Belden 9221 RoHS Compliant: Yes
GIGATRUE 550 CAT6 PATCH  1 FT. SNAGLESS, GREEN
DB9 Male Dust Cover; For Use With:DB9 male connector
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 3FT GR 25 PK
GIGATRUE 550 CAT6 BLUE   STRANDED BULK 250FT
GIGATRUE 550 CAT6 PATCH  5 FT. SNAGLESS, BLUE
GIGATRUE 550 CAT6 PATCH  2 FT, SNAGLESS, BLUE
ER 3C 3#16S PIN PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:174, 188, 316 RoHS Compliant: Yes
GIGATRUE 550 CAT6 PATCH  3 FT. SNAGLESS, BLUE
CAP 47UF 4V 20% TANT SMD-3528-21 TR-13-PL GOLD
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Impedance:50ohm; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
CAP 47UF 10V 10% TANT SMD-3528-21 TR-7-PL GOLD
CAP 4.7UF 25V 10% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.47UF 50V 20% TANT SMD-3528-21 TR-7-PL SN100%
ER 7C 7#4 SKT PLUG
RF Coaxial Connector Adapter; Convert From:BNC Jack; Convert To:TNC Plug; Body Plating:Nickel; Body Style:Straight Adapter RoHS Compliant: Yes
CAP 4.7UF 16V 10% TANT SMD-3528-21 TR-13-PL SN/PB5%
Fuses, 12A 250V CERAMIC LEAD
RF Coaxial Connector Adapter; Convert From:BNC Jack; Convert To:UHF Plug; Body Style:Straight Adapter, Jack-Plug; Series:BNC/UHF RoHS Compliant: Yes
RF Coaxial Connector Adapter; Convert From:N Jack; Convert To:TNC Plug; Body Style:Bulkhead Adapter, Jack-Plug RoHS Compliant: Yes
DCMM37PG
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:12-10
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-98
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
CAP 33UF 10V 20% TANT SMD-3528-21 TR-13-PL SN100%
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP06; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
CAP 33UF 6.3V 20% TANT SMD-3528-21 TR-13-PL GOLD
CHOKE, 56UH 10% SMD
SINGLE WIRE CAN P 2.4
High Isolation Voltage Single Transistor Type Multi Photocoupler Series
Lubricating Grease; Dispensing Method:Jar; Trade Name, Chemical:DeoxIT; Weight:226g RoHS Compliant: Yes
CAP 4.7UF 25V 20% TANT SMD-3528-21 TR-7-PL GOLD
CAP 33UF 4V 20% TANT SMD-3528-21 TR-7-PL SN100%
Circular Connector; No. of Contacts:10; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:12-10
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
Patch Cord; Connector Type A:8-Position Modular Plug, T568A/B; Connector Type B:T568A/B Modular Plug; Cable Length:4ft; Approval Bodies:UL, CSA; Approval Categories:Exceeds Category 5e Standards, UL94V-0 Flame Rated RoHS Compliant: Yes
BNC Adapter; Convert From:BNC Jack; Convert To:UHF Plug RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:179, 187 RoHS Compliant: Yes
XTAL MTL T/H HC49/US
CAP 4.7UF 16V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:16-8
Modular Connector; No. of Contacts:8; Approval Categories:FCC part 68, Subpart F, IEC-603-7 compliant; Meet ITA/EIA requirements; UL94V-0 fire-retardant rated; Body Material:Fire-Retardant Plastic; Color:Black RoHS Compliant: Yes
CROSS CONNECT WIRE, 1PR  (WH/BLUE)/(BLUE), 24 AWG
CROSS CONNECT WIRE, 1PR  (WH/GRN)/(GRN) 24 AWG
CAP 0.68UF 35V 20% TANT SMD-3528-21 TR-13-PL GOLD
CROSS CONNECT WIRE, 1PR  (WHITE/RED)/(RED), 24 AWG
SM, 8.5M, DIST STYLE     PL BULK FO-12 FIB 500FT
VGA TO VIDEO ULTIMATE    PLUS
OSC,100MHZ,50 PPM,3.3V,TS,7X5MM SMD
MM,62.5M,DIST STYLE,PLEN BULK FO - 4FIB 500FT
CAP 0.47UF 35V 10% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-13-PL GOLD
CAP 4.7UF 25V 20% TANT SMD-3528-21 TR-13-PL GOLD
CAP 47UF 4V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
CAP 0.47UF 50V 20% TANT SMD-3528-21 TR-7-PL GOLD
CAP 4.7UF 25V 10% TANT SMD-3528-21 TR-7-PL GOLD
Patch Cord; Cable Length:10ft; Approval Categories:Exceeds Category 6 Standards; Color:White; Features:4-Pair 23 AWG UTP modular cord, very small footprint, exceeds Category 6 standards RoHS Compliant: Yes
CAP 47UF 10V 10% TANT SMD-3528-21 TR-13-PL SN100%
CAP 0.68UF 35V 10% TANT SMD-3528-21 TR-13-PL SN100%
CAP 47UF 10V 20% TANT SMD-3528-21 TR-13-PL SN/PB5%
DUPLEX PLENUM ZIPCORD    62.5 MICRON
CAP 0.47UF 50V 50V X7R RAD.20 .30X.30 BULK R-MIL-PRF-39014 STANDOFF
DB15 MALE DUST COVER
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:59, 62 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:TNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:142, 223 RoHS Compliant: Yes
CAP 33UF 10V 20% TANT SMD-3528-21 TR-13-PL GOLD
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:3.5ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
CAP 10UF 100V 25V TANT SMD-6032-15 TR-7
CONNECTOR ACCESSORY
GIGATRUE 550 CAT PATCH   CBL SNAGLSS 15FT BL 25 PK
Patch Cord; Connector Type A:8-Position Modular Plug, T568A/B; Connector Type B:T568A/B Modular Plug; Cable Length:10ft; Approval Bodies:UL, CSA; Approval Categories:Exceeds Category 5e Standards, UL94V-0 Flame Rated RoHS Compliant: Yes
CAP 47UF 4V 10% TANT SMD-3528-21 TR-7-PL SN100%
Patch Cord; Cable Length:7ft; Approval Categories:Exceeds Category 6 Standards; Color:White; Features:4-Pair 23 AWG UTP modular cord, very small footprint, exceeds Category 6 standards RoHS Compliant: Yes
CAP 0.47UF 35V 10% TANT SMD-3528-21 TR-13-PL GOLD
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
CAP 4.7UF 25V 10% TANT SMD-3528-21 TR-13-PL SN100%
CAP 4.7UF 20V 10% TANT SMD-3528-21 TR-13-PL SN100%
XTAL CER SMT 6X3.5 2PAD
PC TO VIDEO              CONVERTER (NTSC ONLY)
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:3528-21; Terminal Type:PCB SMT; ESR:3.5ohm; Mounting Type:Surface Mount; Operating Temp. Max:85 C
CONSUMER ROO 9S08QG
Lubricating Grease  Cleaner, Lubricant, Protector, Copper Particles, Abrasive-Conductive, Electrical and Mechanical Applications, Lithium based, Nonflammable, DeoxIT L260 Grease (formerly CaiLube Grease) L260-C1, 28g Grease RoHS Compliant: Yes
CAP 47UF 4V 10% TANT SMD-3528-21 TR-13-PL SN100%
CAP 33UF 10V 10% TANT SMD-3528-21 TR-13-PL SN100%
MB 55C 55#20 SKT RECP
Modular Connector; No. of Contacts:8; Approval Categories:FCC part 68, Subpart F, IEC-603-7 compliant; Meet ITA/EIA requirements; UL94V-0 fire-retardant rated; Body Material:Fire-Retardant Plastic; Color:Gray RoHS Compliant: Yes
CLASS W49 SEALED PC BOARD RELAYS
CAP 47UF 4V 20% TANT SMD-3528-21 TR-7-PL SN/PB5%
HD VIEW TRANSMITTER      16 PORT
CAP 47UF 10V 20% TANT SMD-3528-21 TR-13-PL GOLD
CAP 0.68UF 35V 10% TANT SMD-3528-21 TR-13-PL GOLD
FIBRPATH/VIDEO OVER FBR
COMPUTER PRODS.
COMPUTER PRODUCTS
Patch Cord; Cable Length:10ft; Approval Bodies:UL, CSA; Approval Categories:Exceeds Category 6 Standards; Color:Blue; Current Rating:1.5A; Features:4-Pair 23 AWG UTP modular cord, very small footprint, exceeds Category 6 standards RoHS Compliant: Yes
	AMIC Technology, Corp.
Intersil, Corp.
Maxwell Technologies, Inc
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