

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						D70F3			SE140			MICRF500			CMY210			SPL2Y98			35055			MD17K			4C336M			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			MAX16806EVMAXQUSB - EEPROM-Programmable, High-Voltage, 350mA LED Drivers with LED Current Foldback 



		
			
					
						
						[image: MAX16806EVMAXQUSB_8927143.PDF Datasheet]



					
				
					 		
	Part No.	MAX16806EVMAXQUSB   

	Description	EEPROM-Programmable, High-Voltage, 350mA LED Drivers with LED Current Foldback 
 

	File Size	323.89K  / 
						18 Page	 
	

						Maker	
						

						 MAXIM - Dallas Semiconductor 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						MAX16806EVMAXQUSB  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						MAX16806EVMAXQUSB  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[MAX16806EVMAXQUSB  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for MAX16806EVMAXQUSB ] 


					[ Price & Availability of MAX16806EVMAXQUSB by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : EEPROM-Programmable, High-Voltage, 350mA LED Drivers with LED Current Foldback   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AT90SC19236R AT90SC19236RT 	Low-power, High performance 8-bit/16-bit secure microcontroller with 192K Byte ROM, 36K Byte EEPROM programmable internal oscillator. Security Features: MMU, MED, OTP (one time programmable) EEPROM area, RN (Random Number Generator), "out
High-performance, Low-power secureAVR?Enhanced RISC architecture.
SECURE MICROCONTROLLER FOR SMART CARDS
	ATMEL Corporation

	AT49BV8011 AT49BV8011-12CI AT49LV8011 AT49LV8011-9	8M bit. 2.7-Volt Read and 2.7-Volt Byte-Write Sectored Flash. Bottom Boot 800万位2.7伏读取和2.7伏字节写扇区闪存。底部启
x8/x16 Flash EEPROM x8/x16闪存EEPROM
8-megabit (512K x 16/1M x 8) 3-volt Only Flash Memory
	3M Company
Atmel, Corp.
AMIC Technology, Corp.
Advanced Micro Devices, Inc.
ATMEL[ATMEL Corporation]

	AT90SC25672R AT90SC25672RT AT90SC320856 AT90SC3208	Low-power, High performance 8-bit/16-bit secure microcontroller with 256K Byte ROM, 72K Byte EEPROM. Security Features: MMU, MED, OTP (one time programmable) EEPROM area, RN (Random Number Generator), "out of bounds" detectors, side channe
Low-power, high-performance, 8-bit/16-bit secure microcontroller with 32K Byte ROM, 8K Byte FLASH and 56K Byte EEPROM.
Low-power, high-performance, 8-/16-bit secure microcontroller with 32K Byte FLASH and 32K Byte EEPROM.
Low-power, High performance 8-bit/16-bit secure microcontroller with 48K Byte ROM, 2K Byte EEPROM. Security Features: OTP (one time programmable) EEPROM area, RNG (Random Number Generator), "out of bounds" detectors, side channel attack co
Low-power, high-performance, 8-/16-bit secure microcontroller with 48K Byte ROM and 16K Byte EEPROM.
Low-power, High Performance 8-bit/16-bit secure microcontroller with 64K Byte ROM, 4K Byte EEPROM. Security Features: OTP (one time programmable) EEPROM area, RNG (Random Number Generator), "out of bounds" detectors, side channel attack co
Low-power, High performance 8-bit/16-bit secure microcontroller with 96K Byte ROM, 8K Byte EEPROM. Security Features: OTP (one time programmable) EEPROM area, RNG (Random Number Generator), "out of bounds" detectors, side channel attack co
Low-power, high-performance, 8-/16-bit secure microcontroller with 64K Byte ROM and 64K Byte EEPROM.
Low-power, high-performance, 8-/16-bit secure microcontroller with 64K Byte ROM and 32K Byte EEPROM.
Low-power, high-performance, 8-/16-bit secure microcontroller with 96K Byte ROM and 16K Byte EEPROM.
	Atmel

	IDT5T9891 IDT5T9891NLI IDT5T9891NLI8 	EEPROM Programmable 2.5V Programmable Skew PLL Differential Clock Driver
	IDT

	ATTINY15L ATTINY15L-1PC ATTINY15L-1PI ATTINY15L-1S	8-bit AVR Microcontroller with 1K Byte Flash
1-Kbyte In-System programmable Flash Program Memory, 64-Byte EEPROM, 32-Byte Register File, 4-channel 10-bit A/D, Up to 1.6 MIPS throughput at 1.6 MHz. 3-volt operation
	Atmel Corp.
ATMEL[ATMEL Corporation]

	IDT5T9890 IDT5T9890NLI IDT5T9890NLI8 	EEPROM Programmable 2.5V Programmable Skew PLL Clock Driver
	IDT

	5962-8764901ZX 5962-8764903ZX 5962-8764901YA 5962-	True RMS-to-DC Converters
Pin-Programmable Precision Voltage Reference x8的EEPROM
128Kx8 EEPROM 128Kx8 EEPROM
	Kingbright, Corp.

	EDI7F433512C100BNC EDI7F33512C100BNC EDI7F233512C1	CMOS Programmable Peripheral Interface; Temperature Range: 0&degC to 70&deg;C; Package: 40-PDIP AMD的闪存模
EEPROM EEPROM
CMOS Programmable Interval Timer; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP EEPROM
	Carlo Gavazzi

	AT90SC4816RS 	AT90SC4816RS Summary [Updated 06/03. 2 Pages] Summary of the AT90SC4816RS giving the key features. a brief description and a block diagram.
Low-power, high-performance, 8-/16-bit secure microcontroller with 48K Byte ROM and 16K Byte EEPROM. Security Features: MMU, MED, OTP (One Time Programmable) EEPROM area, RNG (random Number Generator), "out of bounds" detectors, side chann
	Atmel

	MACH111SP MACH231-14JI/1 MACH131-14JI/1 MACH131-5J	EMITTER IR 880NM 5MM SMD RADIAL
SUR ABSORBER 7MM 430V 1250A ZNR
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 15FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO INDUSTRIAL CAT6 PATCH CORD 5FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO RJ45 CAT6 PATCH CORD 20FT EE PLD, 15 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQFP44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 20FT EE PLD, 18 ns, PQCC44
RES 3.32K-OHM 1% 0.1W 100PPM THICK-FILM SMD-0603 5K/REEL-7IN-PA
RJ45-DB9M (DTE)
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
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