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			 Related Part Number
	
					PART	Description	Maker
	Q60103-Y32-E Q60103-Y32-F Q60103-Y23-F Q60103-Y23-	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes PNP晶体管为自动输入
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
PNP TRANSISTORS FOR AF INPUT STAGES
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	GBJ30B GBJ30G 	Low forward voltage, high forward current
	GeneSiC Semiconductor, ...

	X9241WP X9241WPI X9241WPM X9241WS X9241WSI X9241WS	Bridge Rectifier; Phases:Three; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):150A; Forward Voltage Max, VF:1.35V; Package/Case:G18; Forward Current:150A; Forward Voltage:1.35V 四E2POT⑩非易失数字电位
Quad E2POT Nonvolatile Digital Potentiometer
Quad E2POT??Nonvolatile Digital Potentiometer
Quad E2POT⑩ Nonvolatile Digital Potentiometer
	PATLITE, Corp.
XICOR[Xicor Inc.]

	SMV1142 SMV1142-011 SMV1143-011 SMV1144-011 SMV114	LED Mount; Bulb Size:T-1; LED Color:Green; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Hyperabrupt Junction Tuning Varactors
	Alpha Industries, Inc.
ALPHA[Alpha Industries]
Alpha Industries Inc

	SL04 SL02 SL03 	Small Signal, Single Schottky Diodes
very low forward voltage drop;
high forward current capability;
Small Surface Mount Schottky Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	559-3201-007 559-3101-001 559-3001-007 	T-1 3/4 DUAL COLOR LED, YELLOW/GREEN, 5 mm
LED Lamp; LED Color:Red/Green; Luminous Intensity:20ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red/Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No T-1 3/4 DUAL COLOR LED, RED/GREEN, 5 mm
LED Indicator; Bulb Size:5mm; LED Color:Red/Green; Luminous Intensity:20ucd; Viewing Angle:80 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to  100 C; Color:Red/Green RoHS Compliant: No
	Dialight PLC
DIALIGHT CORP

	CH35-0008-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:81mA; Forward Voltage:12V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No
20 dB Directional Coupler 5 - 1000 MHz
	Tyco Electronics

	597-2401-213 	LED Lamp; LED Color:Yellow; Luminous Intensity:32ucd; Viewing Angle:120 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:Yellow; Leaded Process Compatible:No; Lens Color:Clear RoHS Compliant: No
	DIALIGHT CORP

	3560A-16SR 3530-16P 3530-16PR 3530-16S 3530-16SR 3	   Long-Life I/O Connectors
LED Lamp; Bulb Size:3mm; LED Color:Yellow-Green/Yellow-Green/Yellow-Green; Luminous Intensity:5ucd; Viewing Angle:45 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C RoHS Compliant: No
LED Lamp; Color:Green/Yellow/Green/Yellow; Luminous Intensity (MSCP):10/8.5; Voltage Rating:2.1V; Forward Current:10mA; Forward Voltage:2.2V; Input Current:10mA; LED Color:Green/Yellow/Green/Yellow; Leaded Process Compatible:No
Long-Life I/O Connectors 长寿命的I / O接口
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	AP134-501 	LED Lamp; Color:Orange; Luminous Intensity (MSCP):25; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3" 三频HBT功率放大器模
Tri-Band HBT Power Amplifier Module
	Alpha Industries, Inc.
Alpha Industries Inc

	RN5RZ54LA-TL RN5RZ41HA-TR RN5RZ30BA RN5RZ40BA-TL R	LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:75ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Red; Luminous Intensity:10700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:1.85V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:9750mcd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  C; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Green; Luminous Intensity:700ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-40 C to  C; Color:Green; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-3; LED Color:Amber; Luminous Intensity:8000ucd; Viewing Angle:6 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  100 C; Color:Amber; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:2500ucd; Viewing Angle:8 ; Forward Current:20mA; Forward Voltage:2.35V; Operating Temperature Range:-40 C to  85 C; Color:Green; Leaded Process Compatible:No RoHS Compliant: No
LOW DROP-OUT AND LOW NOISE VOLTAGE REGULATOR 5 V FIXED POSITIVE LDO REGULATOR, 0.3 V DROPOUT, PDSO5
	RICOH electronics devic...
RICOH electronics devices division
Ricoh Co., Ltd.
http://

	595-2101-002F 595-2701-007F 595-2701-013F 	LED Lamp; Bulb Size:2mm; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to C; Color:Red; LED Gas Type:AlGaAs RoHS Compliant: Yes SINGLE COLOR LED, RED, 1.8 mm
LED Lamp; Bulb Size:2mm; LED Color:Yellow; Luminous Intensity:41mcd; Forward Current:20mA; Forward Voltage:2.02V; Operating Temperature Range:-30 C to  85 C; Color:AllnGaP Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
SINGLE COLOR LED, YELLOW, 1.8 mm
	Dialight PLC
DIALIGHT CORP
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