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			 Related Part Number
	
					PART	Description	Maker
	UT7C139 	4Kx8/9 Radiation-Hardened Dual-Port Static RAM with Busy Flag
	Aeroflex Inc.

	UT7C139C45GCX UT7C138C45GCA UT7C138C45WCC UT7C138C	Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish solder. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx8/9 Radiation-Hardened Dual-Port Static RAM with Busy Flag
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator V. Device type 02 (4Kx9, CMOS compatible inputs, 45 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class designator Q. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose G. Federal stock class designator: no options.
4Kx8 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx8 dual-port SRAM. Lead finish gold. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx8 dual-port SRAM. Lead finish gold. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none. Prototype flow.
4Kx9 dual-port SRAM. Lead finish solder. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
4Kx9 dual-port SRAM. Lead finish optional. 45ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish optional. Class Q. Device type 01 (4Kx8, CMOS compatible inputs, 45 ns). Total dose 3E5 rads(Si).
4Kx9 dual-port SRAM. Lead finish optional. 55ns access time. CMOS-compatible inputs, 5.5V operation. Total dose none.
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 03 (4Kx8, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish solder. Class V. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
Dual-port SRAM: SMD with busy flag. Lead finish gold. Class Q. Device type 04 (4Kx9, CMOS compatible inputs, 55 ns). Total dose 3E5 rads(Si).
	AEROFLEX[Aeroflex Circuit Technology]

	533-111-63 533-111-75 533-114-63 533-114-75 533-10	T-4 SINGLE COLOR LED, RED, 10 mm
PROFESSIONAL LED INDICATORS ?12.7mm Mounting
PROFESSIONAL LED INDICATORS 篓陋12.7mm Mounting
	MARL INTERNATIONAL LTD
Marl International Limited

	502-532-20 502-532-21 502-532-23 502-532-24 502-53	SINGLE COLOR LED, GREEN, 7 mm
PROFESSIONAL LED INDICATORS ? 8.1mm Mounting
PROFESSIONAL LED INDICATORS 篓陋 8.1mm Mounting
	MARL INTERNATIONAL LTD
Marl International Limited

	604-301-23-19 604-324-20-19 604-301-04 604-301-23 	PROFESSIONAL LED INDICATORS ?5.0mm Mounting
PROFESSIONAL LED INDICATORS ?5.0mm Mounting
PROFESSIONAL LED INDICATORS 篓陋5.0mm Mounting
	Marl International Limited

	603-309-04 603-301-04 603-301-21 603-312-04-15 603	PROFESSIONAL LED INDICATORS 篓陋5.0mm Mounting
PROFESSIONAL LED INDICATORS ?5.0mm Mounting
PROFESSIONAL LED INDICATORS ?5.0mm Mounting
	Marl International Limited

	651-114-21 651-114-23 651-111-21 651-111-23 651-10	PROFESSIONAL LED INDICATORS 篓陋12.7mm Mounting
PROFESSIONAL LED INDICATORS ?12.7mm Mounting
	Marl International Limited
http://

	556-3705-304F 556-3609-304F 556-3505-304F 556-3605	High Intensity LED Panel Mount Indicators for 1?Mounting Hole
ONE INCH DOME RED LED PMI 12V SINGLE COLOR LED, RED
SINGLE COLOR LED, BLUE ROHS COMPLIANT PACKAGE-2
SINGLE COLOR LED, GREEN
	Dialight Corporation
Dialight PLC

	692-521-23 692-501-23 692-997-23 692-501-21 692-52	PROFESSIONAL LED INDICATORS ?12.7mm Mounting
	Marl International Limited
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