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			 Related Part Number
	
					PART	Description	Maker
	CA13058 	Flare series
	Cree, Inc

	0190710219 	InsulKrimp?/a> Brazed Ring Tongue Terminal for 6 AWG Wire, Expanded Flare, StudSize 8, Length 40.54mm (1.596
	Molex Electronics Ltd.

	BD6373GW 	6ch System Lens Drivers for Digital Still Cameras / Single-lens Reflex Cameras
	Rohm

	LN312GP LN820WP LN435YPH LN412YP LN427YP LN235RPH 	Triangle 4mm x 4.5mm series. Lens color green diffused.
1.75mm x 7mm series. Lens color white diffused.
Triangle 2mm x 2.5mm series. Lens color amber diffused.
Triangle 4mm x 4.5mm series. Lens color amber diffused.
Triangle 2.5mm x 5mm series. Lens color amber diffused.
Triangle 2mm x 2.5mm series. Lens color red diffused.
	Panasonic

	QTLP651C2TR QTLP651C3TR QTLP651C4TR QTLP651C7TR QT	HER Surface Mount LED Lamp - Standard Bright 1206 (Inner Lens)
Yellow Surface Mount LED Lamp - Standard Bright 1206 (Inner Lens)
Green Surface Mount LED Lamp - Standard Bright 1206 (Inner Lens)
AlGaAs Red Surface Mount LED Lamp - Standard Bright 1206 (Inner Lens)
Cree 430nm Blue Surface Mount LED Lamp - Super Bright 1206 (Inner Lens)
	Fairchild Semiconductor

	E164 E187 E188 E189 	T-3 1/4 green jumbo, flashing led (10mm). Lens diffused, peak wave length 565nm.
T-3 1/4 red & green jumbo, bi-color led (10mm). Lens white, peak wave length at 20 mA 660nm. Lens diffused, peak wave length 565nm.
T-3 1/4 green & yellow jumbo, bi-color led (10mm). Lens white, peak wave length at 20 mA 565nm. Lens diffused, peak wave length 590nm.
	Gilway Technical Lamp

	C13016 	   Flare series
	Cree, Inc

	APT1608HC APT1608HD APT1608YD APT1608EC APT1608ID 	1.6 x 0.8 mm SMD chip LED lamp. Mega bright green. Lens type water clear
1.6 x 0.8 mm SMD chip LED lamp. Blue. Lens type water clear
1.6 x 0.8 mm SMD chip LED lamp. Super bright green. Lens type green diffused.
1.6 x 0.8 mm SMD chip LED lamp. Super bright red. Lens type red diffused.
SUPER THIN SMD CHIP LED 1608(0603)
1.6 x 0.8 mm SMD chip LED lamp. Yellow. Lens type yellow diffused.
1.6 x 0.8 mm SMD chip LED lamp. Super bright orange. Lens type water clear
	Kingbright Electronic
KINGBRIGHT[Kingbright Corporation]

	H720 187 188 H250 187-1 188-1 288 	Subminiature Krypton Lamps with Lens-End
Subminiature Krypton Lams with Lens(Clear)-End
	GILWAY[Gilway Technical Lamp]

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	APT1608SGC APT1608YC APT1608EC 	1.6 x 0.8 mm SMD chip LED lamp. Super bright green (peak wavelength 565 nm). Lens type water clear.
1.6 x 0.8 mm SMD chip LED lamp. Yellow. (peak wavelength 590 nm). Lens type water clear.
1.6 x 0.8 mm SMD chip LED lamp. High efficiency red (peak wavelength 627 nm). Lens type water clear.
	Kingbright Electronic

	APC3216EC APC3216YC APC3216SGC 	3.2 x 1.6 mm SMD chip LED lamp. High efficiency red (peak wavelength 627 nm). Lens type water clear.
3.2 x 1.6 mm SMD chip LED lamp. yellow (peak wavelength 590 nm). Lens type water clear.
3.2 x 1.6 mm SMD chip LED lamp. Super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic
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