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			 Related Part Number
	
					PART	Description	Maker
	SC23-12 SA23-11 SA23-12 SBA23-11 SBC23-11 SC23-11 	57 MM SINGLE DIGIT NUMERIC DISPLA
	List of Unclassifed Manufacturers
ETC[ETC]

	PL008-WCRGB092108 	Full Color RGB SMD LED PLCC-4 Package
	P-tec Corporation

	AWSCR-16.01MHZCV-C10-T 	CERAMIC RESONATOR, 16.01 MHz ROHS COMPLIANT, CERAMIC PACKAGE-3
	Abracon, Corp.

	AWSZT-1.84MHZ-MGD-T 	CERAMIC RESONATOR, 1.84 MHz ROHS COMPLIANT, CERAMIC PACKAGE-2
	Abracon, Corp.

	1N5226B-LCC3 1N5242B-LCC3 1N5241B-LCC3 1N5244B-LCC	5.1V, 0.02A Reference diode
MSTBW 2.5/13-G
FKC 2.5/3-STF
FAN 24VDC SPRINT ST24A3
MS (MIL-C-5015)/97 SERIES 3102A BOX MOUNTING RECEPTACLES, STRAIGHT BODY STYLE, SOLDER TERMINATION, 28 SHELL SIZE, 28-15 INSERT ARRANGEMENT, RECEPTACLE GENDER, 35 CONTACTS
Cabinet Rack; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
MS (MIL-C-5015)/97 SERIES 3102A BOX MOUNTING RECEPTACLES, STRAIGHT BODY STYLE, SOLDER TERMINATION, 28 SHELL SIZE, 28-19 INSERT ARRANGEMENT, RECEPTACLE GENDER, 10 CONTACTS
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 160 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 8.2 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 2.7 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 6 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
Power Supply 120 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 13 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 25 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 56 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 9.1 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 180 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 43 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 稳压稳压二极管朗格陶瓷表面安装高可靠性的应用工具
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 51 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 10 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
Battery, Lead-Acid, Sealed, Flame Retardant, Rechargeable, NPX ser. 12V, 150 WPC - 1.67VPC 15 Min - FR 稳压稳压二极管朗格陶瓷表面安装高可靠性的应用工具
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 20 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
ZENER VOLTAGE REGULATOR DIODE IN HERMETIC CERAMIC SURFACE MOUNT PACKAGE FOR HIGH RELIABILITY APPLICATIONS 12 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
	http://
SEME-LAB[Seme LAB]
TT electronics Semelab Limited
TT electronics Semelab, Ltd.
Coilcraft, Inc.
SEMELAB LTD

	LRTBGFTG 	white P-LCC-6 package, higher contrast by a black surface (RGB-Displays) and diffused silicone resin
	OSRAM GmbH

	LRTBG6TG 	white P-LCC-6 package, higher contrast by a black surface (RGB-Displays) and diffused silicone resin
	OSRAM GmbH

	SA57031-XX SA57031-25 SA57031-26 SA57031-31 SA5703	Micropower 150 mA, low-noise, low dropout linear regulator with on/off 微功耗为150 mA，低噪声，低压差线性稳压器的开/
RECTIFIER BRIDGE 25A 800V 300A-ifsm 1.1V-vf 5uA-ir GBPCW 100/TRAY
CAP CERAMIC MONO .1UF 50V 10%
Ceramic Multilayer Capacitor; Capacitance:22pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:50V; Dielectric Characteristic:C0G/NP0; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitor Type:General Purpose; Capacitance:1.2pF; Capacitance Tolerance: 0.5pF; Voltage Rating:50VDC; Capacitor Dielectric Material:Multilayer Ceramic; Package/Case:0603; Termination:SMD RoHS Compliant: Yes
Ceramic Multilayer Capacitor; Capacitance:1.5pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:50V; Dielectric Characteristic:C0G/NP0; Package/Case:0603; Series:VJ; Features:Multilayer Ceramic Chip Capacitor
Ceramic Multilayer Capacitor; Capacitance:1pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:50V; Dielectric Characteristic:C0G/NP0; Package/Case:0603; Series:VJ; Features:Multilayer Ceramic Chip Capacitor
	TE Connectivity, Ltd.
NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	PS205KVP8.2PF/-2PFR16 PS405KVP1000PF/-10N2200 PS20	CAPACITOR, CERAMIC, 0.0000082 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.001 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000033 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00033 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00039 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00047 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000047 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00002 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000022 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000027 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.000056 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00056 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0000056 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.0000068 uF, CHASSIS MOUNT
CAPACITOR, CERAMIC, 0.00012 uF, CHASSIS MOUNT
	Vishay Intertechnology, Inc.

	555-0402 555-0402-5N6-G-00 555-0402-3N3-G-36 555-0	1 ELEMENT, 0.011 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.015 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.0075 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.0051 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.036 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.0022 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.0039 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.0033 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 0.0056 uH, CERAMIC-CORE, GENERAL PURPOSE INDUCTOR, SMD
Chip inductors, wire wound, surface mount, 0402 package
	WEARNES CAMBION LTD
CAMBION Electronic Components

	VCC6 VCC6-QCP-74M250000 VCC6-LCP-74M175800 VCC6-QA	Ultra Low Jitter Performance
CRYSTAL OSCILLATOR, CLOCK, 74.25 MHz, LVPECL OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 74.1758 MHz, LVDS OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 87.5 MHz, LVPECL OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 74.1758 MHz, LVPECL OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 87.5 MHz, LVDS OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 99.144 MHz, LVDS OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 74.25 MHz, LVDS OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 99.144 MHz, LVPECL OUTPUT ROHS COMPLIANT, HERMETIC SEALED, CERAMIC PACKAGE-6
CRYSTAL OSCILLATOR, CLOCK, 130 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 178.125 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 30.72 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 35 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 33.333 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 260 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 156.261718 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 156.1734 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 250 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 166.6667 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 50 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 95 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 81.25 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 80 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 100 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 10 MHz - 350 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 122.88 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 40.68 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 124.416 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 187.0177 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 136 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 160 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 112.5 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 167.3317 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 68 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 66 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 62.5 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 35.5 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 125 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 156.274 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 90 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 165 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 190 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 125 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 125.0093 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 161.13 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 120 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 120 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 133 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 61.44 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 212.484 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 180 MHz, LVPECL OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 100 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 62.208 MHz, LVDS OUTPUT
CRYSTAL OSCILLATOR, CLOCK, 19.44 MHz, LVPECL OUTPUT
	Vectron International, Inc.

	SA56614-44GW SA56614-20GW SA56614-20 SA56614-29 SA	Ceramic Multilayer Capacitor; Capacitance:100000pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Leaded Process Compatible:Yes; Mounting Type:Surface Mount
Ceramic Multilayer Capacitor; Capacitance:1200pF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:0603; Series:VJ; Features:Multilayer Ceramic Chip Capacitor
CMOS system reset
	PHILIPS[Philips Semiconductors]
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