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			 Related Part Number
	
					PART	Description	Maker
	1N4742A 1N4728A 1N4734A 1N4747A 1N4756A 1N4759A 1N	1W zener diode. Nominal zener voltage 30V. 1% tolerance.
   1W ZENER DIODE
1W zener diode. Nominal zener voltage 15V. 2% tolerance.
1W zener diode. Nominal zener voltage 12V. 2% tolerance.
1W zener diode. Nominal zener voltage 82V. 1% tolerance.
1W zener diode. Nominal zener voltage 4.3V. 2% tolerance.
1W zener diode. Nominal zener voltage 16V. 2% tolerance.
1W zener diode. Nominal zener voltage 4.3V. 1% tolerance.
1W zener diode. Nominal zener voltage 51V. 2% tolerance.
1W zener diode. Nominal zener voltage 3.3V. 2% tolerance.
1W zener diode. Nominal zener voltage 62V. 2% tolerance.
1W zener diode. Nominal zener voltage 18V. 2% tolerance.
1W zener diode. Nominal zener voltage 9.1V. 2% tolerance.
1W zener diode. Nominal zener voltage 11V. 1% tolerance.
1W zener diode. Nominal zener voltage 56V. 2% tolerance.
1W zener diode. Nominal zener voltage 3.9V. 1% tolerance.
1W zener diode. Nominal zener voltage 33V. 2% tolerance.
1W zener diode. Nominal zener voltage 4.7V. 1% tolerance.
1W zener diode. Nominal zener voltage 3.3V. 1% tolerance.
1W zener diode. Nominal zener voltage 56V. 1% tolerance.
1W zener diode. Nominal zener voltage 36V. 1% tolerance.
1W zener diode. Nominal zener voltage 33V. 1% tolerance.
1W zener diode. Nominal zener voltage 22V. 1% tolerance.
1W zener diode. Nominal zener voltage 7.5V. 1% tolerance.
1W zener diode. Nominal zener voltage 9.1V. 1% tolerance.
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
Zener Diodes for Stabilized Power Supply
1W zener diode. Nominal zener voltage 20V. 1% tolerance.
1W zener diode. Nominal zener voltage 12V. 1% tolerance.
1W zener diode. Nominal zener voltage 27V. 1% tolerance.
1W zener diode. Nominal zener voltage 51V. 1% tolerance.
1W zener diode. Nominal zener voltage 47V. 1% tolerance.
1W zener diode. Nominal zener voltage 91V. 1% tolerance.
1W zener diode. Nominal zener voltage 5.1V. 1% tolerance.
1W zener diode. Nominal zener voltage 6.2V. 1% tolerance.
1W zener diode. Nominal zener voltage 4.7V. 2% tolerance.
1W zener diode. Nominal zener voltage 15V. 1% tolerance.
1W zener diode. Nominal zener voltage 22V. 2% tolerance.
1W zener diode. Nominal zener voltage 68V. 1% tolerance.
1W zener diode. Nominal zener voltage 5.6V. 1% tolerance.
1W zener diode. Nominal zener voltage 10V. 2% tolerance.
1W zener diode. Nominal zener voltage 24V. 2% tolerance.
1W zener diode. Nominal zener voltage 7.5V. 2% tolerance.
1W zener diode. Nominal zener voltage 51V. 10% tolerance.
1W zener diode. Nominal zener voltage 75V. 2% tolerance.
1W zener diode. Nominal zener voltage 6.2V. 2% tolerance.
1W zener diode. Nominal zener voltage 16V. 1% tolerance.
1W zener diode. Nominal zener voltage 100V. 1% tolerance.
1W zener diode. Nominal zener voltage 82V. 10% tolerance.
1W zener diode. Nominal zener voltage 62V. 1% tolerance.
1W zener diode. Nominal zener voltage 11V. 2% tolerance.
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	KR-1700AUL 	Nominal capacity: 1700mAh; nominal voltage: 1.2V; charging time: 14-16 Hrs; internal impendance: 17.0mOhm cadnica
	SANYO

	1N5222AUR-1 1N5222BUR-1 1N5253AUR-1 1N5267BUR-1 1N	Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.
	Microsemi

	3EZ12D5 3EZ4.3D5 3EZ10D5 3EZ5.6D5 3EZ100D5 3EZ110D	3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -20% tolerance.
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -1% tolerance.
3 W, silicon zener diode. Nominal voltage 160 V, current 4.7 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 180 V, current 4.2 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 140 V, current 5.3 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 120 V, current 6.3 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 190 V, current 4.0 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -20% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -10% tolerance.
3 W, silicon zener diode. Nominal voltage 130 V, current 5.8 mA,  -4% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -2% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -3% tolerance.
3 W, silicon zener diode. Nominal voltage 200 V, current 3.7 mA,  -10% tolerance.
   3W SILICON ZENER DIODE
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
娴???洪??靛??ㄤ欢??????
http://
Jinan Gude Electronic D...

	066301.6 06633.15 06631.25 066306.3 066302.5 0663.	LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 1.60, voltage rating 250, nominal resistance cold ohms 36.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .800, voltage rating 250, nominal resistance cold ohms 87.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .500, voltage rating 250, nominal resistance cold ohms 187.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 3.15, voltage rating 250, nominal resistance cold ohms 17.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 3.15, voltage rating 250, nominal resistance cold ohms 17.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .400, voltage rating 250, nominal resistance cold ohms 239.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .630, voltage rating 250, nominal resistance cold ohms 129.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .125, voltage rating 250, nominal resistance cold ohms 1241.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .160, voltage rating 250, nominal resistance cold ohms 990.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 6.30, voltage rating 250, nominal resistance cold ohms 7.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .200, voltage rating 250, nominal resistance cold ohms 718.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 2.50, voltage rating 250, nominal resistance cold ohms 20.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 2.50, voltage rating 250, nominal resistance cold ohms 20.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 2.00, voltage rating 250, nominal resistance cold ohms 27.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .250, voltage rating 250, nominal resistance cold ohms 475.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 4.00, voltage rating 250, nominal resistance cold ohms 12.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 4.00, voltage rating 250, nominal resistance cold ohms 12.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .315, voltage rating 250, nominal resistance cold ohms 326.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .063, voltage rating 250, nominal resistance cold ohms 4490.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .080, voltage rating 250, nominal resistance cold ohms 2648.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .063, voltage rating 250, nominal resistance cold ohms 4490.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .050, voltage rating 250, nominal resistance cold ohms 7573.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .160, voltage rating 250, nominal resistance cold ohms 990.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .100, voltage rating 250, nominal resistance cold ohms 1869.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .080, voltage rating 250, nominal resistance cold ohms 2648.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 1.00, voltage rating 250, nominal resistance cold ohms 75.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 5.00, voltage rating 250, nominal resistance cold ohms 9.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 1.25, voltage rating 250, nominal resistance cold ohms 50.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 1.25, voltage rating 250, nominal resistance cold ohms 50.
Photoelectric Sensor; Sensor Input Type:Optical; Sensing Range Max:3m; Sensor Output:Relay RoHS Compliant: Yes 轴向引线保险丝和墨盒
PT 16C 16#16 SKT PLUG 轴向引线保险丝和墨盒
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:20-16 轴向引线保险丝和墨盒
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 1.25, voltage rating 250, nominal resistance cold ohms 50.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 5.00, voltage rating 250, nominal resistance cold ohms 9.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 5.00, voltage rating 250, nominal resistance cold ohms 9.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 1.00, voltage rating 250, nominal resistance cold ohms 75.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 1.00, voltage rating 250, nominal resistance cold ohms 75.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .250, voltage rating 250, nominal resistance cold ohms 475.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .315, voltage rating 250, nominal resistance cold ohms 326.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .125, voltage rating 250, nominal resistance cold ohms 1241.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .063, voltage rating 250, nominal resistance cold ohms 4490.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .050, voltage rating 250, nominal resistance cold ohms 7573.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .080, voltage rating 250, nominal resistance cold ohms 2648.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .050, voltage rating 250, nominal resistance cold ohms 7573.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .315, voltage rating 250, nominal resistance cold ohms 326.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 4.00, voltage rating 250, nominal resistance cold ohms 12.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .250, voltage rating 250, nominal resistance cold ohms 475.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating 2.00, voltage rating 250, nominal resistance cold ohms 27.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 2.00, voltage rating 250, nominal resistance cold ohms 27.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 2.50, voltage rating 250, nominal resistance cold ohms 20.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .200, voltage rating 250, nominal resistance cold ohms 718.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 6.30, voltage rating 250, nominal resistance cold ohms 7.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .160, voltage rating 250, nominal resistance cold ohms 990.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .100, voltage rating 250, nominal resistance cold ohms 1869.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .125, voltage rating 250, nominal resistance cold ohms 1241.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .630, voltage rating 250, nominal resistance cold ohms 129.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating .400, voltage rating 250, nominal resistance cold ohms 239.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating .400, voltage rating 250, nominal resistance cold ohms 239.
LT-5 tm time lag fuse. Short lead (bulk) 100 pieces. Ampere  rating 3.15, voltage rating 250, nominal resistance cold ohms 17.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .500, voltage rating 250, nominal resistance cold ohms 187.
LT-5 tm time lag fuse. Long lead (bulk) 100 pieces. Ampere  rating .800, voltage rating 250, nominal resistance cold ohms 87.
LT-5 tm time lag fuse. Long lead (tape and reel) 750 pieces. Ampere  rating 6.30, voltage rating 250, nominal resistance cold ohms 7.
   Axial Lead and Cartridge Fuses
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	115-003-18 	50 Ohms nominal
	JFW Industries, Inc.

	115-455 	50 Ohms nominal
	JFW Industries, Inc.

	115-460 	50 Ohms Nominal
	JFW Industries, Inc.

	115-587 	50 Ohms Nominal
	JFW Industries, Inc.

	BAS70-04T BAS70-05 BAS70-04 BAS70-02L BAS70-05W BA	SENSOR VACUUM GAGE .3PSI
CSCA-A Series Hall-effect based, open-loop current sensor, Gallant connector,  400 A rms nominal, ±900 A range
CSCA-A Series Hall-effect based, open-loop current sensor, Molex-type connector,  200 A rms nominal, ±600 A range
CSCA-A Series Hall-effect based, open-loop current sensor, Gallant connector,  100 A rms nominal, ±300 A range
Silicon Schottky Diode
Latest Silicon Discretes - Schottky Diode for switching applications
	INFINEON[Infineon Technologies AG]
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