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			COVER-275-XBC - 5 x 3 x 0.75 Inches Form factor 
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			 Related Part Number
	
					PART	Description	Maker
	FTR-B2NA4.5Z FTR-B2 FTR-B2MA012Z FTR-B2MA4.5Z FTR-	4 POLE (2 FORM C   2 FORM A) SIGNAL RELAY FOR CENTRAL SWITCHING/ DATA TRANSMISSION
	Fujitsu Limited
Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Component Limited.

	AQW654 AQW654A 	Both 1 Form A and 1 Form B contacts incorporated in a compact DIP8-pin with low on-resistance
	Panasonic Semiconductor

	ALQ324 ALQ109 ALQ106 ALQ105 ALQ118 ALQ112 ALQ124 A	1 Form A/1 Form C 10A Small power relays
	Panasonic Semiconductor

	KT872N15 KT872N55 KT872P51 KT872P55 KT872T55 KT872	Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches. Electrical parameter A lead spacing .320 inches. Aperture width in front of sensor .010 inches. Aperture width in front of emitter .
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture in front of sensor .050inches. Aperture width in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320inches. Aperture in front of sensor .050inches. Aperture in front of emitter .050i
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .320inches. Aperture width in front of sensor .050inches. Aperture in front of emitter
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture  in front of sensor .010 inches. Aperture in front of emitter .0
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches
Slotted optical switch phototransistor output. Opaque polysulpone discrete shells with .02 inches SQ, leads. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .05
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .01
Slotted optical switch phototransistor output. IR transmissive polysulpone discrete shells with .02inches SQ, leads. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .05
	Optek Technology

	FSD20A90 	Miniature Power Relay, 1 Form A 1 Form B, 10A 250VAC 10A 30VDC, 2 Coil Latching 20 A, 900 V, SILICON, RECTIFIER DIODE
	Nihon Inter Electronics, Corp.

	3-1419108-9 3-1419108-6 3-1419108-1 RT314024F 5-14	Power PCB Relay RT1
5kV/10mm coil-contact, reinforced insulation
1 pole 12A/16A, 1 form C (CO) or 1 form A (NO) contact
	Tyco Electronics
TE Connectivity Ltd

	D2-PAK 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	KBL 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	KBPC-3 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	AP150XA57 AP150XB57 AP150XC57 AP150PA57 AP150PB57 	KILOVAC AP150X (FORM X, Electrically Held) and AP150P (Form P,Latching) 150 Amps
KILOVAC AP150X (FORM X, Electrically Held) and AP150P (Form P,Latching) 150 Amps
	Tyco Electronics

	DA03-11 DA03 	1. All dimensions are in millimeters (inches)  2. Tolerance is ±0.25mm(0.01) unless otherwise noted.
1. All dimensions are in millimeters (inches)  2. Tolerance is 0.25mm(0.01") unless otherwise noted.
1. All dimensions are in millimeters (inches)  2. Tolerance is 【0.25mm(0.01") unless otherwise noted.
1. All dimensions are in millimeters (inches)  2. Tolerance is .25mm(0.01) unless otherwise noted.
	List of Unclassifed Manufacturers
Unknow
ETC[ETC]
Electronic Theatre Controls, Inc.

	TO247 TO247AC TO247C 	HEXFET TO-247AC Outline Dimensions are shown in millimeters (inches)
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
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