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			 Related Part Number
	
					PART	Description	Maker
	RAD-SPL-2-N 	Antenna splitter, frequency range: 0.3 GHz ... 6 GHz, degree of protection: IP65, connection: 3 x N (female), suitable connection cable for the antenna connection (Order No. 2700677)
	PHOENIX CONTACT

	WJ1142CS59VDC5.0 WJ114 WJ1141AS1012VDC3.5 WJ1141AS	SUPER MK RELAY
MSM19 RI SF 5 A @125VAC BL 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
MS3108A24-10S 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Vandal Resistant Pushbutton Switch; Actuator Diameter:15.8mm; Circuitry:SPST-NO SPST-NC; Switch Operation:(On); Contact Current Max:0.1A 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Panel Kit; Contents Of Kit:Top panel; For Use With:R-120 Protective equipment case 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
Switching capacity 16A, Small size suitable for high density mounting, PC board mounting, UL/CUL certified 开关容6A条，体积小，适用于高密度安装，PC板安装，通过UL / cUL认证
AB 9C 6#16 3#12 SKT PLUG
AUTO  ADC 32K FLASH
MSM22 PI SF 5A@030VDC BL
SWITCH 250 V,GN PT ILL, 19 MM ; Switch function type: PUSH-BUTTON; Voltage, contact AC max:250V; Voltage, contact DC max:250V; Temp, op. max:85(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Length / Height,
BATTERY CLIP
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-120 Protective equipment case
O RING FOR R120 BOX
Panel Kit; Contents Of Kit:Bottom panel; For Use With:R-300 Protective equipment case
AB 4C 2#8 2#16 ANGLE PIN PLUG
SWITCH, CAPACITIVE UNDERGLASSSWITCH, CAPACITIVE UNDERGLASS; Switch function type:Momentary; Voltage, contact DC max:24V; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Length / Height, external:4mm; Width,
SWITCH, CAPACITIVE RED ILLUMINATIONSWITCH, CAPACITIVE RED ILLUMINATION; Switch function type:3 wire NPN; Temp, op. max:85(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm; Colour:Red; Current, supply:20mA;
SWITCH, CAPGREEN ILLUMINATIONSWITCH, CAPGREEN ILLUMINATION; Switch function type:Momentary; Temp, op. min:-20(degree C); Diameter, panel cut-out:16.2mm; Colour:Green; Current, switching DC max:175mA; Depth, behind panel:13mm; IP
Vandal Resistant Switch
CONNECTOR ACCESSORY
MSMLA SWITCH,250V,22 MM,ILLUM-BLUE
MCORE GPS CONTROLLER
CIT SWTICH
	Electronic Theatre Controls, Inc.
CIT[CIT Relay & Switch]

	EL2160C-1 	SWITCH, ON-OFF, BLK/BLK BTN; Switch function type:SPST Latching; Voltage, contact AC max:125V; Voltage, contact DC max:24V; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Diameter, panel cut-out:13.6mm; Length / Height, RoHS Compliant: Yes
	Elantec Semiconductor

	FGPANEL66 	2.4 GHz panel antenna
	List of Unclassifed Manufac...

	RF-7800W-AT001 	Rapidly deployable one-foot panel antenna
	Harris Corporation

	192030379 	Krimptite Quick Disconnect, Female Steel 900 Degree F/383 Degree C, 10-12 AWGTab 6.35mm (.250)
	Molex Electronics Ltd.

	WAN-9180 	5GHz 18dBi Directional Dual- Polarization Outdoor Panel Antenna
	Level One

	TLE6272G 	Communication   Supply - High Speed CAN Transceiver with 150mA@5V Voltage Regulator with very low quiescent current, seperated enable/inhibit for VR and transceiver, power on and under-voltage reset, overtemperature and short circuit prote
	Infineon

	CY7C1380C-200AC CY7C1380C-200BGC CY7C1380C-167AC C	Memory : Sync SRAMs
PUSHBUTTON, METAL, FLAT, 22MM 5A; Switch function type:NC/NO Mom; Voltage, contact AC max:250V; Temp, op. max:55(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:22.2mm; Length / Height, external:32mm; Dielectric RoHS Compliant: Yes
18-Mb (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 2.8 ns, PBGA165
18-Mb (512K x 36/1M x 18) Pipelined SRAM 1M X 18 CACHE SRAM, 2.6 ns, PBGA165
18-Mb (512K x 36/1M x 18) Pipelined SRAM 512K X 36 CACHE SRAM, 2.8 ns, PBGA165
18-Mb (512K x 36/1M x 18) Pipelined SRAM 512K X 36 CACHE SRAM, 3 ns, PQFP100
18-Mb (512K x 36/1M x 18) Pipelined SRAM 512K X 36 CACHE SRAM, 2.8 ns, PQFP100
18-Mb (512K x 36/1M x 18) Pipelined SRAM 512K X 36 CACHE SRAM, 3.4 ns, PQFP100
	Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	KGEA-BFWX KGEA-BFCWX-B-0345J KGEA-BFCWX-A-0161J KG	Keyless go emmitter antenna winding heat shrink tube
Emitter Antenna 103x20x9mm Housing plastic base-potted and outside connector unsealed&sealed
	PREMO CORPORATION S.L

	MK2049-02 MK2049-02S MK2049-02SI MK2049-02SITR MK2	Communications Clock PLLs
CAPACITOR, 1000UF 450V CAPACITOR, 1000UF 450V; CAPACITANCE:1000UF; VOLTAGE RATING, DC:450V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:B43456; TEMP, OP. MAX:85(DEGREE C); TEMP, OP. MIN:-25(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
	http://
ICST[Integrated Circuit Systems]
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