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			 Related Part Number
	
					PART	Description	Maker
	SP3485CNL 	Flammability rating of UL 94┸V0
	Exar Corporation

	SP3232EETL 	Flammability rating of UL 94┸V0
	Exar Corporation

	54LS76 S7476W S7476F S74LS76W S74LS76F 74LS76 54_7	ENCLOSURE, CARDMASTER POLYCARBONATE; Length / Height, external:160mm; Width, external:166mm; Depth, external:118mm; Material:Polycarbonate; Colour:Light Grey; Flammability rating:UL 94 5V; IP rating:IP 65; RAL number:7035; Temp, op.
DUAL JK FLIP - FLOP 双JK触发次浮点运
	Signetics
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	51110-2450 51110-1250 51110-1050 51110-2651 51110-	Multipole Connector; Gender:Male; Number of Contacts:24; Series:Milli-Grid; Body Material:Glass-filled Polyester; Number of Rows:2; Pitch Spacing:0.079" 24 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Multipole Connector; Gender:Male; No. of Contacts:12; Series:Milli-Grid; Body Material:Glass-filled Polyester; No. of Rows:2; Pitch Spacing:0.079" RoHS Compliant: Yes 12 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Multipole Connector; Gender:Male; No. of Contacts:10; Series:Milli-Grid; Body Material:Glass-filled Polyester; No. of Rows:2; Pitch Spacing:0.079" RoHS Compliant: Yes 10 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Header Connector,Cable Mnt,PLUG,26 Contacts,0.079 Pitch 26 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
Multipole Connector; Gender:Male; No. of Contacts:16; Series:Milli-Grid; Body Material:Glass-filled Polyester; No. of Rows:2; Pitch Spacing:0.079" RoHS Compliant: Yes 16 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
CONN HOUSING 2MM 18POS POLARIZED 18 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP, RECEPTACLE
CRIMP HOUSING, M/GRID 16WAY ; Ways, No. of:16; Approval Bodies:UL, CSA; Contacts, No. of:16; Current rating:1A; Dielectric strength, VAC:500V; Flammability rating:UL94V-0; Housing type:Black G.F. Polyester; Pitch:2mm; Resistance,
	Molex, Inc.
MOLEX INC

	5500.2070 5500.2071 	Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 16A; Leakage Current Rating: 0.5 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
AC Filter 2-Stage, Broad Band Attenuation
	SCHURTER AG
Schurter Inc.

	BC868 BC868-25 BC868/T1 	NPN medium power transistor
Leaded Cartridge Fuse; Current Rating:100mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
	NXP Semiconductors
Philips Semiconductors

	SPC-06502-2R2 SPC-06502-270 SPC-06502-1R5 SPC-0650	SMD POWER INDUCTORS SMD功率电感
Thermal Magnetic Circuit Breaker; Current Rating:6A; Voltage Rating, AC:240V; Number of Poles:3; Mounting Type:DIN Rail
	MICRO-ELECTRONICS[Micro Electronics]

	ETD29-K-H-5.0 	Bobbin material: T375J Flammability Class: UL 94V-0
	FERYSTER Inductive Components Manufacturer

	TYPEHCSERIES 	Glass filled polyester (PBT, UL flammability 94V-0)
	Dubilier

	MBRF30H35CT 	Plastic package has Underwriters Laboratory Flammability Classification 94 V-0
	Kersemi Electronic Co., Ltd.
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