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			RIF-RHM-2 - Relay retaining bracket, wire model, suitable for RIF-2 relay base 
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			 Related Part Number
	
					PART	Description	Maker
	RIF-RHM-4 	Relay retaining bracket, wire model, suitable for RIF-4 relay base
	PHOENIX CONTACT

	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	56387-0000 	HMC Rectangular Industrial Wire-to-Wire Bracket Cover, 48 and 72 Circuits, ExternalThread, PG36
	Molex Electronics Ltd.

	0584740000 	HMC?/a> Rectangular Industrial Wire-to-Wire Bracket Cover, 40 Circuit, External Thread PG29, for Large Plug
MOLEX Connector
	Molex Electronics Ltd.

	G41301A-DC12-SBM G41301A-DC24-SBM G41301A-DC24-SM 	Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/ bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component diode. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option plug-in.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option PCB.
Relay. Rating code 60A. Component resistor. Contact form 1 form A (Dbl87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option PCB.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form C. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option molded bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option skirted cover w/metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 6. Mounting option molded bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 12. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option plug-in
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 6. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component diode. Contact form 1 form C. Coil voltage 24. Mounting option plug-in.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 24. Mounting option bent metal bracket.
Relay. Rating code 30A. Component diode. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A. Coil voltage 12. Mounting option bent metal bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 12. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form C. Coil voltage 6. Mounting option bent metall bracket.
Relay. Rating code 30A. Component resistor. Contact form 1 form A(Dbl 87). Coil voltage 6. Mounting option bent metal bracket.
Relay. Rating code 60A. Component none. Contact form 1 form C. Coil voltage 12. Mounting option metal bracket.
Relay. Rating code 30A. Component none. Contact form 1 form A. Coil voltage 12. Mounting option plug-in.
	Global Components & Controls

	BYV27-600 BYV27 BYV27-100 BYV27-150 BYV27-200 BYV2	Ultra fast low-loss controlled avalanche rectifiers 1.25 A, 300 V, SILICON, RECTIFIER DIODE
1/2" NPT Bracket; Style: Bracket; Applicable Model: LU7 / LHE-A 1.3 A, 100 V, SILICON, RECTIFIER DIODE
From old datasheet system
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	ISL90726 ISL90726UIE6Z ISL90726UIE6Z-TK ISL90726WI	Digitally Controlled Potentiometer (XDCP) 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 128 POSITIONS, PDSO6
250V, 170mA, 20. 1-Form-A relay with an optocoupler 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 128 POSITIONS, PDSO6
350V, 120mA, 35. 1-Form-A relay with an optocoupler 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 128 POSITIONS, PDSO6
	Intersil, Corp.
Intersil Corporation

	TPS80 TPS80-49Y TPS80-10 TPS80-11 TPS80-12 TPS80-1	   TPS80 SWITCHING MODE 80W U BRACKET POWER SIPPLY
SWITCHING MODE 80W U BRACKET POWER SUPPLY
	Total Power International, Inc.
TOTAL-POWER[Total Power International]
Total Power Internation...

	0-1462000- 5-1462000-0 3-1462000-0 2-1462000-0 5-1	   2 pole telecom/signal relay Through Hole Type (THT) Non-polarized. non-latching 1 coil
2poletelecom/signalrelayThroughHoleType(THT)Non-polarized.non-latching1coil
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
2 pole telecom/signal relay Through Hole Type (THT) Non-polarized. non-latching 1 coil 2极电信号通孔式（通孔插装）非极化继电器。非闭锁1线圈
	MACOM[Tyco Electronics]
TycoElectronics
Teledyne Technologies, Inc.

	1864-AB 1863-AB 	ADAPTER BRACKET
	Bud Industries, Inc.

	A77-AB 	Adapter Bracket
	Systemsensor advanced ideas.
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