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			 Related Part Number
	
					PART	Description	Maker
	MSMC-0102 MSMC-0104 MSMC-0103 MSMC-0105 MSMC-0100 	PHOTOCELL,90mW,150V PEAK, 27KohmMAX LIGHT,2MohmMIN DARK
PHOTOCELL,150mW,200VPK,3.6Kohm MAX LITE,0.3Mohm MIN DARK
PHOTOCELL,90mW,150VPK,5Kohm, MAX LITE,20Mohm MIN DARK
PHOTOCELL,400mW,350VPK,8Kohm MAX LITE,1Mohm MIN. DARK
PHOTOCELL,100mW,150VPK,3Kohm, MAX LITE, 0.2Mohm MIN DARK
PHOTOCELL,100mW,150VPK,80Kohm, MAX LITE,5Mohm MIN DARK
CAP,CERM,DISC,470PF,1KV,20%
CAP,CERM,DISC,0.047UF,1KV,20%
AP,CERM,DISC,5PF,50V,20% INCREMENTS of 10
PHOTOCELL,90mW,150VPK,27Kohm, MAX LITE,0.3Mohm MIN DARK 医药0W的超小型开关电
PHOTOCELL,90mW,150VPK,10Kohm, MAX LITE,20Mohm MIN DARK 医药0W的超小型开关电
	Astrodyne, Inc.

	BCW29235 	PNP general purpose transistors - Complement: BCW31 ; fT min: 100 MHz; hFE max: 260 ; hFE min: 120 ; I<sub>C</sub> max: 100 mA; Polarity: PNP ; Ptot max: 250 mW; VCEO max: 32 V; Package: SOT23 (TO-236AB); Container: Tape reel smd
	NXP SEMICONDUCTORS

	PDIP-40 	A : MIN 3.300 MAX 4.200 B : MIN 0.018 MAX 0.570
	Analog Microelectronics

	MSOP-10PP 	A1 : MIN 0.000 MAX 0.150  A2 : MIN 0.750 MAX 0.952
	Analog Microelectronics

	CX380D5 	Solid-State PC Board Relay; Output Device:SCR; Output Voltage Max:530Vrms; Output Voltage Min:48Vrms; Control Voltage Max:15VDC; Control Voltage Min:4VDC; Load Current Max:5A; Switching:Zero Cross; Operating Voltage Max:530V
	CRYDOM CORP

	CMA6025-10 CMA6075P-10 CMD60110 	TRIGGER OUTPUT SOLID STATE RELAY, 4000 V ISOLATION-MAX
Solid State Relay; Output Device:SCR; Output Voltage Max:660Vrms; Output Voltage Min:48Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:110A; Switching:Zero Cross; Relay Options:Indicator Light RoHS Compliant: Yes
	Crydom Inc.
CRYDOM CORP

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	CMRA4835 CMRD4855 	IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL089HD4.3 TRIGGER OUTPUT SOLID STATE RELAY, 4000 V ISOLATION-MAX
Solid-State DIN Rail Mount Relay; Contacts:SPST-NO; Output Device:SCR; Output Voltage Max:530Vrms; Output Voltage Min:48Vrms; Control Voltage Max:32VDC; Control Voltage Min:4VDC; Load Current Max:55A; Switching:Zero Cross RoHS Compliant: Yes
	Crydom, Inc.
CRYDOM CORP

	A82DL1642 A82DL16X2T A82DL1622 A82DL1632 A82DL1632	Reed Switch; Pull-In Amp Turns Max:25; Pull-In Amp Turns Min:16; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:13.5mm; Breakdown Voltage Min:250VDC
Stacked Multi-Chip Package (MCP) Flash Memory and SRAM, A82DL16x2T(U) 16 Megabit (2Mx8 Bit/1Mx16 Bit) CMOS 3.3 Volt-only, Simultaneous Operation Flash 堆叠式多芯片封装（MCP）闪存和SRAM，A82DL16x2T（ü）16兆位Mx8 Bit/1Mx16位）的CMOS 3.3伏只，同时闪电行
	AMIC Technology Corporation
AMIC Technology, Corp.

	MAX6323 MAX6323UT-T MAX6324 MAX6323_UT__-T MAX6324	2.70 V, mP supervisory circuit with windowed (min/max) watchdog and manual reset
3.00 V, mP supervisory circuit with windowed (min/max) watchdog and manual reset
4.50 V, mP supervisory circuit with windowed (min/max) watchdog and manual reset
μP Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
レP Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
?P Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
µP Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
4.75 V, mP supervisory circuit with windowed (min/max) watchdog and manual reset
3.15 V, mP supervisory circuit with windowed (min/max) watchdog and manual reset
2.38 V, mP supervisory circuit with windowed (min/max) watchdog and manual reset
	MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	GSD200S 	2.5A Chopped Bipolar Stepper Motor Driver withfully protected outputs Current output max. 2.5 A Voltage output max. 40 V Voltage output min 12 V
2A Chopped Bipolar Stepper Motor Driver Current output max. 2 A Voltage output max. 46 V Voltage output min 10 V
	SGS Thomson Microelectronics

	MIC5219-3.1BM5 MIC5219-2.5BM5 	Zener Diode; Application: General; Pd (mW): 400; Vz (V): 5.8 to 6.1; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 5.7 to 6.0; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 5.8 to 6.1; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V): &#160; ESD (kV) min: -; Package: MHD 3.1 V FIXED POSITIVE LDO REGULATOR, 0.6 V DROPOUT, PDSO5
	Micrel Semiconductor,Inc.
Micrel Semiconductor, Inc.
MICREL INC
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