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			 Related Part Number
	
					PART	Description	Maker
	DFN-6D 	(2x2x0.75mm) MIN 0.700 MAX 0.800
	Analog Microelectronics

	QFN-16B 	(4x4x0.75mm) MIN 0.700 MAX 0.800
	Analog Microelectronics

	2PA1774Q115 	PNP general-purpose transistor - Complement: 2PC4617Q ; fT min: 100 MHz; hFE max: 270 ; hFE min: 120 ; I<sub>C</sub> max: 100 mA; Polarity: PNP ; Ptot max: 150 mW; VCEO max: 40 V; Package: SOT416 (SC-75); Container: Tape reel smd
	NXP SEMICONDUCTORS

	FS2VS-12 	Solid-State Panel Mount Relay; Output Device:SCR; Output Voltage Max:280Vrms; Output Voltage Min:24Vrms; Control Voltage Max:140Vrms; Control Voltage Min:90Vrms; Load Current Max:12A; Switching:Zero Cross RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
Mitsubishi Electric Corporation

	CMA6025-10 CMA6075P-10 CMD60110 	TRIGGER OUTPUT SOLID STATE RELAY, 4000 V ISOLATION-MAX
Solid State Relay; Output Device:SCR; Output Voltage Max:660Vrms; Output Voltage Min:48Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:110A; Switching:Zero Cross; Relay Options:Indicator Light RoHS Compliant: Yes
	Crydom Inc.
CRYDOM CORP

	TSOT-23 	   MILLIMETERS MIN 0.80 MAX 1.30 INCHES MIN 0.0315 MAX 0.0512
	Analog Microelectronics

	TO-263-3 	(D2 PAK) A : MIN 9.65 MAX 10.67  B : MIN 8.28 MAX 9.66
	Analog Microelectronics

	SC-70-6 	A : MIN 0.80 MAX 1.10  A1 : MIN 0.00 MAX .010
	Analog Microelectronics

	5ET1 5ET2.5 5ET1.25 5ET1.6 5ET3.15 	µP Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset
1ppm/°C, Low-Noise,  2.5V/ 4.096V/ 5V Voltage References
&#181;P Supervisory Circuits with Windowed (Min/Max) Watchdog and Manual Reset 保险
	Honeywell International, Inc.

	FS30UM-3 	MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
Bench Power Supply; Output Voltage:35V; Output Current:6A; Number of Outputs:1; Calibrated:No; Display Technology:Digital; Output Current Max:6A; Output Current Min:0A; Output Voltage Max:35V; Output Voltage Min:0V
	Mitsubishi Electric Corporation
POWEREX[Powerex Power Semiconductors]

	H11G1SR2M H11G1SR2VM H11G1TM H11G1TVM H11G2M H11G1	Zener Diode; Application: General; Pd (mW): 400; Vz (V): 3.8 to 4.0; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 3.9 to 4.1; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 4.1 to 4.3; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 4.2 to 4.4; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 4.4 to 4.6; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V):   ESD (kV) min: -; Package: MHD
Zener Diode; Application: General; Pd (mW): 400; Vz (V): 4.0 to 4.2; Condition Iz at Vz (mA): 5; C (pF) max: -; Condition VR at C (V): &#160; ESD (kV) min: -; Package: MHD 1 CHANNEL DARLINGTON OUTPUT OPTOCOUPLER
	Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	FK20UM-5 	Bench Power Supply; Output Voltage:16V; Output Current:10A; Number of Outputs:1; Calibrated:No; Display Technology:LED; Output Current Max:10A; Output Current Min:0A; Output Voltage Max:16V; Output Voltage Min:0V
Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
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