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			 Related Part Number
	
					PART	Description	Maker
	BYW34 BYW36 BYW32 BYW33 BYW35 	MINIATURE GLASS PASSIVATED FAST SWITCHING RECTIFIER
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs  2 Fibers; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size
Coaxial Cable; Coaxial RG/U Type:7; Impedance:75ohm; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Temperature Max:75 C RoHS Compliant: Yes
	GE[General Semiconductor]
GE Security, Inc.

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	GT5H-1PP-HU10 GT5H-1PP-HU41 GT5-1S-HUA GT5-1S-HUB 	CONNECTOR ACCESSORY 连接器附
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
Multiconductor Portable Cordage; Number of Conductors:4; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Material:Rubber; Approval Bodies:UL, CSA; Approval Categories:NEC (UL)/CSA Specification: Type SO RoHS Compliant: Yes
LABELS,CABLE MARKERS,CABLE MARKERS,LABELS, CABLE MARKERS,WIRE IDENTIFICATION AND MARKING SYSTEMS,WIRE MARKER CARDS ,BRADY
   Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	KFW2G16D2M-DED5 KFW4G16Q2M-DEB5 KFW4G16Q2M-DED5 KF	RES, 15 OHM, 1%, 1/16W, 0402   PKG
CONN RCPT .100 100POS DL R/A AU
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:223; Impedance:50ohm; Conductor Size AWG:19; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:UL AWM Style 1354; Cable/Wire MIL SPEC:MIL-C-17G RoHS Compliant: Yes
FLASH MEMORY(54MHz) 闪存4MHz之间
   FLASH MEMORY(54MHz)
	SAMSUNG SEMICONDUCTOR CO. LTD.
Samsung Semiconductor Co., Ltd.

	RT1608 RT1608K100CS RT1608K100GS RT1608M100CS RC32	CA BAYONET
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CACOM 35C 35#16 PIN PLUG
CA06COME28-15PWBF97
CA06COME28-15SWBF97
CANCA06COME28-15PBF80G12
CANCA06COME28-15SBF80G12
NITRON LIN
CA-BAYONET
CACOMB 35C 35#16 SKT PLUG 贴片电阻
CACOM 35C 35#16 SKT PLUG 贴片电阻
THICK FILM CHIP RESISTORS 贴片电阻
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
	List of Unclassifed Man...
ETC[ETC]
List of Unclassifed Manufacturers
Samsung Electronics
Electronic Theatre Controls, Inc.
Infineon Technologies AG

	SGMB201209 SGMB201209R202 SGMB201209S800 SGMB20120	MULTILAYER FERRITE CHIP BEADS 多层铁氧体片式磁
BNC Adapter; Body Style:Tee Adapter RoHS Compliant: Yes 多层铁氧体片式磁
BNC Adapter; Body Style:Right Angle Adapter, Jack-Plug; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF Coaxial Connector Adapter; Convert From:UHF Jack; Convert To:N Plug RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:59, 62, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Impedance:50ohm; Body Style:Straight Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
BNC Adapter; Body Style:Straight Bulkhead Adapter, Jack-Jack; Contact Termination:Clamp/Solder; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Clamp/Solder; Impedance:50ohm; Body Style:Panel Jack Receptacle; RG Cable Type:55, 58, 141; Approval Categories:UG-1095A/U; Body Material:Brass; Frequency Max:11GHz RoHS Compliant: Yes
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	FL086-12SMNM 	Coaxial Cable
	Mini-Circuits

	086-11SM 	Coaxial Cable
	Mini-Circuits

	086-10SMRSM 	Coaxial Cable
	Mini-Circuits
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