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			 Related Part Number
	
					PART	Description	Maker
	TXM24C-1CG 	IP65 Rated NEMA 24 Integrated CANopen StepSERVO?Motor
	List of Unclassifed Man...

	TXM24C-3CG 	IP65 Rated NEMA 24 Integrated CANopen StepSERVO?Motor
	List of Unclassifed Man...

	HW23-754 	IP65 Rated, NEMA 23 High Torque Step Motor
	List of Unclassifed Man...

	HW34-696 	   IP65 Rated, NEMA 34 High Torque Step Motor
	List of Unclassifed Man...

	PDC-190S-TE PDC-190-TE PDC-190SE PDC-190E 	19 Medical Display with IP65 Front Panel
	Advantech Co., Ltd.

	IPPC-190D-2R 	Front 6mm aluminum bezel with IP65 compliant
	List of Unclassifed Man...

	B84113-C-L60 B84113-C-A110 B84113-C-A30 B84113-C-A	SIFI-C for very high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS[EPCOS]

	B82476-A1684-M B82476-A1103-M B82476-A1104-M B8247	INDUCTOR 100UH 1200MA
Rated inductance 10 to 1000 mH Rated current 300 to 3800 mA
	EPCOS[EPCOS]

	951CXP825K-SF-F 	AC Rated, Round Axial Leaded, UL 810 Fail Safe, Rated 10,000 AFCLMax.
	Cornell Dubilier Electr...

	B84102-K50 B84102-K B84102-K160 B84102-K30 B84102-	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1 to 6 A
	EPCOS[EPCOS]
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