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			 Related Part Number
	
					PART	Description	Maker
	TXM24C-3CG 	IP65 Rated NEMA 24 Integrated CANopen StepSERVO?Motor
	List of Unclassifed Man...

	HW23-754 	IP65 Rated, NEMA 23 High Torque Step Motor
	List of Unclassifed Man...

	RZA-RT RZA-GN 	DIGITAL DISPLAY ROT IP65
DIGITAL DISPLAY GRUEN IP65 数字显示格林等级IP65
	Honeywell International, Inc.

	B82500-C-A10 B82500-C-A2 B82500-C-A8 B82500-C-A5 	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS AG

	RE030 	1.75V to 2.1V. rated for loads up to 180 mA in full power mode and 5 mA in low power mode. It is designed to be integrated with other analog cells
RE030 is a dual mode Low Drop Out (LDO) voltage regulator macrocell with programmable output voltage ranging from 1.75V to 2.1V, rated for loads up to 180 mA in full power mode and 5 mA in low power mode. It is designed to be integrated wi
	Atmel

	GOT3157W-832-PCT 	IP65 front bezel
	Axiomtek Co., Ltd.

	IPPC-190D-2R 	Front 6mm aluminum bezel with IP65 compliant
	List of Unclassifed Man...

	C62122-A132-B94 B84114-D-A10 B84114-D-A110 B84114-	SIFI-D for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 10 A
	EPCOS[EPCOS]

	B84113-C-L60 B84113-C-A110 B84113-C-A30 B84113-C-A	SIFI-C for very high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS[EPCOS]

	B82432-A1152-K B82432-A1182-K B82432-A1472-K B8243	Size 1812 (EIA) or 4532 (IEC) Rated inductance 1,0 to 1000 mH Rated current 55 to 600 mA
	EPCOS

	B821411102K000 B821411103K000 B821411104J000 B8214	SBC choke (Small Bobbin Core) Rated current 55 to 725 mA Rated inductance 1 to 1000
	EPCOS[EPCOS]
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