

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SA101			FS50VS3			FS50VS3			ZM2CY60W			033240			CZRU24VB			D6433			RF3200			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			FPSC5002U - FLOAT MATERIAL: POLYPROPYLENE, WHITE 



		
			
					
						
						[image: FPSC5002U_9045982.PDF Datasheet]



					
				
					 		
	Part No.	FPSC5002U   

	Description	FLOAT MATERIAL: POLYPROPYLENE, WHITE 
 

	File Size	63.86K  / 
						2 Page	 
	

						Maker	
						[image: ]


						 Meder Electronic 
  
						










	
						
						




						

	Homepage	
						http://www.meder.com/
	Download	[ 
						FPSC5002U  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						FPSC5002U  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[FPSC5002U  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for FPSC5002U ] 


					[ Price & Availability of FPSC5002U by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : FLOAT MATERIAL: POLYPROPYLENE, WHITE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	2W005M 2W10M 2W06M 2W04M 2W08M 2W01M 2W02M 	FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.6A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Approval Bodies:UL; Colour:Opaque; Diameter, fixing hole:16.5mm; Length /
SINGLE PHASE 2.0 AMPS. SILICON BRIDGE RECTIFIERS
	Surge Components, Inc.
SURGE[Surge Components]

	L51ROPT1D1 PL-IRM0206-A538 PL-IRM0101-1 PL-IRM0101	3.0mm INFRARED EMITTING DIODE
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-61 RoHS Compliant: No
Battery Holder; Battery Sizes Accepted:AAA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:2 RoHS Compliant: Yes
Battery Holder; Battery Sizes Accepted:AA; Body Material:Polypropylene Plastic; No. of Batteries:4 RoHS Compliant: Yes
RECEIVER MODULE 接收模块
Panel Extender; External Height:3.5"; Enclosure Color:Black; Enclosure Material:Steel
	PARA Light
N.A.
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
List of Unclassifed Man...

	1507-100A 1507-200A 1507-200B 1507-200C 1507-300G 	CAP POLYPROPYLENE .0051UF 50V 1% 单在行延迟线
CAP .00056UF 50V POLYPROPYLENE 单在行延迟线
Single-In-Line Delay Lines 单在行延迟线
CAP POLYPROPYLENE .47UF 50V 1%
CAP POLYPROPYLENE .051UF 50V 1%
.00056 UFD POLYPROPYLENE CAP
CAP POLYPROPYLENE .47UF 50V 2%
CAP POLYPROPYLENE .047UF 50V 2%
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	SFA44S10K375B-F SFA44S12.5K375B-F SFA44S15K375B-F 	Polypropylene Film Capacitor; Capacitance:25uF; Capa Terminal Type:Solder Lug; Series:SF; Dielectric Matne; Leaded Process Compatible:No; Operating Temp. Mi CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 25 uF, CHASSIS MOUNT
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 17.5 uF, CHASSIS MOUNT ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 10 uF, CHASSIS MOUNT ROHS COMPLIANT
Motor-Run and Power Supply Capacitors
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	KTSM48U206M3E 	CAP,Met Polypropylene,20uF,10-% Tol,10% Tol CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 20 uF, CHASSIS MOUNT
	Cornell Dubilier Electronics, Inc.

	RP20-483.3SE RP20 RP20-120512TE RP20-120515TE RP20	OSC 5V 8PIN CMOS 20瓦单，双
20 Watt Single, Dual & Triple Output 20瓦单，双
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Float Mount; Peak Reflow Compatible (260 C):No RoHS Compliant: No
20 Watt Single, Dual & Triple Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	UVX2W153MHA UVX2W153MRAY UVX2ER33MRAY UVX2FR33MRAY	SRL Series Rocker, 1 lamp circuit (Red) rectangle housing, DPDT, 3 position, Quick-connect, Snap-in panel
KPT 5C 5#16 PIN PLUG
GT 19C 19#12 SKT RECP
Crimp Pin Contact; Wire Size (AWG):14; Contact Size:12; Contact Current:26A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Standard series for general purposes 标准系列一般用
CONNECTOR ASSEMBLIES 标准系列一般用
Aluminum Electrolytic Capacitors
INDUCTOR: 330UH, 1.0A, 0.56 OHM, PACKAGE 18.6MM X 15.3MM 标准系列一般用
SWITCH, PUSH BUTTON 标准系列一般用
Reed Switch; Pull-In Amp Turns Max:70; Pull-In Amp Turns Min:46; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:500VDC 标准系列一般用
CCD LINEAR SENSOR B/W (5150 PIXEL) 标准系列一般用
FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.5A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.5A; Diameter, float:17mm; Length / Height, 标准系列一般用
FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.1A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.1A; Diameter, float:17mm; Length / Height, 标准系列一般用
Reed Switch; Pull-In Amp Turns Max:52; Pull-In Amp Turns Min:28; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:400VDC 标准系列一般用
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:16; Connector Shell Size:36; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female 标准系列一般用
SZR-HY General Purpose Relay: Screw Terminal; DPDT; 12 Vdc 标准系列一般用
Aluminum Electrolytic Capacitor; Capacitance:4300uF; Capacitance Tolerance: 50, -10 %; Working Voltage, DC:200V; Terminal Type:Screw; Series:DCMC; ESR:46.1mohm; Lead Pitch:0.875"; Leaded Process Compatible:Yes 标准系列一般用
RGB Driver/Timing Generator, 72 pin, LQFP 标准系列一般用
RF/Coaxial Connector; RF Coax Type:BNC; Leaded Process Compatible:Yes RoHS Compliant: Yes
SZR-HY General Purpose Relay: Screw Terminal; DPDT; 200/240 Vac
	List of Unclassifed Manufacturers
ETC
Electronic Theatre Controls, Inc.
Nichicon
NEC, Corp.
Vicor, Corp.

	LS-541 	Liquid level float switch
	List of Unclassifed Manufacturers
ETC[ETC]

	EXT025M12PP EXT025M16PP EXT025G18SS EXT025G38SS EX	extension tubes for float switches
	ETC
Cynergy3 Co

	MC12U256HBFA-0QC00 MC1GU032HCYA-0QC00 MC1GU016HCFB	CABLE, 9505, 5PAIR, 30.5M; Cores, No. of:10; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:7.34mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1 RoHS Compliant: Yes
CABLE, 9506, 6PAIR,  PER M; Cores, No. of:12; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:7.34mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:5476C RoHS Compliant: Yes
AC MEXICO
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:3uF; Capacitance Tolerance: 10%; Lead Pitch:20.6mm; Leaded Process Compatible:Yes; Series:MPF RoHS Compliant: Yes
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:4uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Package/Case:32; Series:MPF
The HFC-S mini is not recommended for new projects. Please use XHFC-1SU instead. 多媒体卡规格
MultiMediaCard Specification 多媒体卡规格
   MultiMediaCard Specification
	http://
SAMSUNG SEMICONDUCTOR CO. LTD.
Cologne Chip
Samsung Semiconductor Co., Ltd.

	QXP2E154KRPT 	Metalized Polypropylene Film Radial Lead Capacitor; Capacitance: .15uF; Voltage: 250V; Packaging: Bulk CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 250 V, 0.15 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	6648167-1 	SOCKET CONEECTOR HOUSING SUBASSEMBLY W/SCREW MNT. FLOAT MOUNT
	Tyco Electronics
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