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		  Datasheet File OCR Text:


		 Embedded Power for Business-Critical Continuity
DP40
40 Watts
Total Power: Input Voltage:   # of Outputs: 40 Watts 90-264VAC 127-300VDC Single
Rev. 9.23.09_75 DP40  of 2
Electrical Specifications
Input
Special Features
*MedicalandITEsafeties *UniversalACinput *Fullyregulatedoutput *Overloadandshortcircuit protection *Constantvoltage *Highefficiency *HighMTBF *IEC320ACinputreceptacle 3pin(typeC14) 2pin(typeC8) *BuiltinEMIfilter (CISPR22ClassB) *LEDpowergoodindicator *InputpowerInputrange: Frequency: Inrushcurrent: Inputcurrent: Efficiency: EMI/RFI: Safetyground leakagecurrent:
90-264Vac(widerange) 127-300Vdc 47-63Hz Output
MaximumPower(Po): Hold-uptime: Overvoltageprotection: Overloadprotection: Cable/connector:
EnvironmentalSpecifications
Operatingtemperature: Storagetemperature: Electromagnetic susceptibility: Humidity: Vibration: MTBFdemonstrated:
0to+40Cambient.Derateeachoutputas2.5%perdegreefrom 40Cto60C.-20Cstartup -40Cto+85C DesignedtomeetEN61000-4,-2,-3,-4,-5,-6,-8,-11,Level3 Operating;non-condensing10%to90%RH Threeorthogonalaxes,3sweepsperaxeat1oct/min.2Gpeak8Hz to500Hz,operational >550,000hoursatfullloadand25Cambientconditions
Safety
* UL * cUL * TUV * CE * CB * CCC 60950-1,60601-1 60950-1,60601-1 60950-1,60601-1 EMC&LVD Certificate and report ChinaApproval
Embedded Power for Business-Critical Continuity
OrderingInformation
Model Number Output Voltage Maximum Load Peak Load1 Regulation2 DP4009N2M 9V 4.44A 5.4A 5% DP4009N3M 9V 4.44A 5.4A 5% DP4012N2M 12V 3.33A 4.4A 5% DP4012N3M 12V 3.33A 4.4A 5% DP4015N2M 15V 2.67A 3.5A 5% DP4015N3M 15V 2.67A 3.5A 5% DP4018N2M 18V 2.22A 3.0A 5% DP4018N3M 18V 2.22A 3.0A 5% DP4024N2M 24V 1.67A 2.3A 5% DP4024N3M 24V 1.67A 2.3A 5% DP4048N2M 48V 0.84A 1.2A 5% DP4048N3M 48V 0.84A 1.2A 5% 1. PeakcurrentlastingAmericas
5810VanAllenWay Carlsbad,CA92008 USA Telephone:+17609304600 Facsimile: +17609300698
Rev. 9.23.09_75 DP40 2 of 2
Europe (UK)
WaterfrontBusinessPark MerryHill,Dudley WestMidlands,DY51LX UnitedKingdom Telephone:+44(0)1384842211 Facsimile: +44(0)1384843355
Asia (HK)
MechanicalDrawing
2.4" (61.0)
14/F,LuPlaza 2WingYipStreet KwunTong,Kowloon HongKong Telephone:+85221763333 Facsimile: +85221763888
Forglobalcontact,visit:
www.PowerConversion.com
4.88" (124.0) 48" (1219  20)
techsupport.embeddedpower @emerson.com
Whileeveryprecautionhasbeentakentoensure accuracyandcompletenessinthisliterature,Emerson NetworkPowerassumesnoresponsibility,anddisclaims allliabilityfordamagesresultingfromuseofthis informationorforanyerrorsoromissions.
1.55" (39.5)
Emerson Network Power. Thegloballeaderinenabling business-criticalcontinuity. ACPower
2.4" (61.0)
Connectivity DCPower
4.88" (124.0) 48" (1219  20)
EmbeddedComputing Embedded Power Monitoring OutsidePlant PowerSwitching&Controls PrecisionCooling Racks&IntegratedCabinets Services SurgeProtection EmersonNetworkPower.com
EmersonNetworkPowerandtheEmerson NetworkPowerlogoaretrademarksand servicemarksofEmersonElectricCo. (c)2009EmersonElectricCo.
Notes: 1.Specificationssubjecttochangewithoutnotice. 2.Alldimensionsininches(mm),toleranceis0.02"(0.5mm) 3.Warranty:2year 4.Weight:0.55lb./.25kg 5.ACinputpowercordsoldseparately. 6.Specificationsareforconvectionratingatfactorysettingsat115Vacinput,25Cunlessotherwisestated
1.55" (39.5)
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