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		  Datasheet File OCR Text:


		  c c c c ambion ambion ambion ambion     technical data sheet wearnes   cambion  ltd castleton, hope valley, derbyshire, s33 8wr, england telephone: +44(0)1433 621555  fax: +44(0)1433 621290 web: www.cambion.com email: enquiries@cambion.com copyright ?  cambion   tuesday, 04 december 2001  page 1 of 2 435-3803 ,  manual bench press how to order code 435-3803-01-00-00 bench press spares fig. description part number 1 base, cast iron 430-3806-01-00-10 2 handle assembly 430-3807-01-00-00 3 anvil plate 430-3812-01-07-00 4 board support rod 430-3813-01-07-00 5 cam shaft 430-3814-01-00-00 6 brass locking pad 430-3815-03-00-00 7 domed hex nut (was thumb nut) (5/16 - 18) 931-3684-01-29-00 8 thumb screw (10 - 24) 330-3817-01-12-00 9 spring pin 315-3811-01-00-00 10 compression spring 345-3818-01-00-00 11 punch see product pages for part number 12 anvil see product pages for part number 13 thumb nut (10 - 24) 310-3829-01-12-00 14 set screw 330-1914-01-12-00 15 machined socket head screw (8 - 32) 330-0176-07-12-00 16 set screw (8 - 32) 330-1914-01-12-00 17 name plate 610-5579-01-00-00 18 drive screw (no. 4) 330-3820-01-00-00 19 retaining ring 345-3821-01-00-00 20 tool kit 390-0081-01-00-00

 c c c c ambion ambion ambion ambion     technical data sheet wearnes   cambion  ltd castleton, hope valley, derbyshire, s33 8wr, england telephone: +44(0)1433 621555  fax: +44(0)1433 621290 web: www.cambion.com email: enquiries@cambion.com copyright ?  cambion   tuesday, 04 december 2001  page 2 of 2 tool installation instructions stage instruction 1. loosen screws (15) in anvil plate (3) 2. install anvil (12) in anvil plate (3) 3. remove domed hex nuts (were thumb nuts) (7), cam shaft (5) and handle assembly (2) 4. install retaining ring (19) on punch (11) 5. install punch, inserting through compression spring (10) 6. reassemble handle assembly (2), cam shaft (5) and domed hex nut (were thumb nuts) (7) 7. bring handle forward so that punch (11) touches anvil (12) 8. line up punch and anvil by moving anvil plate (3) 9. lock anvil plate in place by tightening screws (15) 10. adjust anvil height by screwing into anvil plate, so that the clearance between punch and anvil, with handle all the way forward, is slightly less than the thickness of the board to be swaged 11. lock anvil in place by tightening set screw (14) 12. properly locate board support rods (4), (if needed) to fit board to be swaged 13. adjust thumb screws (8) so that the board will be level, and lock in place with thumb nuts (13)
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