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		  Datasheet File OCR Text:


		  2-9 dialight corporation ? 1913  atlantic  a venue ? manasquan, nj 08736 ?  tel: (732) 223-9400 ? f ax: (732) 223-8788 ? www .dialight.com 2 parameter all t ypes power dissipation (derate linearly from 25  c at 1.3 mw/  c) 100 mw forward dc current 30 ma peak forward current (10  sec) 500 ma operating  t emperature -55  c to +100  c storage  t emperature -55  c to +100  c soldering  t emperatures convection ir 235  peak, above 185  for 90 sec., v apor phase 215  c for 3 min. 3mm prism ? cbi ? circuit board indicator surface mount led, round lens 591-2X01-0XX 2.7 [.105] 6.1 [.240] 4.3 [.170] 5.0 [.198] 3.2 [.125] ca thode identifica tion .1 max [.004 max] 2.8 [.1 12] note:   t r aces front to bac k           and mask ed. 2.4 [.094] 2.0 [.079] 1.2 [.047] 2.0 [.079] 3.05 [.120] 2.00 [.079] 4.00 [.157] 1.50 [.059] 16.00 [.630] 8.00 [.315] 7.5 [.295] 1.75 [.069] direction of feed ca thode part number* t ype 591-2001-0xx high ef ficiency red 591-2101-0xx algaas red 591-2301-0xx high performance green 591-2401-0xx high performance y ellow dialight benefits ? helps to eliminate mixed technology pc board processing. ? unique patented low part count design. ? compatible with automatic placement equipment. ? compatible with infrared and vapor phase solder processes. ? packaged on 16mm tape, 13" reels per eia- 481-2. ? black housing enhances contrast ratio. ? housing and lens material meets ul94v -0 flammability rating. ? uses leds designed specifically for surface mounting. dimensions in mm [inches] lens direction recommended pc board la yout note:  t erminations are plated sn/pb. absolute maximum ratings,  t a =25  c operating characteristics  (t a = 25  c) part no. -2001 -2101 -2301 -2401 -2001 -2101 -2301 -2401 -2001 -2101 -2301 -2401 -2001 -2101 -2301 -2401 min 5 3 5 5 t yp 2 1.75 2 2 628 645 570 590 5 14 4 5 max 2.6 2.6 2.6 2.6 forward v oltage v f reverse v oltage v r dominant w avelength l dom luminous intensity i v v iewing  angle ( 2 q  1 M 2 ) all 40 v i f = 10ma v i r = 10   a nm mcd deg. i f = 10ma units t est cond. parameter *ordering informa tion 591-2X01-0XX packaging option 02 20 pieces on tape 13 13" reel, 1600 pcs/reel u.s. patent re 34,254; foreign patents pending. q  1 M 2 is the off axis angle at which the luminous intensity is half the axial luminous intensity solder  adherance per mil-std-202e, method 208c  .com  .com  .com    4  .com  u  datasheet
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