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		  Datasheet File OCR Text:


		  sitop  power supplies domestic and international applications?ompact line selection siemens industrial control products discount code: sitop 786 power supplies 14 6ep1311-1sh01 6ep1311-1sh11 6ep1321-1sh01 6ep1351-1sh01 6ep1322-1sh01 6ep1352-1sh01 technical specifications compact line (logo! design) sitop power dc 5v/3a dc 5v/6.3a dc 12v/1.9a dc 12v/4.5a dc 15v/1.85a dc 15v/4a catalog no 6ep1311-1sh01 6ep1311-1sh11 6ep1321-1sh01 6ep1322-1sh01 6ep1351-1sh01 6ep1352-1sh01 rated input voltage ac 120v/230v ac 120v/230v ac 120v/230v ac 120v/230v ac 120v/230v ac 120v/230v range 85?64v 85?64v 85?64v 85?64v 85?64v 85?64v hold up time  40 ms at vin 187v  40 ms at vin 187v  40 ms at vin 187v  40 ms at vin 187v  40 ms at vin 187v  40 ms at vin 187v ac input frequency 47?3hz 47?3hz 47?3hz 47?3hz 47?3hz 47?3hz rated input current 0.23/0.13 a 0.48/0.30 a 0.34/0.18 a 0.73/0.43a 0.41/0.22 a 0.8/0.48a inrush current 25? (77?)  15a  30a  15a  30a  15a  30a line side protection 5sx2110-7  5sx2110-7  5sx2110-7  5sx2110-7  5sx2110-7  5sx2110-7  load side protection self-protected  self-protected  self-protected  self-protected  self-protected  self-protected  rated output voltage 5v dc    3% 5v dc    3% 12v dc    3% 12v dc   3% 15v dc   3% 15v    3% adjustable range 4.6-5.4 4.6-5.4 11.1-12.9 11.1-12.9 13.9-16.1v 13.9-16.1v rated output current 3a (131?) 6.3a (131?) 1.9a (131?) 4.5a (131?) 1.85a (131?) 4a (131?) efficiency approx. 75% 75% 80% 80% 80% 80% parallel connection possible yes yes yes yes yes yes rfi specification  en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) degree of protection ip 20 ip 20 ip 20 ip 20 ip 20 ip 20 ambient temperature -4?31? (-20?5?) -4?31? (-20?5?) -4?31? (-20?5?) -4?31? (-20?5?) -4?31? (-20?5?) -4?31? (-20?5?) mounting din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) connections at input  awg26?wg12 awg26?wg12 awg26?wg12 awg26?wg12 awg26?wg12 awg26?wg12 (solid/stranded) connections at output awg26?wg12 awg26?wg12 awg26?wg12 awg26?wg12 awg26?wg12 awg26?wg12 (solid/stranded) dimensions 2.84    3.54   2.17 4.96    3.54    2.17 2.84    3.54    2.17 4.96    3.54    2.17 2.84    3.54    2.17 4.96    3.54    2.17 w    h    d inches (mm) (72    90    55) (126    90    55) (72    90    55) (126    90    55) (72    90    55) (126    90    55) approx weight lbs (kg) 0.44 (0.2) 0.88 (0.4) 0.44 (0.2) 0.88 (0.4) 0.44 (0.2) 0.88 (0.4) approvals ul, csa, ce, fm  ul, csa, ce, fm ul, csa, ce, fm ul, csa, ce, fm ul, csa, ce, fm ul, csa, ce, fm price $ 143. 186. 143. 186. 143. 186. sitop power single-phase   recommended circuit breaker for conductors. power supply itself does not require protection.  according to ul 508.

 sitop  power supplies domestic and international applications?ompact line selection 787 discount code: sitop siemens industrial control products power supplies 14 6ep1331-1sh01 6ep1332-1sh41 6ep1332-1sh31 6ep1351-1sh11 6ep1352-1sh11 compact line compact line compact line technical specifications (logo! design) (s7-200 design) (logo! design) sitop power dc 24v/1.3a dc 24v/2.5a/class 2 dc 24v/3.5a dc 48v/0.65a dc 48v/1.25a catalog no 6ep1331-1sh01 6ep1332-1sh41 6ep1332-1sh31 6ep1351-1sh11 6ep1352-1sh11 rated input voltage ac 120v/230v ac 120v/230v ac 120v/230v ac 120v/230v ac 120v/230v range 85?64v 85?64v 93?32v/187?64v 85?64v 85?64v hold up time >40ms at vin 187v >40 ms at vin 187v >20 ms 93v/187v >40 ms at vin 187v >40 ms at vin 187v  ac input frequency 47?3hz 47?3hz 47?3hz 47?3hz 47?3hz rated input current 0.48/0.3a 0.85/0.5a 1.65/0.95a 0.48/0.3a 1.0/0.6a inrush current 25? (77?)  4fd5183-0aa20-1a sitop  power supplies domestic and international applications?ompact line selection siemens industrial control products discount code: sitop 788 power supplies 14 4fd5183-0aa00-1a 4fd5183-0aa10-1a 4fd5183-0aa30-1a 6ep1353-2ba00 6ep1353-oaa00 technical specifications compact line (sidac design) compact line (special) sidac power dc 5v/ 10a dc 12v/5a dc 15v/5a dc 24v/3a dc 3-52v dc + 15 & -15v catalog no 4fd5183-0aa20-1a 4fd5183-0aa30-1a 4fd5183-0aa10-1a 4fd5183-0aa00-1a 6ep1353-2ba00 6ep1353-0aa00 rated input voltage ac 120v/230v ac 120v/230v ac120v/230v ac 120v/230v ac 120v/230v, ac 120v/230v range 102?32v/195?53v 102?32v/195?53v 102?32v/195?53v 102?32v/195?53v 86?32v/170?64v 93?64v hold up time >20ms >20ms >20ms >20ms >10ms at vin 187v & 120w >10ms/40ms at 120/187v ac input frequency 47?3 hz 47?3 hz 47?3 hz 47?3 hz 47?3hz 47?3hz rated input current 1.5/0.75a 1.5/0.75a 1.5/0.75a 1.5/0.75a 2.2/0.9a 1.6/1.0a inrush current 25? (77?) 60a 60a 60a 60a  32a  30a line side protection 5sx2110-7  5sx2110-7  5sx2110-7  5sx2110-7  5sx2106-7  5sx2110-7  load side protection self-protected  self-protected  self-protected  self-protected  self-protected  self-protected  rated output voltage 24vdc    2% 24vdc    2% 24vdc    2% 24v dc   2% 24v    1% 2   15v adjustable range fixed fixed fixed fixed 3?2 14.5?7 rated output current 10a (131?) 5a (131?) 5a (131?) 3a (131?) 3?2v = 10a or >12v = 120w 2   3.5a (113?) efficiency approx 80% 80% 80% 80% 80% 80% parallel connection possible no no no no no yes rfi specification  en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) en50081-1 (class b) en50081-2 (class a) degree of protection ip 20 ip 20 ip 20 ip 20 ip 20 ip 20 ambient temperature 32131? (055?) 32131? (055?) 32131? (055?) 32131? (055?) 32140? (060?) 32140? (060?) mounting din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) din rail (35    7.5 mm) connections at input  awg18?wg14 awg18?wg14 awg18?wg14 awg18?wg14 awg20?wg12 awg22?wg12 (solid/stranded) connections at output  awg18?wg14 awg18?wg14 awg18?wg14 awg18?wg14 awg20?wg12 awg22?wg12 (solid/stranded) dimensions  1.81   5.35   4.33 1.81   5.35   4.33 1.81   5.35   4.33 1.81   5.35   4.33 2.95    4.92   4.92 2.95    4.92   4.88 w    h   d inches (mm) (46   136   110) (46   136   110) (46   136   110) (46   136   110) (75    125    125) (75    125    124) approx weight lbs. (kg) 1.76 (0.8) 1.76 (0.8) 1.76 (0.8) 1.76 (0.8) 2  (0.9) 1.8 (0.8) approvals ul, csa, ce ul, csa, ce ul, csa, ce ul, csa, ce ul, cul, ce ul, cul pending, ce price $ 232. 232. 232. 232. 359. 407. sidac power single-phase  recommended circuit breaker for conductors. power supply itself does not require protection.  according to ul 508. 
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