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		  Datasheet File OCR Text:


		  65 shark river road, neptune, new jersey 07753-7423 ph (732) 922-6333    fx (732) 922-6363  e-mail: globalcomponents@msn.com n features ? 2 pole relay suitable for signal circuits ? high sensitivity, polarized ( 100mw  pick-up ) ? gold clad silver nickel contacts ? meets fcc part 68 ? 2 coil latching version  available n specifications RSB ul e1555 ul  e128155 csa lr700170 contact  arrangement dpdt  (1 form c) contact material agni ( au clad ) contact rating 2a, 30vdc ;  1a, 125vac max. switching voltage 250vac, 220vdc max. switch/carry  current 2a max. switching power 60w (dc) ; 125va (ac) contact resistance max. 100m  w  (initial) insulation resistance min. 100m  w  at 500vdc dielectric strength 1000vac between open contacts 1500vac between coil & contacts surge strength 2000v operate time( set & reset) max.  5ms release time max.  3.5ms operating ambient temp. -40c ~ +70c ambient humidity 85% rh vibration  resistance 1.5mm d.a.  10~ 55hz shock resistance 392m/s    (40g ) malfunction mechanical 1 x 10  operations electrical 1 x 10  ops @ 1a, 30vdc; 3 x 10  ops @ 2a, 30vdc weight approx. 4g life 8 6 5 2 5                           62.5                        3.5                       0.5                         7.7               6                           90                          4.2                       0.6                          9. 3               9                         203                          6.3                       0.9                        14.0             12                         360                          8.4                       1.2                        18.7        24                        1440                        16.8                      2.4                        37.4 48 576o                         33.6                       4.8                        74.8     nominal voltage     coil resistance      operate voltage     release voltage max. allowable       (vdc)     ( w    10%)       (vdc max.)        (vdc max.) voltage  (vdc) @  20  c                     model number                     RSB-5                      RSB-6                     RSB-9                      RSB-12                     RSB-24                      RSB-48    n   coil rating   ( mono-stable standard ) 0   

                   RSB      l -  12  -  s basic model blank=mono-stable ; l=2 coil latching coil voltage: (dc) 5,6,9,12,24,48 coil sensitivity: blank  =  400mw                                                                                         s   =  200mw 65 shark river road, neptune, new jersey 07753-7423 ph (732) 922-6333  fx (732) 922-6363  e-mail: globalcomponents@msn.com n how to order     model number      nominal voltage    coil resistance      operate voltage       release voltage     max. allowable                                                                       (vdc)                     + / - 10%              (vdc max .)             (vdc max.)               voltage  n coil rating    (  mono-stable, high  sensitivity  )   @ 20   c 0          RSB-5-s                             5                             125                          3.5                            0 .5                              9.8          RSB-6-s                             6                             180                           4.2                              0.6                            11.7          RSB-9-s                             9                             406                           6.3                              0.9                            17.7          RSB-12-s                         12                             720                           8.4                              1.2                            23.5          RSB-24-s                         24                           2880                         16.8                              2.4                            47.1          RSB-48-s                         48                         11520                         33.6                              4.8                            94.3  n    coil rating    ( 2 coil  latching, standard )   @  20   c                       RSBl-5                                 5                                         69.4                                            3.5                                  7.8                       RSBl-6                                  6                                         100                                                4.2                                   9.3                       RSBl-9                                  9                                         225                                                6.3                                 14.0                       RSBl-12                              12                                         400                                                8.4                                 18.7                       RSBl-24                              24                                       1600                                              16.8                                 37.4                       RSBl-48                              48                                       6400                                              33.6                                 74.8                     model number        nominal voltage              coil resistance +/- 10%         set & reset voltage     max. allowable                                                                (vdc)                                                                                      (vdc max.)                    voltage  n    coil rating    ( 2 coil  latching, high  sensitivity )   @  20  c 0                     model number        nominal voltage              coil resistance +/- 10%         set & reset voltage     max. allowable                                                                (vdc)                                                                                      (vdc max.)                    voltage                       RSBl-5s                                 5                                       139                                             3.5                                  9.8                       RSBl-6s                                  6                                        200                                                4.2                                 11.8                       RSBl-9s                                  9                                         450                                               6.3                                 17.7                       RSBl-12s                             12                                         800                                                8.4                                 23.6                       RSBl-24s                              24                                      3200                                              16.8                                 47.2                       RSBl-48s                              48                                    12800                                              33.6                                 94.4  n    dimensions  { units: mm (inch)}      
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