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		  Datasheet File OCR Text:


		  mox mox mox - - - 1008ls 1008ls 1008ls       wire wound ferrite chip inductors wire wound ferrite chip inductors wire wound ferrite chip inductors       moxie?s mox-1008ls series of surface mount chip inductors are widely used  in pda?s, notebooks, lcd televisions and cable modems.  the wire   wound design features a higher self resonate frequency and a better q factor  that provides stable performance.  a pr ecision tolerance of 5% is available.  features: features: features:       ?  lead free electrodes.  ?  operating temperature: -25c to +85c.  ?  excellent solderability & resistance to soldering heat.  ?  rohs compliant.  ?  wide range of inductance values to accommodate various designs.  notes notes notes       mechanical dimensions mechanical dimensions mechanical dimensions       ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________ ______________________________________________________________________________________  1 1 1       2.79  ? moxie inductor corporation    888.535.5207 ? moxie inductor corporation    888.535.5207 ? moxie inductor corporation    888.535.5207           www.moxieinductors.com        engineering@moxieinductors.com     www.moxieinductors.com        engineering@moxieinductors.com     www.moxieinductors.com        engineering@moxieinductors.com       wire wound chip inductors wire wound chip inductors wire wound chip inductors       2.99  2.20  0.10  0.51  mox mox mox - - - 1008ls series 1008ls series 1008ls series        

 electrical specifications electrical specifications electrical specifications       mox mox mox - - - 1008ls engineering notes 1008ls engineering notes 1008ls engineering notes       2 2 2       landing pattern  landing pattern  landing pattern        1.27  1.02    part number    inductance  (nh)    available  tolerances    test        frequency    q     (typical)  mox-1008ls-1r2    1.2  5%(j), 10%(k)  7.96 mhz  35    srf (mhz)  minimum  350    rdc ( ? ) maximum  0.50    idc  (ma)  1200  mox-1008ls-1r5    1.5  5%(j), 10%(k)  7.96 mhz  38  300  0.65  1200  mox-1008ls-1r8    1.8  5%(j), 10%(k)  7.96 mhz  34  280  0.75  1050  mox-1008ls-2r2    2.2  5%(j), 10%(k)  7.96 mhz  34  250  0.90  950  mox-1008ls-2r7    2.7  5%(j), 10%(k)  7.96 mhz  38  200  1.00  950  mox-1008ls-3r3    3.3  5%(j), 10%(k)  7.96 mhz  42  200  1.15  900  mox-1008ls-3r9    3.9  5%(j), 10%(k)  7.96 mhz  37  170  1.25  850  mox-1008ls-4r7    4.7  5%(j), 10%(k)  7.96 mhz  37  130  1.35  700  mox-1008ls-5r6    5.6  5%(j), 10%(k)  7.96 mhz  36  110  1.45  700  mox-1008ls-6r8    6.8  5%(j), 10%(k)  7.96 mhz  33  105  1.60  600  mox-1008ls-8r2    8.2  5%(j), 10%(k)  7.96 mhz  40  90  1.80  550  mox-1008ls-100    10.0  5%(j), 10%(k)  7.96 mhz  40  85  2.40  500  ?  q is measured on an agilent/hp4291a + agilent/hp16197a  ?  idc for inductance drops 10% from it ?s initial value without current.  ?  packaging: tape & reel (2000 pieces per reel)  ?  rohs compliant.  ?  moxie inductor corporation specifications  are subject to change without notice.  2.54  ? moxie inductor corporation    888.535.5207 ? moxie inductor corporation    888.535.5207 ? moxie inductor corporation    888.535.5207           www.moxieinductors.com        engineering@moxieinductors.com     www.moxieinductors.com        engineering@moxieinductors.com     www.moxieinductors.com        engineering@moxieinductors.com       mox mox mox - - - 1008ls 1008ls 1008ls        
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