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		  Datasheet File OCR Text:


		  rfb full size rf coaxial  high performance relay designed to mil-r-5757 features  hermetically sealed  coaxial cables  optional terminals &  mounting options  optional auxliary  contacts  excellent rf switching electrical characteristics contact arrangement 2 form c (dpdt) coaxial or 1 form c (spdt) coaxial& 1 form c (spdt)  auxiliary contacts  contact ratings 75 w rf (switching) 200 w rf (carry) low level to 2 a @  28 vdc resistive coil voltage 6 to 26.5 vdc nominal coil power 1 w environmental characteristics temperature -65? to +85? shock 100 gs, 6 ms vibration 20 gs, 10 to 2000 hz 43 mfw  rd  RFK  rfb high performance relays tyco electronics corporation   www.tycoelectronics.com   800-522-6752 (u.s.a.) or 717-564-0100   specifications subject to chan ge.   cii and tyco are trademarks.   ?003 by tyco electronics corporation mfw   rd   RFK   rfb RFK half size rf coaxial  high performance relay designed to mil-r-5757 features  hermetically sealed  coaxial cables  optional terminals &  mounting options  optional auxiliary  contacts  excellent rf switching electrical characteristics contact arrangement 2 form c (dpdt) coaxial or 1 form c (spdt) coaxial& 1 form c (spdt)  auxiliary contacts  contact ratings 75 w rf (switching) 200 w rf (carry) low level to 2 amps @ 28 vdc resistive coil voltage 6 to 26.5 vcdc nominal coil power 1 w environmental characteristics temperature -65? to +85? shock 100 gs, 6 ms vibration 20 gs, 10 to 2000 hz mfw 1  6 size high  performance relay qualified to mil-r-39016/34 features  hermetically sealed  compact size  optional terminals &  mounting options  excellent rf switching electrical characteristics contact arrangement 2 form c (dpdt) contact ratings low level to 2 a @  28 vdc resistive coil voltage 3.5 to 53 vdc nominal coil power 450 mw  environmental characteristics temperature -65? to +125? shock 100 gs, 6 ms vibration 20 gs, 10 to 2000 hz qpl approval m39016/34 rd  02  03 two, four & six pole  high performance relay qualified to mil-r-5757/1, 7 & 8 features  hermetically sealed  multi-pole  configurations  optional terminals &  mounting options electrical characteristics contact arrangement 02: 2 form c (dpdt) rd4: 4 form c (4pdt) rd6, 03: 6 form c (6pdt) contact ratings low level to 2 a @  28 vdc resistive coil voltage 6 to 26.5 vdc nominal coil power 02: 450 mw rd4: 2 w rd6, 03: 3 w  environmental characteristics temperature -65? to +125? shock 100 gs, 6 ms vibration 20 gs, 10 to 2000 hz qpl approval rd6: m5757/1 rd4: m5757/7 02: m5757/8
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