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		  Datasheet File OCR Text:


		           speci?ations which provide more details for the proper and safe use of the described product are available upon request. all speci?ations are subject to change without notice. 971_zcys (1/2)   emc components    zcys series common-mode choke coils for signal line smd   features    the zcys series common-mode choke coils provide highly effective noise rejection characteristics without distorting the transmission signal.  well suited as a countermeasure against high-frequency radia- tion noise in small signal interface lines, this product is a space- ef?ient solution for multiple-line cable applications.  a high level of miniaturization has been achieved with a maxi- mum height of 2.5mm.   applications   personal computers, telephones, lans, isdns, digital pbxs, word processors, electronic games, palm-sized computing devices, ctvs, cd-rom drives, 8mm video cameras.   shapes and dimensions/recommended pc board patterns ZCYS51R5-2PAT zcys51r5-m3pat zcys51r5-m4pat zcys51r5-m6pt zcys51r5-m8pt   dimensions in mm *   t means the taping product.   circuit diagrams ZCYS51R5-2PAT zcys51r5-m3pat zcys51r5-m4pat zcys51r5-m6pt zcys51r5-m8pt   part no. a max. b c?.5 d max. e f?.15 g ZCYS51R5-2PAT *   5.2 6 7 2.5 0.39 1.27 0.2 zcys51r5-m3pat zcys51r5-m4pat 5.7 5.7 7 2.5 0.4 1.27 0.2 zcys51r5-m6pt 8.5 8.5 9.4 2.5 0.39 1.27 0.2 zcys51r5-m8pt 11 8.5 9.4 2.5 0.39 1.27 0.2 b c g a d e f weight: 0.1g 654 123 1.27 1.27 0.6 4.2 7.9 1.85 85 14 a c b 0.6 1.27  3pitch 4.2 1.85 7.9 g ef d weight: 0.1g c b a 0.2 ( 0.1 ) 12 7 16 m6p d e f weight: 0.25g 0.6 1.27  5 pitch 7.4 10.3 1.45 tdk tdk c b a 16 15 14 13 12 11 10 9 12345678 d e f 8.89  0.2 ( 0.1 ) g weight: 0.28g 0.6 1.27  8 pitch 7.4 10.3 1.45 6 1 4 3 5 2 l 1 l 2 6 1 4 3 5 2 l 1 l 3 l 2 1234 l 1 l 2 l 3 l 4 8765 12 1 10 3 11 2 l 1 l 2 9 4 7 6 8 5 l 5 l 6 l 3 l 4 16 1 14 3 15 2 l 1 l 2 9 8 10 7 46 5 l 7 l 8 l 3 l 6 13 11 12 l 5 l 4  

   971_zcys 000210          speci?ations which provide more details for the proper and safe use of the described product are available upon request. all speci?ations are subject to change without notice. 971_zcys (2/2)   emc components    zcys series common-mode choke coils for signal line smd   electrical characteristics typical electrical characteristics impedance vs. frequency characteristics (for 1 element) ZCYS51R5-2PAT zcys51r5-m3pat zcys51r5-m4pat zcys51r5-m6pt zcys51r5-m8pt packaging style and quantities   part no. ZCYS51R5-2PAT zcys51r5-m3pat zcys51r5-m4pat zcys51r5-m6pt zcys51r5-m8pt rated voltage edc(v) 50 50 50 50 50 rated current (a) 0.5 0.5 0.5 0.5 0.5 test voltage edc(v) [between terminals for 5s] 125 125 125 125 125 insulation resistance (m w   ) [between terminals at  dc.50v for 1min] 100min. 100min. 100min. 100min. 100min. dc resistance ( w   ) [each line] 0.3max. 0.3max. 0.2max. 0.25max. 0.3max. operating temperature range(?) ?5 to +85 ?5 to +85 ?5 to +85 ?5 to +85 ?5 to +85 impedance ( w   )  [+5 to +35?] 400min. [50 to 300mhz] 400min. [50 to 300mhz] 200min. [100 to 500mhz] 200min. [50 to 300mhz] 100min. [100 to 300mhz] packaging style part no. quantity taping ZCYS51R5-2PAT 3000 pieces/reel zcys51r5-m3pat 3000 pieces/reel zcys51r5-m4pat 3000 pieces/reel zcys51r5-m6pt 2000 pieces/reel zcys51r5-m8pt 2000 pieces/reel 10 30 100 300 1000 3000 10000 impedance ( w ) 1 3 10 30 100 300 1000 frequency ( mhz ) common-mode differential mode 10 30 100 300 1000 3000 10000 impedance ( w ) 1 3 10 30 100 300 1000 frequency ( mhz ) common-mode differential mode 10 30 100 300 1000 3000 10000 impedance ( w ) 1 3 10 30 100 300 1000 frequency ( mhz ) common-mode differential mode 10 30 100 300 1000 3000 10000 impedance ( w ) 1 3 10 30 100 300 1000 frequency ( mhz ) common-mode differential mode 10 30 100 300 1000 3000 10000 impedance ( w ) 1 3 10 30 100 300 1000 frequency ( mhz ) common-mode differential mode  
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