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		  Datasheet File OCR Text:


		                  innovative technical solutions              ?    surge, static, and reverse polarity           protection         ?    variety of: wavelengths                            fan angles         ?    anodized aircraft aluminum         ?    dust protective window         ?    all units cdrh certifed as a class ii           laser product         d iode   l aser   c oncepts, inc       4731 industry drive - central point, or  97502  tel: 541-773-5321 - fax: 541-773-1705 - web: http://www.diodelaserconcepts.com diode laser concepts, inc. offers the smallest  diode laser cross hair module of its kind.  mea - suring just 1.15 x 0.56 x 1.01 (1.35 for long  range module), dlcs dual source cross hair  module  gives  twice  the  brightness  of  single  source  units,  while  still  qualifying  as  a  class  ii  laser  product.    dlcs  unique  alignment  of  the cross hair gives the effect of coming from  a single point source.  units are prealigned at  the factory for exceptional line quality and or - thogonality, thus eliminating costly set-up time.   our internal driver circuitry utilizes automotive  electronics  to  provide  maximum  surge  and  static protection to the laser diode.   dlc  has  made  a  commitment  to  producing  the worlds most  reliable diode laser module.   our  modules  are  found  in  the  tire,  medical,  wood  products  and  textile  industries,  and  we  maintain  a feld failure rate of less than 0.5%.   the industrys lowest! dlcs focus on customer satisfaction is equally  unmatched.    we  meet  or  exceed  our  quoted  lead times over 97% of the time.   dlc  is  the  answer  for  the  customer  who  has  been searching for quality, reliability, and excel - lent customer service.  our vision to produce the  most reliable and competitively priced modules  began with the companys inception in 1991, and  has established dlc as a leader in the industry. dlc is the future of the diode laser module mar - ket.    call  us  today  to  discuss  your  application! long range cross hair standard cross hair from dlc, the reliability leader of diode laser module manufacturers unmatched product reliability unsurpassed customer service iso 9001 registered competitive pricing two year warranty      cross hair laser modules 

 0 . 1 2 6 0 . 8 9 8 0 . 5 2 5 0 . 4 5 0       long range     standard line length with  full fan angle of: wavelength (line thickness) 1/2 angle beam  divergence (mrad) operating current   typical/maximum  (ma) power rating (mw) cdrh class module length (in/mm) dlc part  number 90 degrees 635nm .39 100/180 5 x 2 ii 1.01/25.65 fay-ch3-19 635nm 130/200 10 x 2 ii fay-ch3-89 650nm 80/140 5 x 2 ii fay-ch5-19 670nm 80/140 5 x 2 ii fay-ch7-19 60 degrees 635nm .39 100/180 5 x 2 ii 1.01/25.65 fay-ch3-16 635nm 130/200 10 x 2 ii fay-ch3-86 650nm 80/140 5 x 2 ii fay-ch5-16 670nm 80/140 5 x 2 ii fay-ch7-16 cross hair generator modules line length with  full fan angle of: wavelength (line thickness) 1/2 angle beam  divergence (mrad) operating current  typical/maximum (ma)  power rating (mw) cdrh class module length (in/mm) dlc part  number 45 degrees 635nm .13 100/180 5 x 2 ii 1.35/34.29 fay-pc3-14 635nm 130/200 10 x 2 ii fay-pc3-84 650nm 80/140 5 x 2 ii fay-pc5-14 670nm 80/140 5 x 2 ii fay-pc7-14 all units cdrh certified.  made in the usa. 0 . 3 8 0 0 . 1 2 6 0 . 8 9 8 0 . 5 2 5 0 . 4 5 0 vertical laser point source for industrial dc  connector option  add .45 to length and d to end of  part number mounting holes 2 x 4-40 horizontal laser point source cross hair laser modules general specifcations: voltage required: 5.0vdc (regulated) line width (nominal) standard unit: long range unit: 1mm (to 4 distance) 1mm (to 15 distance) emissions indicator: red led case: @ neutral potential internal electronics: static, surge and reverse polarity protected wire leads: 7in. long, (+) red, (-) black operating  temperature: -10 deg. c to +50 deg. c storage temperature: -40 deg. c to +80 deg. c warranty: limited 2 year  c a u t i o n l a s e r l i g h t - d o n o t s t a r e i n t o b e a m p e a k p o w e r < 1 m w w a v e l e n g t h s 6 3 5 , 6 5 0 , 6 7 0 n m c l a s s i i l a s e r p r o d u c t d a n g e r l a s e r l i g h t - a v o i d d i r e c t e y e e x p o s u r e p e a k p o w e r s 1 . 0 m w - 3 0 m w w a v e l e n g t h s 6 3 5 - 8 3 0 n m c l a s s i i i a , i i i b l a s e r p r o d u c t                                                                                                                                    
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