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		  Datasheet File OCR Text:


		  mil-dtl 5015 type glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2009 glenair , inc.    e- mail:  sales@glenair.com f-8 f 250-014 mil-dtl-5015 type hermetic  threaded coupling solder mount receptacle connector  ms3143 type   application notes 1.   t o be identifed with manufacturers name, part number and  date code, space permitting. 2.   front panel mount square fange receptacle with through  mounting holes. 3.   material/finish:   shell* -  fused tin over ferrous steel; z1 passivated   stainless steel; nickel plated stainless steel   contacts - 52 nickel alloy/gold plate   seals - silicone elastomer/n.a.   insulation - glass beads, noibn/n.a. 4.   glenair 250-014 will mate with any mil-dtl-5015 series  threaded coupling plug of same size and insert polarization. 5.   performance:   hermeticity -  mil-dtl   5015  type glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2009 glenair, inc.    e- mail:  sales@glenair.com f-9 f table i: contact dimensions contact size x max y max z min v min w max 16 .219 (5.6) .375 (9.5) .020 (0.5) .065 (1.7) .115 (2.9) 12 .281 (7.1) .516 (13.1) .020 (0.5) .096 (2.4) .190 (4.8) 8 - .719 (18.3) - - - 4 - .980 (24.9) - - - 0 - .980 (24.9) - - - table ii: ser v ice rating service rating working v oltage (v olts rms) inst 200 a 500 d 900 e 1250 b 1750 c 3000 table iii: connector dimensions size c dia .010 (0.25) k dia .010 (0.25) l max n dia +.000 -.062 (+.000 -.1.6) o dia (ref) mtg hole contact size 16, 12 & 8 4 & 0 8s .750 (19.1) .428 (10.9) .730 (18.5) - .532 (13.5) .562 (14.3) 10s .875 (22.2) .490 (12.4) .730 (18.5) - .656 (16.7) .688 (17.5) 10sl .875 (22.2) .490 (12.4) .730 (18.5) - .656 (16.7) .688 (17.5) 12s 1.000 (25.4) .646 (16.4) .730 (18.5) - .782 (19.9) .812 (20.6) 12 1.000 (25.4) .646 (16.4) .915 (23.2) - .782 (19.9) .812 (20.6) 14s 1.125 (28.6) .709 (18.0) .730 (18.5) - .906 (23.0) .938 (23.8) 14 1.125 (28.6) .709 (18.0) .915 (23.2) - .906 (23.0) .938 (23.8) 16s 1.250 (31.8) .834 (21.2) .730 (18.5) 1.040 (26.4) 1.032 (26.2) 1.062 (27.0) 16 1.250 (31.8) .834 (21.2) .834 (21.2) 1.040 (26.4) 1.032 (26.2) 1.062 (27.0) 18 1.375 (34.9) .959 (24.4) .915 (23.2) 1.040 (26.4) 1.156 (29.4) 1.188 (30.2) 20 1.500 (38.1) 1.146 (29.1) .915 (23.2) 1.040 (26.4) 1.282 (32.6) 1.312 (33.3) 22 1.625 (41.3) 1.240 (31.5) .915 (23.2) 1.040 (26.4) 1.406 (35.7) 1.438 (36.5) 24 1.750 (44.5) 1.365 (34.7) .915 (23.2) 1.040 (26.4) 1.532 (38.9) 1.562 (39.7) 28 2.000 (50.8) 1.615 (41.0) .915 (23.2) 1.040 (26.4) 1.782 (45.3) 1.812 (46.0) 32 2.250 (57.2) 1.865 (47.4) .915 (23.2) 1.040 (26.4) 2.032 (51.6) 1.062 (27.0) 36 2.500 (63.5) 2.115 (53.7) .915 (23.2) 1.040 (26.4) 2.282 (58.0) 2.500 (63.5) 40 2.750 (69.9) 2.365 (60.1) .915 (23.2) 1.040 (26.4) 2.532 (64.3) 2.750 (69.9) 44 3.000 (76.2) 2.615 (66.4) .915 (23.2) 1.040 (26.4) 2.782 (70.7) 3.000 (76.2) 48 3.250 (82.6) 2.865 (72.8) .915 (23.2) 1.040 (26.4) 3.032 (77.0) 3.250 (82.6) 250-014 mil-dtl-5015 type hermetic  threaded coupling solder mount receptacle connector  ms3143 type j k h g f e d c b a ? c recommended panel cut-out nasa screening levels and modification codes nasa screening  level special screening  only special screening plus outgassing  processing 8 hour oven  bake 400 f. thermal vacuum  outgassing 24 hrs. 125 c. level 1 highest  reliability mod 429b  mod 429j mod 429c level 2 high  reliability mod 429  mod 429k mod 429a level 3 standard  reliability (use standard part  number) mod 186 mod 186m hermetic leak rate mod codes designator required leak rate C585a 1 x 10 -10  ccs helium per second C585b 1 x 10 -9  ccs helium per second C585c 1 x 10 -8  ccs helium per second hermetic leak rate mod codes designator required leak rate a 1 x 10 -10  ccs helium per second b 1 x 10 -9  ccs helium per second c 1 x 10 -8  ccs helium per second C 585b mod code 585 C increased hermeticity mod code leak rate designator b  C (see table below)
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