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		  Datasheet File OCR Text:


		  VLM-73-1W+ delta output/delta 1db input -1.5 -1.0 -0.5 0.0 0.5 1.0 1.5 0 1000 2000 3000 4000 5000 6000 7000 frequency (mhz) delta output (db/db) 12 to 20 dbm 20 to 25 dbm 25 to 30 dbm VLM-73-1W+ input vswr in linear range 1.00 1.05 1.10 1.15 1.20 1.25 0 1000 2000 3000 4000 5000 6000 7000 frequency (mhz) vswr VLM-73-1W+ output vswr in linear range 1.00 1.05 1.10 1.15 1.20 1.25 0 1000 2000 3000 4000 5000 6000 7000 frequency (mhz) vswr 50 ?      broadband     30 to 7000 mhz  limiter typical performance data maximum ratings operating temperature    -55c to 100c storage temperature    -55c to 100c rf input power   1.5w cw* rev. b m130541 VLM-73-1W+ ed-13808/3 dj/cp/am 110208 VLM-73-1W+ case style: ff704 connectors model  price   qty. sma   VLM-73-1W-s+   $51.95 (1-9) VLM-73-1W+ power output vs. power input -15 -10 -5 0 5 10 15 -10 0 10 20 30 power input (dbm) power output (dbm) 30 (mhz) 3600 (mhz) 7000 (mhz) VLM-73-1W+ insertion loss  in linear range 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 0 1000 2000 3000 4000 5000 6000 7000 frequency (mhz) insertion loss (db) VLM-73-1W+ power output vs. frequency -5 0 5 10 15 20 25 30 0 1000 2000 3000 4000 5000 6000 7000 frequency (mhz) power output (dbm) power input=+12 dbm input power input=+20 dbm input power input=+25 dbm input power input=+30 dbm input b d e wt .410 1.43 .312 grams 10.41 36.32 7.92 10.0   . 31 2  a c r o ss  f l a t s    i n  s o m e   m o de l s   outline drawing outline dimensions  (     ) inch mm + rohs compliant in accordance      with eu directive (2002/95/ec) the +suffx has been added in order to identify rohs  compliance. see our web site for rohs compliance  methodologies and qualifcations. electrical specifcations * at  25c.  pulse power can be higher, depending on pulse width and duty cycle. permanent damage may occur if any of these limits are exceeded.  parameter condition min. typ. max. units frequency range 30 7000 mhz insertion loss in linear range 
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