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		  Datasheet File OCR Text:


		  cde cornell dubilier    1605 e. rodney french blvd.    new bedford, ma 02744    phone: (508)996-8561    fax: (508)996-3830    www.cde.com types ge, gh, gm, gp    disc ceramic capacitors  type g general purpose disc ceramic capacitors are an  ideal choice for low cost, small size and low to high dc  voltage, general purpose, coupling, by-pass and ?lter- ing applications.  highlights small size ? conformally coated ? radial leads ? general purpose ? long leads ? speci?cations capacitance range: voltage range: tolerance:  operating temperature range:  insulation resistance:  dissipation factor: breakdown voltage: lead length: 5 pf to 22,000 pf 50, 100, 500, 1,000 vdc see ratings tables ?30 oc to +85 oc 10,000 m minimum 2.5% max. @ 1 khz; y5u: 4% @ 1khz 2.5 x rated voltage for 5 seconds maximum 1.0 inch minimum ratings general purpose capacitors catalog temp. size size  catalog temp. size size  cap part number tol.  coef.    d     t     s     d   d   t    s   d cap part number tol.  coef.    d     t     s     d   d   t    s   d (pf) () (inches) (millimeters) (pf) () (inches) (millimeters) 50 vdc 500 vdc 5    ge050c * .25pf  sl  .157 .118 .098 .016  4.0 3.0 2.5 .4  15    gm150k * 10% sl .236 .157 .252 .025  6.0  4.0  6.4  .6 10    ge100d ** .5pf  sl  .157 .118 .098 .016  4.0 3.0 2.5 .4  100    gm101k  10% y5p  .236 .157 .252 .025   6.0  4.0  6.4  .6  20    ge200k ** 10% sl  .157 .118 .098 .016  4.0 3.0 2.5 .4  330    gm331k * 10% y5p  .236 .157 .252 .025   6.0  4.0  6.4  .6  27    ge270k * 10% sl  .157 .118 .098 .016  4.0 3.0 2.5 .4  470    GM471K * 10% y5p  .236 .157 .252 .025   6.0  4.0  6.4  .6  33    ge330k  10% sl  .157 .118 .098 .016  4.0 3.0 2.5 .4  680    gm681k ** 10% y5p  .236 .157 .252 .025   6.0  4.0  6.4  .6  68    ge680k * 10% sl  .157 .118 .098 .016  4.0 3.0 2.5 .4  1,000    gm102k*  10% y5p  .236 .157 .252 .025   6.0  4.0  6.4  .6  100    ge101k 10% y5p .157 .118 .098 .016 4.0 3.0 2.5 .4  1,000    gm102m * 20% y5u  .236 .157 .252 .025   6.0  4.0  6.4  .6  330    ge331k * 10% y5p  .157 .118 .098 .016  4.0 3.0 2.5 .4  1,000    gm102z ** -20+80 y5u  .236 .157 .252 .025   6.0  4.0  6.4  .6  470    ge471k * 10% y5p  .157 .118 .098 .016  4.0 3.0 2.5 .4  2,200    gm222k * 10% y5p  .339 .157 .250 .025   8.6  4.0  6.4  .6  3,300    gm332m ** 20% y5u  .291 .157 .252 .025   7.4  4.0  6.4  .6  1,000    ge102k  10% y5p  .197 .118 .098 .016  5.0 3.0 2.5 .4  4,700    gm472k * 10% y5p  .492 .157 .252 .025  12.5 4.0  6.4  .6  1,000    ge102m * 20% y5t  .157 .118 .098 .016  4.0 3.0 2.5 .4  4,700    gm472m * 20% y5u  .339 .157 .252 .025   8.6  4.0  6.4  .6  1,500    ge152k ** 10% y5p  .197 .118 .098 .016  5.0 3.0 2.5 .4  10,000    gm103k  10% y5p  .642 .157 .374 .025  16.3 4.0  9.5  .6  10,000    ge103k * 10% y5p  .472 .118 .197 .020  12.0 3.0  5.0  .5  10,000    gm103m * 20% y5u  .492 .157 .252 .025  12.5 4.0  6.4  .6  10,000    gm103z * -20+80 y5u  .492 .157 .252 .025  12.5 4.0  6.4  .6  100 vdc 22,000    gm223z*  -20+80 y5u  .642 .157 .374 .025  16.3 4.0  9.5  .6  2,200    gh222m * 20% y5u  .236 .118 .252 .025   6.0  3.0  6.4  .6  * available only until stock is depleted ** part number obsolete complies  with  the  eu  directive  2002/95/ec  requirement  restricting  the use of lead (pb), mercury (hg),  cadmium (cd), hexavalent chromium  (cr(vi)),  polybrominated  biphenyls  (pbb) and polybrominated diphenyl  ethers (pbde).

 cde cornell dubilier    1605 e. rodney french blvd.    new bedford, ma 02744    phone: (508)996-8561    fax: (508)996-3830    www.cde.com types ge, gh, gm, gp    disc ceramic capacitors  ratings   rohs compliant catalog temp. size size  catalog temp. size size  cap part number tol.  coef.    d     t     s     d   d   t    s   d cap part number tol.  coef.    d     t     s     d   d   t    s   d (pf) () (inches) (millimeters) (pf) () (inches) (millimeters) 1000 vdc 1000 vdc 470    gp347 ** 10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  27    gp427 * 10% sl  .236 .177 .252 .025   6.0  4.5  6.4  .6  560    gp356 * 10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  30    gp430 ** 10% sl  .236 .177 .252 .025   6.0  4.5  6.4  .6  680    gp368 * 10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  47    gp447  10% sl  .236 .177 .252 .025   6.0  4.5  6.4  .6  1,000    gp210  10% y5p  .291 .177 .252 .025   7.4  4.5  6.4  .6  100    gp310  10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  2,200    gp222  10% y5p  .374 .177 .252 .025   9.5  4.5  6.4  .6  220    gp322** 10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  4,700    gp247*  20% y5u  .433 .177 .252 .025  11.0 4.5  6.4  .6  270    gp327 * 10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  330    gp333 ** 10% y5p  .236 .177 .252 .025   6.0  4.5  6.4  .6  22,000    gp122 ** 20% y5u  .748 .177 .374 .025  19.0 4.5  9.5  .6  * available only until stock is depleted ** part number obsolete physical speci?cations case:  conformal coating lead material:  tinned copper wire. (minimum lead content: 5%) eia temperature coefficient codes a combination of characters designating capacitance drift over a temperature range. example: y5e could change   4.7% over a temperature range of -30 o c to +85 o c. letter symbol low temp requirement number symbol high temp requirement letter symbol maximum capacitance change over temp rating   x   -55 o c   y   -30 o c   z   +10 o c   2   +45 o c   4   +65 o c   5   +85 o c   6   +105 o c   7   +125 o c         a                  1.0%   b   1.5%   c   2.2%   d   3.3%   e   4.7%   f   7.5%   p   10.0%   r   15.0%   s   22.0%   t  +22%, -33%   u  +22%, -56%   v  +22%, -82% temperature coefficient codes temperature range -55 o c +125oc % change per 1oc   npo(cog)  30ppm  .0030%   n330  330ppm  .033%   n470  470ppm  .047%   n750  750ppm  .075%   n1000  1000ppm  .10%   n1500  1500ppm  .15%   n2200  2200ppm  .22%   n3300  3300ppm  .33%   n4700  4700ppm  .47%   n5600  5600ppm  .56%   sl  750, +100ppm  .075% max tape and reel available upon request leads are formed to .200 (5.0mm) lead spacing   for d less than .315 (8.0mm)  -  quantity/reel = 2500 pcs   for d .315 (8.0mm) to .472 (12.0mm)  -  quantity/reel = 2000 pcs     tape and reel not available for d greater than .472 (12mm)  
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