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		  Datasheet File OCR Text:


		  slot single board computers features supports lga 775 intel ?  core? 2 duo/pentium ?  d/pentium 4/celeron ?  d  fsb 1066/800/533 mhz processors supports dual channel ddr2 800/667/533 sdram up to 8gb dual gigabit ethernet via two pci express x1 port supports ipmi 2.0 with on board bmc module (optional) 6 sata2 hdds supports s/w sata raid 0,1,5,10 6 usb 2.0 ports 2 com ports ? ? ? ? ? ? ? ? pca-6194 lga775 core? 2 duo/pentium ?  d/ pentium ?  4/celeron ?  d processor card with ipmi/vga/dual gbe lan (fsb 1066/800 mhz) specifcations processor system cpu intel core 2  duo pentium    dual-core celeron 400  sequence pentium d pentium 4 celeron d max. speed e6700    (2.66 ghz) e2180 (2 ghz) 440 (2 ghz) 960  (3.60 ghz) 670  (3.80 ghz) 356  (3.33 ghz) l2 cache 4 mb 1 mb 512 kb 2 mb + 2 mb 2 mb 512 kb chipset intel q965 + ich8do bios 16 mb flash via spi bus front side bus 1066/800/533 mhz bus pci 33 bit/33 mhz pci isa hisa (isa high driver) memory technology dual-channel ddrii 800/667/533 mhz dimms max. capacity 8 gb socket 240-pin dimm x 4 graphics chipset integrated  up to 2048x1536 @ 75 hz refresh vram shared with system memory up to 256 mb video output 15-pin crt connector x 1/ (optional dvi connector) ethernet interface 10/100/1000base-t  controller lan1: intel 82566dm (pci-express x1) lan2: intel 82573v (pci-express x1)  connector rj45 with led connector x 2 ipmi  supports intelligent platform management interface 2.0 (optional) eide mode ata 100/66/33 channel 1 (supports up to 2 ide devices) sataii (300 mb/s) port 6 ports; supports s/w raid 0,1,5,10 i/o interface usb 6 ports (usb 2.0 compliant) by pin header serial 2 (rs-232) with pin header parallel 1 (epp/ecp) fdd 1 ps/2 1 (for mouse and keyboard, y cable included) watchdog timer output system reset interval programmable 1, 2, 4, 8,, 256 sec miscellaneous audio output interface to intel hi-defnition audio codec module. power requirement confguration 1: pentium-d 960 (3.60 g,130 w) + ddrii 800 4 gb   +12 v + 5v +3.3 v +5 vsb -12 v -5 v 13 a 10 a 0 a 0.7 a 0 a 0 a confguration 2: core 2 duo e6700 (2.66 g, 65 w) + ddrii 800 4 gb   +12 v +5 v +3.3 v +5 vsb -12 v -5 v 6.6 a 10 a 0 a 0.7 a 0 a 0 a environment temperature operating non-operating 0 ~ 60 c (32 ~ 140 f), depends on cpus speed -20 ~ 80 c (-40 ~ 176 f) physical characteristics dimensions 338 mm (l) x 122 mm (w) (13.3" x 4.8") new rohs compliant 2002/95/ec

 www.advantech.com/products online download board diagram pca-6194 ordering information part number vga gigabit lan pcaga es dual pcavga es single pca-6194vg-00a1e PCA-6194G2-00A1E packing list part number description quantity  dd cable    d dd cable    serial aa dd data cable    serial aa dd power cable    a  v power conerter cable    printer  co cable     cable or ps mouse  eyboard    umper pac    startup manual    tility cd    sb cable wit  ports     dual co port cable it    dual lan port ersion only     dv cable pca pcagd only   accessories part number description  cp cooler or lga  pentium  processor up to    g   or  or iger cassis  cp cooler or lga  pentium  processor up to     g   or  or iger cassis bracket view lga775 processor ddr2 533/667/800 ddr2 533/667/800 533/800/1066 mhz fsb channel a g-lan1: intel glci g-lan2: intel pci to isa bridge ite8888 pcie x1 pci bus q965 gmch ich8do backplane direct media inerface 2gb/s bandwidth lpc bus ipmi i/f super io winbond w83627hf ch7307c crt jm368 dvi (optional) sdvo pcie x 1 1 eide port 6 sata 2 ports 300mb/s 6 usb ports usb 2.0/1.1 bios spi interface to audio codec hd audio ddr2 533/667/800 ddr2 533/667/800 channel b
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