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		  Datasheet File OCR Text:


		  specification model dc voltage rated current current range rated power output voltage adj. range line regulation load regulation setup, rise time hold up time (typ.) voltage range frequency range efficiency (typ.) input inrush current (typ.) leakage current safety standards harmonic current ems immunity working temp. working humidity fan control storage temp., humidity vibration mtbf dimension others note packing overload over voltage battery function ac current (typ.) 200ms, 100ms at full load 36ms at full load 200ms, 100ms at full load 30ms at full load 88 ~ 132vac/176 ~264vac selected by switch          249 ~ 370vdc 47 ~ 63hz 81% 83% 84% 81% 84% 85% 3a/115vac          1.5a/230vac 4.5a/115vac          2.5a/230vac cold start 40a ESP-120/240-spec   2010-10-18 over temperature protection type : shut down o/p voltage, recovers automatically after t emperature goes down 108w/216w desktop power supply or charger ac input range selected by switchprotections: short circuit / overload / over voltage / over temperature battery under/over voltage and polarity protections(esc only) forced air cooling by built-in dc fan(240w only) fixed switching frequency at 25khz 3 color led loading indicator 2 years warranty features : e s c / e s p - 1 2 0 / 2 4 0 s e r i e s ripple & noise (max.) note.2 voltage tolerance note.3 environment protection emi conduction & radiation safety & emc (note 4) withstand voltage isolation resistance i/p-o/p:3kvac     i/p-fg:1.5kvac     o/p-fg:0.5kvac i/p-o/p, i/p-fg, o/p-fg:100m ohms / 500vdc / 25 / 70% rh rth5 80 detect on heatsink of q1,q2 power transistor rth5 85 detect on heatsink of q1,q2 power transistor esc/ESP-120 esc/esp-240 13.5v 27v 54v 13.5v 27v 54v 8a 4a 2a 16a 8a 4a 0 ~ 8a 0 ~ 4a 0 ~ 2a 0 ~ 16a 0 ~ 8a 0 ~ 4a 108w 108w 108w 216w 216w 216w 120mvp-p 150mvp-p 400mvp-p 120mvp-p 150mvp-p 400mvp-p 12 ~ 15v 24 ~ 30v 48 ~ 56v 12 ~ 15v 24 ~ 30v 48 ~ 56v 2.0% 2.0% 1.0% 1.0% 2.0% 1.0% 1.0% 1.0% 2.0% 1.0% 1.0% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5%

 u s p - 2 2 5 s e r i e s u s p - 2 2 5 s e r i e s mechanical specification derating curve static characteristics (ESP-120-27.6) case no. 909e     unit:mm ambient temperature ( ) input voltage (vac) 60hz 60 120 85 170 90 180 95 190 100 200 105 210 110 220 115 230 120 240 125 250 130 260 300 28 250 26 200 24 150 22 100 20 50 18 25 16 load (%) ta=25 pin+: dc output +v pin-: dc output com 10 20 30 40 50 60 (horizontal) 20 40 60 80 100 -10 0 output ripple (mvp-p) output voltage (v) esc/esp-240 esc/ESP-120 file name:esc/ESP-120/240-spec   2010-10-18 108w/216w desktop power supply or charger e s c / e s p - 1 2 0 / 2 4 0 s e r i e s esc/ESP-120 154 150 esc/esp-240 high efficiency switch mode battery charger over load & over temperature protected reverse polarity & over/under voltage protected test sw. high load mid. load low load : : : red yellow green off on on o ff green yellow red :: : low load mid. load high load test s w. reverse polarity & over/under voltage protected over load & over temperature protected high efficiency switch mode battery charger 20 19 220v 7 75 140 84 29 38 19 7 75 220v 140 154 150
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