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		  Datasheet File OCR Text:


		  optoway                                                    fl-3620 / pt-3610 series   ****************************************************************************************************************************************************************   ************************************************************ ******** ********************************************************************************************  optoway technology inc.    no .3 8, kuang fu s. road, hu kou, hsin chu industrial park, hsin chu, taiwan 303                                 tel: 886-3-5979798             fax:886-3-5979737                      e-mail:  sales@optoway.com.tw     http: //  www.optoway.com.tw    12/1/2007 v2.0   fl-3620 / pt-3610 series                              (rohs compliant)                           8 C pin ethernet single-mode optical transmitter / receiver  ****************************************************************************************************************************************************************  features  *   distance up to 20 km at signal rates of 1 to 20 mbd  *   1310 nm wavelength emission  *   single-mode fiber operation  *   wave solder and aqueous wash process compatible   *   panel mount st connectors (fl-3620 / pt-3610)  *   panel mount fc connectors (fl-3620f / pt-3610f)  *   industrial standard 8-pin configuration  *   rohs compliant    application  *   single-mode extensions to ethernet (10-base-f) links  *   single-mode connection    description  fl-3620 / pt-3610 series is specified designed for the ethernet single-mode transmitter / receiver  application.   fl-3620 / fl-3620f electrical and optical characteristics  (t c =25   c)  symbol  parameter  test conditions  min.  typ.  max.  unit  i th   threshold current  cw  ---  12  20  ma  v op   operating voltage  ---  1.2  1.5  v  p f   fiber coupled power  -20  ---  -10  dbm  l   peak wavelength  1280  1310  1340  nm  dl   spectrum width  iop=40ma, sm fiber  ---  ---  5  nm    pt-3610 / fl-3610f electrical and optical characteristics  (t c =25   c)  symbol  parameter  test conditions  min.  typ.  max.  unit  sen   sensitivity      -34  dbm  pin, sat   saturation  1 to 20 mbd, sm fiber  -5  0  ---  dbm  v cc   supply voltage    4.75  5  5.25  v  i cc   supply current    20  25  35  ma    recommended operating conditions  symbol  parameter  test conditions  min.  typ.  max.  unit  t opr   operating temperature    0    70  o c  t stg   storage temperature    -40    85  o c   

 optoway                                                    fl-3620 / pt-3610 series   ****************************************************************************************************************************************************************   ************************************************************ ******** ********************************************************************************************  optoway technology inc.    no .3 8, kuang fu s. road, hu kou, hsin chu industrial park, hsin chu, taiwan 303                                 tel: 886-3-5979798             fax:886-3-5979737                      e-mail:  sales@optoway.com.tw     http: //  www.optoway.com.tw    12/1/2007 v2.0   pinout description                           mechancial dimension (mm)   1)   fl-3620 / pt-3610 (panel mount st connectors)                                            2)    fl-3620f / pt-3610f (panel mount fc connectors)  pin assignment  fl-3620 / fl-3620f    pt-3610 / pt-3610f      pin  function    pin  function      2  ld anode    2  dout      3  ld cathode     3  gnd      1, 4, 5, 6, 7,8   no connect     5  vcc            6  dout bar            1, 4, 7, 8  no connect       note:  specifications subject to change without notice.  order information  transmitter  receiver  distance (km)   fiber   data rate (mbd)   connector   fl-3620 / fl-3620f  pt-3610 / pt-3610f  20  sm   1 to 20  st / fc  fl-3640 / fl-3640f  pt-3610 / pt-3610f  40  sm   1 to 20  st / fc  FL-5660 / FL-5660f  pt-3610 / pt-3610f  60  sm   1 to 20  st / fc  fl-5680 / fl-5680f  pt-3610 / pt-3610f  80  sm   1 to 20  st / fc    (1.142) (0.5) (0.276) top view (0.15) (0.1) front view (0.327) (0.4) (0.2) (0.14) (0.1) (0.05) (0.02) (0.5)   (1.142) (0.5) (0.276) top view (0.15) (0.1) front view (0.327) (0.4) (0.2) (0.14) (0.1) (0.05) (0.02) (0.5)  

 optoway                                                    fl-3620 / pt-3610 series   ****************************************************************************************************************************************************************   ************************************************************ ******** ********************************************************************************************  optoway technology inc.    no .3 8, kuang fu s. road, hu kou, hsin chu industrial park, hsin chu, taiwan 303                                 tel: 886-3-5979798             fax:886-3-5979737                      e-mail:  sales@optoway.com.tw     http: //  www.optoway.com.tw    12/1/2007 v2.0   revision history  version  subject  release date   1.0  initial datasheet  2002/6/1  2.0  combine fl-3620/pt-3610 & fl-3620g/pt-3610g in one data sheet  2007/12/1                       
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