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		  Datasheet File OCR Text:


		  crystal filter 10.7 mhz- and 21.4 mhz-series mcf cf18_071102_107-214mcf_e1 mm d-152 d-162 mm type: with a built-in transformer d-152 38.4max 15.9max 3.5 18.2max 44 4 4 24 2C0.8 3 4 1 2 4C0.8 gnd d-162 25.0max 18.00.5 2C0.8 2C1.0 gnd 10.0max 4max 14.0max 8.00.5 10a7.5cb-10.7m-fn15-835 10a15cb-10.7m-fn15-837 10a30cb-10.7m-fn15-758 10a7.5dg-10.7m-fn15-836 10a15db-10.7m-fn15-838 code for placing an order 10a7.5cb 10a15cb 10a30cb 10a7.5dg 10a15db model 10a30db-10.7m-fn15-839 21c7.5dd-21.4m-fn15-747 21c15dca-21.4m-fn15-699 21c30dg-21.4m-fn15-594 code for placing an order 10a30db 21c7.5dd 21c15dca 21c30dg model n  features this is an integrated mcf with a built-in transformer which matched  terminating impedance with mcf impedance. l  this product can be manufactured according to your requested  terminating impedance. l  it can be designed and manufactured so that no adjustment is needed  in the field. l  it has stable temperature characteristics. n  specifications n  dimensions 10a7.5cb 10a15cb 10a30cb 10a7.5dg 10a15db 10a30db 21c7.5dd 21c15dca 21c30dg model nominal  frequency (mhz) 10.7 10.7 10.7 10.7 10.7 10.7 21.4 21.4 21.4 number  of poles 6 6 6 8 8 8 8 8 8 ripple (db) 2 2 2 2 2 2 2 2 2 insertion loss (insertion  attenuation) (db) 3.5 3 3 4 3.5 3.5 4.5 4 4 terminating  impedance ( // pf) 50//0 50//0 50//0 50//0 50//0 50//0 50//0 50//0 50//0 package  type d-152 d-152 d-152 d-152 d-152 d-152 d-162 d-162 d-162 weight (g) 23 23 23 25 25 25 12 12 12 passband  width stop bandwidth (db) 3 3 3 3 3 3 3 3 3 (khz) 3.75 7.5 15 3.75 7.5 15 3.75 7.5 15 (db) 45 45 45 70 70 70 65 65 65 (khz) 8.75 17.5 35 8.75 17.5 35 9 17.5 35 (db) 65 65 65 90 90 80 90 90 80 (khz) 12.5 25 50 12.5 25 50 12.5 25 50 operating  temperature  range (c) C20 to +70 C20 to +70 C20 to +70 C20 to +70 C20 to +70 C20 to +70 C20 to +70 C20 to +70 C20 to +70 n  list of codes for placing an order
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