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		  Datasheet File OCR Text:


		  flash round type led lamps series part selection and application information (ratings at 25 ambient) ? absolute maximum rating (ta=25) ? note:1.all dimension are in millimeter tolerance is   0.25mm unless otherwise noted         2.specifications are subject to change without notice package dimension part nomaterial dominant wave length  dnm spectral halfwidth   nm pulse rate(hz) volt=5v luminous intensity volt=5v(mcd) min. max. min.   typ. operating voltage emitted parameter redgreenyelloworange operating voltage operating temperature storage temperature remark                   features  built-in ic chip flashes lamps ?      on and off to attract attention   pulse rate 2.4hz ?  t-1 size ?  1 inch leads ?  large full flood radiating area ?  ic compatible ?                      description  the LFHRF3363-PF series is a solid state  lamp with a red diffused plastic lens the built-in ic flashes the lamp on/off and can be driven directly by standard ttl and cmos circuit  eliminating the need for external switching circuitry       unit ma peak current (1/4)  duty cycle v        LFHRF3363-PF  LFHRF3363-PF  algainp 2.03.01202203.0 0 to +85  -20 to +85  reverse voltage v date:01 - jun. - 2006 hrf 60 15 0.4  red  water clear 63020 lens color doc no:qw0905-LFHRF3363-PF min. max. 12 rev. :  a pb lead-free parts page 1/2 5.9 5.0 8.6 7.6  0.5 typ 1.5 max 1.0min 2.54typ 25.0min

 page 2/2 2.wave soldering profile  dip soldering  preheat: 120  c max preheat time: 60seconds max ramp-up 2  c/sec(max)  ramp-down:-5  c/sec(max)  solder bath:260  c max dipping time:3 seconds max  distance:2mm min(from solder joint to body) soldering  condition(pb-free) 1.iron:     soldering iron:30w max     temperature 350  c max     soldering time:3 seconds max(one time)     distance:2mm min(from solder joint to body) 5  /sec max 260  c3sec max 150 100 time(sec) temp(  c) 260  50 preheat 2  /sec max 120  0 0  25  60 seconds max   ligitek electronics co.,ltd. property of ligitek only flash round type led lamps        LFHRF3363-PF
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