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		  Datasheet File OCR Text:


		  leaded ? nic components corporation                                                             70 maxess rd., melville, ny 11747   ?   (631)396-7500   fax (631)396-7575 miniature solid polymer aluminum electrolytic capacitor nspzr series new! rated voltage range 4 ~ 20 vdc rated capacitance range 100 ~ 820 m f operating temp. range -55 ~ +105 o c capacitance tolerance 20%(m) max. leakage current after 2 minutes @ 20 o c less than 0.2cv working and surge voltage ratings w.v. (vdc) 4.0 6.3 10 16 20 s.v. (vdc) 4.6 7.2 11.5 18.4 23.0 low temperature stability impedance ratio @ 100khz z -25c/z +20c <  1.15 z -55c/z +20c <  1.25 ta n d  @ 120hz/20 o c all case sizes 0.12 load lifetest @ 105c 2,000 hours capacitance change within  20% of initial measured value ta n d within 150% of specified max. value esr within 150% of specified max. value leakage current less than specificed max. value standard products and case sizes (mm) cap ( m f) code working voltage (vdc) 4.0 6.3 10 16 20 100 101 - - - - 8x11.5 180 181 - - - 8x11.5 - 220 221 - - 8x11.5 - - 270 271 - - 8x11.5 - - 330 331 - - - 10x12.5 - 390 391 - 8x11.5 - - - 470 471 - - 10x12.5 - - 560 561 8x11.5 10x12.5 - - - 680 681 - 10x12.5 - - - 820 821 10x12.5 - - - - characteristics features part marking part numbering system nspzr   331   m   16v   10x12.5 series capacitance code in  m f, first 2 digits are significant, third digit is no. of zeros tolerance code m=20% working voltage case size in mm internal safety vent 10v polarity marking capacitance value voltage lot code series code 470 z18u ?  lowest esr  & highest ripple current at 100khz ?  capacitance values up to 820 m f ?  8x11.5mm ~ 10x12.5mm case sizes, radial leaded ?  lead (pb) and pvc free construction ?  solid electrolyte

 ? leaded nic components corporation                                                             70 maxess rd., melville, ny 11747   ?   (631)396-7500   fax (631)396-7575 miniature solid polymer aluminum electrolytic capacitor nspzr series standard values and specifications e g a t l o v ) c d v ( . p a c ( m ) f m ( r s e . x a m w ) z h k 0 0 3 ~ k 0 0 1 / c  0 2 ) a m ( t n e r r u c e l p p i r z h k 0 0 1 / c  5 0 1 4 0 6 50 10 3 2 , 5 0 2 88 0 0 5 , 5 3 . 6 0 9 32 10 7 7 , 4 0 6 50 10 0 5 , 5 0 8 60 10 0 5 , 5 0 1 0 2 24 10 2 4 , 4 0 7 24 10 2 4 , 4 0 7 42 10 0 3 , 5 6 1 0 8 16 10 6 3 , 4 0 3 34 10 5 0 , 5 0 20 0 14 20 2 3 , 3 case dia. (d ? ) 8 10 lead spacing (f) 3.5 5.0 leads dia. (d ? )0.60.6 dim.  a 0.5 dim.  b 1.5 diameter and leadspace (mm) l +  b d f   0.05 f  0.05 15mm min. 4mm min.  d +  a nylon laminated aluminum case
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