

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						1004G			1N5232			SB29003			1N24E			30M25			3329H101			SD8250			09081			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				KXO-01-1-120000MT Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  43 units: mm (inch) specifications (kxo-01) features 1) lower cost 2) 14 pin dip compatible 3) wide frequency range (8mhz - 50mhz) 4) all metal package minimizes rf radiation 5) meets fcc emi specifications 6) solder coated pins 7) 25 pieces per tube 8) sold in increments of 100 pieces kxo-01 series crystal clock oscillators ttl drive - ttl compatible ? o : 8.0 to 50 mhz 0.8 (.031) 19 max. (.748) 21 max. (.827) 13 max. (.512) 11 max. (.433) 12.2  0.5 (.480  .02 ) 15.24  0.3 (.600  .01 ) 4.58  0.5 (.180  .02 ) 7.62  0.3 (.300  .01 ) #1 #7 #14 #8 4 ??.45 (.018) 6.35  0.5 (.250  .02 ) 5.08 (.200) how to order kxo-01 - 1 - 32.0000m t 12 34 1 type: (kyocera crystal oscillators) 2 frequency precision: 0 = 50ppm (special) 1 = 100ppm 3 frequency 4 packaging: t = tube dimensions                 parameters code rating unit       remarks output frequency f out 8 to 50 mhz 0:50 ppm 0 to 70c frequency precision d f/f o 1100 ppm 4.5v to 5.5v aging rate d f/f 5 ppm/y operating temperature range t opr 0 to 70 c storage temperature range -55 to +125 c voltage v dd 50.5 vdc electrical current consumption i dd 35 max ma duty ratio s y 40 to 60 % 1.4v dc level 0 level v ol 0.4 max v at i ol =16ma      output 1 level v oh 2.4 min v at i oh =400a 15 max nsec 8 to 32mhz rise and fall time t r , t f 10 max nsec 32.1 to 50mhz fan out 1 to 10 ttl

 44 t p 14 17 8 400 w c l 15pf kxo-01 5.0v 0.1 m f v dd a v cl=15pf max (inclusive of test jig and probe capacitance) kxo-01 series crystal clock oscillators ttl drive - ttl compatible ? o : 8.0 to 50 mhz test circuit shape of output wave t r 2.4v ab l h t f 1.4v 0.4v 8.0000mhz 10.0000mhz 12.0000mhz 14.31818mhz 16.0000mhz 19.6608mhz 20.0000mhz 24.0000mhz popular frequency list 25.0000mhz 32.0000mhz 40.0000mhz 50.0000mhz pin connection n.c. case /gnd output +5.0v d.c. 1 7 8 14 marking kxo-01-1 40.0000mhz 9801  japan mfg. id part number output frequency country of origin date code dot (indicating pin 1) duty ratio= a a+b x100 pin #     function n.c. case /gnd output +5.0v d.c.
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