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		  Datasheet File OCR Text:


		  aspi-0309 electrical specifications: rohs compliant 30 33 2   e s p e r an za ,  ran c ho san t a mar g ari t a ,   ca li f or ni a  92 68 8  te l  949- 546 -800 0  |   f ax   949- 546 -800 1  |  ww w .  ab ra c on .c o m  revised: 12.21.10 visit  www.abracon.com  for terms & conditions of sale  features: applications:  ? mobile phones ? mp3 & 4 and other portable    communication equipment ? digital cameras ? engineering tests 3.0 x 3.0 x 0.8mm pb abracon is  iso9001:2008 ce r tified  options and part identification test conditions  ultra low profile unshielded smd chip power inductor   inductance:  100khz,0.3v, ta=20c dcr:   ta=20c isat:   ?l/l (initial)  -30% irms:   ?t  40c abracon p/n:                                   aspi-0309 series operating temperature & humidity : storage temperature  & humidity: -30 c  to  +100 c , 5% to   85%  rh. please  av oid  moist ure  due to  the  humidity. -20 c  to  +60 c , 5% to   85%  rh. plea se  avoid  moisture  due to  the  humidit y . ? ideal for design development ? low dcr ? high reliability to mechanical stress ? magnetically shielded by magnetic powder molding ? suitable for rohs reflow profile part number  inductance  dcr  saturation current  temperature  rise current  marking  units    h20 %  m ? 20 %  a   a   -   symbol   l  dcr  isat*   irms*   -   aspi-0309-2r2m  2.2  170   0.98  1.00  e  aspi-0309-3r3m  3.3  260   0.78  0.82  g   aspi-0309-4r7m  4.7  340  0.65   0.72  h   aspi-0309-100m  10  640  0.43  0.55  m  aspi-0309-220m  22  1930  0.30   0.29  p   aspi-0309-330m  33  2600  0.25   0.25  q   aspi-0309-470m  47  3300  0.21   0.22  r   *the r a ted current is subject  to  change depending upon the temperature c oolin g c o ndition.   aspi- 0309  -             - inductance code  please refer  to  the  table above  pac ka gi ng  t:  tap e  an d  r eel   (1kpcs / reel)  t4:  tap e  an d  r e el  (4kpcs / reel) 

   rohs compliant outline drawing: pb mechanical dimensions  circuit schematic                                                                recommended land pattern                                             dimension: mm  no part name  material 1  drum core  ni-zn ferrite 2  coil  cu/class h polyurethane enameled 3  terminals/solder  copper alloy/pb free solder + 3.0 x 3.0 x 0.8mm   xxx aspi-0309 30 33 2   e s p e r an za ,  ran c ho san t a mar g ari t a ,   ca li f or ni a  92 68 8  te l  949- 546 -800 0  |   f ax   949- 546 -800 1  |  ww w .  ab ra c on .c o m  revised: 12.21.10 visit  www.abracon.com  for terms & conditions of sale   abracon is  iso9001:2008 ce rtified  ultra low profile unshielded smd chip power inductor  

   rohs compliant reflow profile: tape & reel:  pb 3.0 x 3.0 x 0.8mm atte nti on:  abracon corpora ti on?s pr odu cts are cots ? c omme rci al-o ff- th e-s helf  pr od ucts; suitable for c omm er cia l, in dust ri al  an d, where  des ig nated, aut omo- tiv e  a ppli cations.    abracon? s p roducts ar e not sp ecific ally  designed  for mili ta ry, aviation, aer os pace,  l if e- depe nda nt me dica l a ppl ica tions  o r a ny  appl ica tion  r equ ir- i ng  high reliab il ity where comp one nt  failu re c ould  r esult  in  loss  of  li fe a nd /or property. f or  a ppli ca tio ns  r equi ring h ig h re liab ili ty an d/or  presenting an extreme  operat ing en vir onme nt,  w r it ten c onsen t and a uthor iza tion fr om  abrac on  corpo ra tion  is  r eq uired. pl eas e  con ta ct abrac on  corporat ion  for  mor e  in format io n. t: 1,000pcs / reel  t4: 4,000pcs / reel  dimension: mm    aspi-0309 30 33 2   e s p e r an za ,  ran c ho san t a mar g ari t a ,   ca li f or ni a  92 68 8  te l  949- 546 -800 0  |   f ax   949- 546 -800 1  |  ww w .  ab ra c on .c o m  revised: 12.21.10 visit  www.abracon.com  for terms & conditions of sale   abracon is  iso9001:2008 ce rtified  ultra low profile unshielded smd chip power inductor  
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