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		  Datasheet File OCR Text:


		  ipbd?04?d ipbd?05?18?sp?03.50?s pmsd?10?18?sp?03.50?d?lus www.samtec.com f-208 power  mate ?     cable  pmsd, pmss,  ipbd series positions  per row type 01 lead  style for complete speci cations  see www.samtec.com?pmsd,  www.samtec.com?pmss or www.samtec.com?ipbd insulator material: valox 457 contact material:  ?sp= phosphor bronze ?hp= high copper alloy plating:  sn over 50? (1,27?) ni operating  temp range:  -40? to +105? voltage rating: 600 vac  wire:  16 to 24 awg rohs compliant:  ye s specifications pins  per row wire gauge lead style assembled length option ?16 ?18 ?20 ?22 ?24 ?sp = standard  power ?hp = high  power ??xx.xx? = wire  length  in inches   (88,90mm)  03.50" min. ?s = single  end ?d = double  end (available  on ?d end  option only. applies  to end 2  housing) ?lus = latch up,  straight ?lds = latch  down,  straight ?lux = latch up,  crossed ?ldx = latch  down,  crossed type (4,19)  .165  11  01  02  20  10  (12,14)  .478  no. of positions x (4,19) .165   + (1,02) .040  01  10 02  (5,41)  .213  no. of positions x (4,19) .165   + (1,02) .040  (7,95) .313 assembled length  ?(3,18) .125 (4,19) .165 pmsd pmss ?d?lus row option ?s = single  row ?d = double  row cc69l = contact,  loose cc69r = contact,  full reel  (4,000 parts  per reel) (1,57)  .062  dia  (1,91)  .075  (5,40)  .2125  (3,81)  .150  (13,21) .520 (19,23) .757 ?t = tin ?2024 = 24 to 20 awg ?1620 = 20 to 16 awg wire  gauge t ?sp = standard  power ?hp = high power 16 01 02 30 15 no. of positions x (4,19) .165  + (1,02) .040 (7,95) .313 (4,19) .165 (4,19) .165 (12,14) .478 (19,56) .770 (6,35) .250 (12,32) .485 ipbd = body,  loose type end option mates with: ipbt note:  some lengths, styles  and options are non-standard,  non-returnable. ?02, ?03, ?04, ?05,  ?10, ?15 (?d only) ?02, ?03, ?04, ?05 (?s only)  (call samtec for other sizes) pmsd = double row pmss = single row (?02, ?03,  ?04, ?05)  (call  samtec  for other sizes) ?02, ?03, ?04, ?05, ?10, ?15 (call samtec  for other sizes)  hand tools 16 to 20 awg: cat-ht-169-1620-11 20 to 24 awg: cat-ht-169-2024-11 application  specific  option color coded cables. call samtec. ambient temp 20c 40c 60c 75c current rating pmss/ipbt 8.9a 8.2a 6.8a 5.5a 6 positions (sp) in line powered
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