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		  Datasheet File OCR Text:


		  page  .  1 stad-jan.12.2007 bzd27c3v6p~bzd27c75p voltage  power  3.6  to  75  volts    800 mw 0.115(2.90) 0.106(2.70) 0.044(1.10) 0.031(0.80) 0.043(1.08) 0.038(0.98) 0.008(0.20) 0.004(0.10) 0.145(3.70) 0.137(3.50) 0.030(0.75) 0.017(0.45) 0.075(1.90) 0.067(1.70) voltage regulator diodes ?  sillicon planar zener diode ?  low profile surface-mount package ?  zener and surge current specification ?  low leakage current ?  excellent stability ?  high temperature soldering : 260  o c/10 sec. at terminals ?  in compliance with eu rohs 2002/95/ec directives absolute  maximum  ratings   (t a =25 o c , unless otherwise specified) case: sod-123fl terminals : solderable per mil-std-750,method 2026 approx weight:  0.0172 grams mechanical   data features thermal  characteristics   (t a =25 o c , unless otherwise noted) elctrical  characteristics retemara pn otidnoctse tl obmys eula vs tinu noitapissidrewop t l 08= o c t a 52= o c p tot p tot 3.2 )1eton(8.0 w noitapissidrewopeslupkaepevititeper-non 001  )2eton(esluperauqss 0001/01  )p57c-72dzbotp5v7c-72dzb(mrofevaws p msz p msr 003 051 w retemara pn oitidnoctse tl obmy sn i mp y tx a ms tinu egatlovdrawro fi f a2.0 =v f 2. 1v retemara pn oitidnoctse tl obmy se ula vt inu riatneibmaotnoitcnujecnatsiserlamreht r  aj 08 1w /k daelotnoitcnujecnatsiserlamreht r  lj 0 3w /k erutarepmetnoitcnujmumixam  j 051 o c egnarerutarepmetegarots t s 051+ot55- o c notes: 1. mounted on epoxy-glass pcb with 3x3 mm cu pads ( >40  m thick) 2. t j =25 o c prior to surge

 page  .  2 stad-jan.12.2007 bzd27c3v6p~bzd27c75p rentrap egatlovrenezlanio ne cnaepirenezam ereeram tnerrcegaael gniram eoc v z i tz z tz i tz z z i z i r v r vo nv ni mv am ?  ?                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                72 '= %            3  3&'= %             3 

 page  .  3 stad-jan.12.2007 bzd27c3v6p~bzd27c75p typical characteristics (t =25 c unless otherwise specified) a o q figure1. forward current vs. forward voltage figure2. typ. diode capacitance vs. reverse voltage figure3. power dissipation vs. ambient temperature 0.10 1.00 10.00 0.6 0.7 0.8 0.9 1.0 1.1 1.2 1.3 1.4 1.5 1.6 if - forward current (a) v - forward current vs. forward voltage f typ. v f max. v f 0.0 0.5 1.0 1.5 2.0 2.5 3.0 c - typ. junction capacitance ( pf ) d 10000 1000 10 100 v - reverse voltage (v) r c5v1p c6v8p c12p c27p c51p c18p 0.0 0.5 1.0 1.5 2.0 2.5 3.0 0 25 50 75 100 125 150 t a - ambient temperature ( c) o q p owerdissipation(w) tot ambient temperature tie point temperature figure4. maximum pulse power dissipation vs. zener voltage figure5. non-repetitive peak reverse current pulse definition 0 20 40 60 80 100 120 140 160 025 5075 v - zener voltage(v) znom p max. pulse power dissipatio n(w) rsm t i rsm 100 90 50 10 t 1 t 2 (%) t 1 = 10  s t 2 = 1000  s

 page  .  4 stad-jan.12.2007 mounting pad layout ?  packing information      t/r - 10k per 13" plastic reel      t/r - 3k per 7" plastic reel order information legal statement copyright panjit international, inc 2011 d to be accurate and reliable. the specifications and information herein are subject to change without notice. pan jit makes no warranty, representation or guarantee regarding the suitability of its products for any particular purpose. pan jit products are not authorized for use in life support devices or systems. pan jit does not convey any license under its patent rights or rights of others. bzd27c3v6p~bzd27c75p sod-123fl 0.167 (4.25) 0.106 (2.70) 0.031 (0.78) 0.048 (1.22) unit ?g inch(mm)
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