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		  Datasheet File OCR Text:


		  new new new new stock no. model no. output tol. r&n effi. 11471 clg-100-12 12v, 0~5.00a 3% 150mv 83% 11472 clg-100-15 15v, 0~5.00a 3% 150mv 85% 11473 clg-100-20 20v, 0~4.80a 3% 150mv 87% 11474 clg-100-24 24v, 0~4.00a 3% 150mv 87% 11475 clg-100-27 27v, 0~3.55a 3% 150mv 87% 11476 clg-100-36 36v, 0~2.65a 2% 150mv 87% 11477 clg-100-48 48v, 0~2.00a 2% 200mv 87% stock no. model no. output tol. r&n effi. 11621 clg-150-12 a 12v, 0~11.0a 2% 150mv 88% 11622 clg-150-15 a 15v, 0~9.50a 2% 150mv 88% 11623 clg-150-20 a 20v, 0~7.50a 2% 150mv 90% 11624 clg-150-24 a 24v, 0~6.30a 1% 150mv 90% 11625 clg-150-30 a 30v, 0~5.00a 1% 150mv 90% 11626 clg-150-36 a 36v, 0~4.20a 1% 150mv 89% 11627 clg-150-48 a 48v, 0~3.20a 1% 200mv 90%  = a (standard model) , b, c or blank (optional models) stock no. model no. output tol. r&n effi. 11651 CLG-240-12 a 12v, 0~18.0a 2% 150mv 90% 11652 CLG-240-15 a 15v, 0~15.0a 2% 150mv 90% 11653 CLG-240-20 a 20v, 0~12.0a 1% 150mv 92% 11654 CLG-240-24 a 24v, 0~10.0a 1% 150mv 92% 11655 CLG-240-30 a 30v, 0~8.00a 1% 150mv 92% 11656 CLG-240-36 a 36v, 0~6.70a 1% 150mv 93% 11657 CLG-240-48 a 48v, 0~5.00a 1% 200mv 93%  = a (standard model) , b, c or blank (optional models) 96w  (class 2)                clg-100  150w clg-150  240w CLG-240 31 clg series 31 features universal ac input / full range  ?  protections:  short circuit / overload / over voltage /    over  ?  temperature built-in active pfc function, pf>0.9 for 75% of load or higher ?  ip67 / ip65 design for indoor or outdoor installations (exclude c type) ?  ocp point adjustable through output cable or internal potential meter  ?  (clg-150 / 240) ul1310 class2 power unit (clg-60&100) ?  cooling by free air convection ?  suitable for led lighting and moving sign applications ?  optional model for clg-150 / 240: ?    a-type:  ip65 rated. output and constant current level can be adjusted  through internal potential meter   b-type:  ip67 rated and constant current level adjustable through  output cable (optional)   c-type: terminal block for i/o connection (optional)   blank-type: ip67 rated, cable for i/o connection (optional) 3 years warranty ?  clg-60 (ip67) general specification  (please refer to www.meanwell.com for detail spec.) clg-100 (ip67) clg-150 a (ip65) CLG-240 a (ip65) model no. clg-60 clg-100 clg-150 CLG-240 ac input voltage range 90~264vac; 127~370vdc 90~280vac; 127~396vdc ac inrush current (max.) cold start, 40a at 230vac cold start, 65a at 230vac dc adjustment range fixed. can be modified between 10%  (clg-60) or  0~-15% (clg-100) rated output voltage a and c type can be adjusted by internal potential meter current adjustment range fixed. can be modified between  75%~103% rated  output current can be adjusted by internal potential meter (a and c type) or through  output cable (b type) overload protection 95%~130% constant  current, auto-recovery 95%~102%  constant  current, auto-recovery 95%~108%  constant current limiting, auto-recovery over voltage protection 110%~140% 107%~135% 110%~140% rated output voltage setup, rise, and hold up time 1500ms, 150ms,    no hold up time 1200ms, 80ms, 60ms at  full load and 230vac 3000ms, 80ms, 20ms at full load and 230vac withstand voltage i/p-o/p: 4.25kvdc i/p-o/p: 3.75kvac, i/p-fg: 1.88kvac, o/p-fg: 0.5kvac working temperature -30~+70 o c (refer to output derating curve) safety standards ul1310 class 2, en61347-1, en61347-2-13, can/ csa-c22.2 no.223-m91 (except for 48v) approved,  tuv en60950-1 & ul879 (sam list) also for clg-100 ul60950-1, ul1012, tuv en60950-1, en61347-1,  en61347-2-13 approved (CLG-240 pending) emc standards en55015, en55022 class b, en61000-3-2,3, en61000-4-2,3,4,5,6,8,11, env50204, en61547 connection input ul rated, 18awgx3c (30cm) ul rated, 18awgx3c (30cm); terminal block for c type option output ul rated, 18awgx2c (30cm) a & blank type: 14awgx2c (30cm)  b type: 14awgx2c (30cm)+18awgx2c (30cm) c type: terminal block dimension (l*w*h)(mm) 172x 61.5x 39 222x 68x 39 222x 68x 39 244x 68x 39 case no. 957a 954a 954a ----- packing 16pcs / 14.8kg 12pcs / 13kg 12pcs / 13kg ----- 60~240w single output with pfc new new stock no. model no. output tol. r&n effi. 11461 clg-60-12 12v, 0~5.0a 10% 2.0v 83.0% 11462 clg-60-15 15v, 0~4.0a 10% 2.4v 84.5% 11463 clg-60-20 20v, 0~3.0a 10% 1.8v 86.5% 11464 clg-60-24 24v, 0~2.5a 10% 2.7v 86.5% 11465 clg-60-27 27v, 0~2.3a 10% 2.7v 87.0% 11466 clg-60-36 36v, 0~1.7a 10% 3.6v 87.0% 11467 clg-60-48 48v, 0~1.3a 10% 4.6v 88.0% 60w  (class 2)                 clg-60  input output a b c clg-150 / 240 blank new new new new
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