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		  Datasheet File OCR Text:


		  cde cornell dubilier  ?  1605 e. rodney french blvd.  ?  new bedford, ma 02744  ?  phone: (508)996-8561  ?  fax: (508)996-3830  ?  www.cde.com types lc    eia class 3, semiconductor type eia class 3 reduced titanite disc ceramic capacitors are  ideal  for  use  in  transistorized  circuity  for  bypass  and  coupling applications.   highlights high capacitance low power factor superior radio frequency impedance meets rs-198c for class 3 ceramic capacitors radial leads ? ? ? ? ? speci?cations capacitance range: voltage range: tolerance:  operating temperature range:  insulation resistance:  breakdown voltage: power factor: lead length: .01 to .10 f 25 vdc 20% C30 oc to +85 oc 1 megohm minimum 2.5 x rated (5 seconds max.) 1.5% max. @ 1 khz 1.0 inch minimum ratings reduced titanite disc ceramic capacitors catalog temp. size size  cap part number tol.  coef.         d         t         s        d  d        t        s       d (f) () (inches)              (millimeters) 25 vdc .010 LC103M  20% y5r * .235    .138    .250    .025   6.0     3.5     6.4     .6 .100 lc104m  20% y5r *  .495    .138    .250    .025  12.6     3.5     6.4     .6 *maximum capacitance change over temperature rating: 15% physical speci?cations case:  conformal coating lead material:  tinned copper wire. (minimum lead content: 5%) tape and reel available upon request leads are formed to .200 (5.0mm) lead spacing   for d less than .315 (8.0mm)  -  quantity/reel = 2500 pcs               tape and reel not available for greater than .472 (12mm) max max l =  1" min       (25.4 mm) coating on leads: 0.08" (2mm) max  ( ? 500v ratings) 0.118" (3mm) max (500v ratings) 0.16" (4mm) max  ( ? 1kv ratings) s d
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