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		  Datasheet File OCR Text:


		  p79e.pdf jul.23,2012 ! note ? please read rating and  ! caution (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc. ? this catalog has only typical speci?  cations. therefore, please approve our product speci? cations or transact the approval sheet for product speci? cations before  ordering. crystal resonator xrcgb_f_n series [for consumer equipment] c features small package (2.0x1.6mm) compatible with rohs directive (phase 3) c applications pc / visual equipment / small portable equipment c standard specifications c dimensions c part numbering c recommendable land pattern e wr 30m000 f3n00 r0 xrcgb q cat. no. p79e-5 q series name w nominal frequency   frequency is expressed by six-digit alphanumeric.   (example: 30.0000mhz   >  30m000) e individual specification   with standard products, individual specification is " fpn00".   p are the alphanumeric characters indicating frequency tolerance. r packaging part number nominal frequency (mhz) frequency tolerance (at 253c) equivalent series resistance (ohm) temperature stability (based on +25c) drive level (w) load capacitance (pf) 24.0000 24.0000 25.0000 25.0000 26.0000 26.0000 27.0000 27.0000 30.0000 30.0000 30ppm max. 25ppm max. 30ppm max. 25ppm max. 30ppm max. 25ppm max. 30ppm max. 25ppm max. 30ppm max. 25ppm max. 150 max. 150 max. 150 max. 150 max. 150 max. 150 max. 150 max. 150 max. 100 max. 100 max. 30ppm max. (-20 to +85c) 25ppm max. (-10 to +70c) 30ppm max. (-20 to +85c) 25ppm max. (-10 to +70c) 30ppm max. (-20 to +85c) 25ppm max. (-10 to +70c) 30ppm max. (-20 to +85c) 25ppm max. (-10 to +70c) 30ppm max. (-20 to +85c) 25ppm max. (-10 to +70c) 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 6 6 6 6 6 6 6 6 6 6 xrcgb24m000f3n00r0 xrcgb24m000fan00r0 xrcgb25m000f3n00r0 xrcgb25m000fan00r0 xrcgb26m000f3n00r0 xrcgb26m000fan00r0 xrcgb27m000f3n00r0 xrcgb27m000fan00r0 xrcgb30m000f3n00r0 xrcgb30m000fan00r0 (in mm) 2.00 1.30 0.50 0.10 1.60 0.90 0.50 0.10 0.7 max. (1) (2) (3) (0.15) (1): input/output (2): float (3): input/output (in mm) 0.75 0.75 0.60 0.70 0.70 0.30

 p79e.pdf jul.23,2012 ! note ? please read rating and  ! caution (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc. ? this catalog has only typical speci?  cations. therefore, please approve our product speci? cations or transact the approval sheet for product speci? cations before  ordering. crystal resonator xrcgb_f_m series [for consumer equipment] c features small package (2.0x1.6mm) compatible with rohs directive (phase 3) c applications pc / visual equipment / small portable equipment c standard specifications c dimensions c part numbering c recommendable land pattern e wr 30m000 f3m00 r0 xrcgb q q series name w nominal frequency   frequency is expressed by six-digit alphanumeric.   (example: 30.0000mhz   >  30m000) e individual specification   with standard products, individual specification is " fpm00".   p are the alphanumeric characters indicating frequency tolerance. r packaging part number nominal frequency (mhz) frequency tolerance (at 253c) equivalent series resistance (ohm) temperature stability (based on +25c) drive level (w) load capacitance (pf) 24.0000 25.0000 26.0000 27.0000 27.1200 30.0000 33.8688 40.0000 48.0000 30ppm max. 30ppm max. 30ppm max. 30ppm max. 30ppm max. 30ppm max. 45ppm max. 45ppm max. 45ppm max. 150 max. 150 max. 150 max. 150 max. 150 max. 100 max. 100 max. 100 max. 100 max. 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 40ppm max. (-30 to +85c) 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 6 6 6 6 6 6 6 6 6 xrcgb24m000f3m00r0 xrcgb25m000f3m00r0 xrcgb26m000f3m00r0 XRCGB27M000F3M00R0 xrcgb27m120f3m00r0 xrcgb30m000f3m00r0 xrcgb33m868f4m00r0 xrcgb40m000f4m00r0 xrcgb48m000f4m00r0 operating temperature range: -30 to +85c (in mm) 2.00 1.30 0.50 0.10 1.60 0.90 0.50 0.10 0.7 max. (1) (2) (3) (0.15) (1): input/output (2): float (3): input/output (in mm) 0.75 0.75 0.60 0.70 0.70 0.30

 p79e.pdf jul.23,2012 ! note ? please read rating and  ! caution (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc. ? this catalog has only typical speci?  cations. therefore, please approve our product speci? cations or transact the approval sheet for product speci? cations before  ordering. crystal resonator xrcgb_f_l series [for consumer equipment] c features available for s-ata and usb2.0 (high speed) /  usb3.0 (super speed) small package (2.0x1.6mm) compatible with rohs directive (phase 3) c applications hdd / ssd /optical drive (available for s-ata interface) dsc / camcorder / usb flash drive / printer / mobile phone  etc. (usb2.0 / 3.0) c standard specifications c dimensions c part numbering c recommendable land pattern e wr 33m868 f0l00 r0 xrcgb q q series name w nominal frequency   frequency is expressed by six-digit alphanumeric.   (example: 33.8688mhz   >  33m868) e individual specification   with standard products, individual specification is " f0l00". r packaging part number nominal frequency (mhz) frequency tolerance (at 253c) equivalent series resistance (ohm) temperature stability (based on +25c) drive level (w) load capacitance (pf) 24.0000 25.0000 26.0000 27.0000 30.0000 33.8688 40.0000 48.0000 100ppm max. 100ppm max. 100ppm max. 100ppm max. 100ppm max. 100ppm max. 100ppm max. 100ppm max. 150 max. 150 max. 150 max. 150 max. 100 max. 100 max. 100 max. 100 max. 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 50ppm max. (-30 to +85c) 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 300 max. 6 6 6 6 6 6 6 6 xrcgb24m000f0l00r0 xrcgb25m000f0l00r0 xrcgb26m000f0l00r0 xrcgb27m000f0l00r0 xrcgb30m000f0l00r0 xrcgb33m868f0l00r0 xrcgb40m000f0l00r0 xrcgb48m000f0l00r0 operating temperature range: -30 to +85c (in mm) 2.00 1.30 0.50 0.10 1.60 0.90 0.50 0.10 0.7 max. (1) (2) (3) (0.15) (1): input/output (2): float (3): input/output (in mm) 0.75 0.75 0.60 0.70 0.70 0.30

 p79e.pdf jul.23,2012 ! note ? please read rating and  ! caution (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc. ? this catalog has only typical speci?  cations. therefore, please approve our product speci? cations or transact the approval sheet for product speci? cations before  ordering. eu rohs compliant   s  all the products in this catalog comply with eu rohs.   s  eu rohs is "the european directive 2011/65/eu on the restriction of the use  of certain hazardous substances in electrical and electronic equipment."   s  for more details, please refer to our website 'murata's approach for eu rohs'  (http://www.murata.com/info/rohs.html).
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