

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						55PT16H			SP2111			2SD1087			PBU805			ZNBG3118			CXD1244			MBJ14			D1300			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				HBXREF2 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  durosite ? led high bay ce approved - 70  c certifications & ratings: ? ce - compliant en 55015:2006 / en 61547:2009 / en 60598:2008 ? bs en 62471:2008 ? gost r approval ? iec60068 salt spray testing- severity 1 ? ip66 to en60529  features & benefits: ? l70 rated for 100,000 hours @ 25c ? 5 year full performance warranty  ? instant on/off operation  ? superior colour rendition index compared to hps, lps, mv ? mercury free, lead free ? replaces up to 400 watt hid light sources ? resistant to shock and vibration ? temperature compensation technology for longer life order codes: application: the first of its kind, the dialight durosite ? led high bay luminaire was designed specifically to replace conventional lighting in a wide variety of industrial applications, both indoor and outdoor.  its low profile, light weight design and versatile mounting options make it ideal for many applications such as for many applications such as high bay lighting, warehouse, factories, cold stores, restricted access areas,  service areas and other applications with mounting heights greater than 4 meters. all of dialights long life led luminaires are designed to meet the most demanding specification criteria while offering maximum energy  savings, reduced maintenance costs, and a superior quality of light. hazardous area versions are also available.   www.dialight.com mechanical information fixture weight: 8.6 kg (19 lbs)  mounting: swivel bracket or hook  fixing: factory installed 3 meter 3 core pvc cable factory installed junction box ( see ordering note,  for mechanical drawing see page 2)  custom cable lengths available (consult factory)    electrical specifications operating voltage, input current, power consumption: see table operating temp: -40  c to +70  c (-40  f to +158  f) harmonics: en 61000-3-2 surge protection: en 61000-4-5  1 kv line to line  2 kv line to ground thd:  0.9  construction housing: lm6 marine grade aluminium finish: polyester / epoxy powder coat gray ral 7040 lens: tempered glass photometric information cri: > 70  cct: 6,000k (cool white) 4,300k (neutral white) all values typical unless otherwise state all lumen values are typical (tolerance +/- 10%) part number ip66 to en60529 (tempered glass lens) lens optical pattern cct initial fixture lumens @ 70  c lumens per watt clear diffused circular aisle hbgcmp-70c ? ? ? cool white 10,000 73 operating voltage input wattage input current 277 134 0.5 230 137 0.6 200 137 0.7 150 139 0.9 120 141 1.2 100 144 1.4 all measurements taken at 25  c ambient, all values +/-15% dimensions in mm [inches] 6.88 [174.75] 47.75 [1.88] 16.00 [406.40] 10 [3.05m]  cord 16.00 [406.40] 5/16-18 x .75 threaded (2) 1.95 [49.53] 3/4 npt threaded 174.88 [6.88] 406.40 [16.00] 3.0m cord [10] 49.53 [1.95] 76.20 [3.00] 406.40 [16.00]

 part number description kit includes hbxw3 swivel bracket grey (ral 7040 ) powder coated aluminium (interior or exterior use) swivel bracket bracket to fixture hardware hbxh-eu  hook (ip40) hanger hook hbxgs glare shield - sets of 10 grey (ral 7001) powder coated spun aluminium (interior use only, for use with flat lens options) aluminium shield and securing hardware HBXREF2 558.8mm acrylic reflector (must be ordered with high bay, not a retrofit option) dust cover, clamp, space mechanical drawings dimensions in mm [inches] circular pattern polar plots www.dialight.com mdexhb7eu001_a dialight dialight reserves the right to make changes at any time in order to supply the best product possible. the most current version of this document will always be available at: www.dialight.com/assets/brochures_and_catalogs/illumination/ mdexhb7eu001 .pdf warranty statement: except for the warrant expressl provided for [herein/above/below], dialight disclaims an and all other warranties, express or implied, including, without limitation, an warranties of merchantabilit, fitness for a particular purpose, title, and noninfr ingement. durosite ? series led high bay fixture  accessories hbgcmpeu-70c  lumen reduction vs temperature
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