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		  Datasheet File OCR Text:


		    general purpose ? single pole   e series       features  ?   choice of 5 contact ratings  ?   high temperature 200c versions available  ?   long life coil spring, snap action mechanism  ?    ?   agency approved extended life versions available  ?  rohs compliant    electrical ratings and operating life     according to ul1054  switch  series   nominal load  operation cycles (min operations)  g13  0.1a 125vac, 0.1a 30vdc  6000*  e13  15a, 125/250vac; 3/4hp 125vac  1 ? hp 250vac; 2a 48vdc  6000*  e14  25a 125/250vac; 1hp 125vac  2hp 250vac; 2a 48vdc  6000  e30  30.1a 125/250vac; 1hp 125vac  2hp 250vac (ul only)  6000  e29  30.1a 125/250/277 vac  ul approved only ? resistive load only  6000  ?   extended life 105c ul versions available.  contact fact ory for more information.  special part number required.    technical specifications   material specifications      case:  general purpose phenolic  actuator button:  thermoplastic nylon  temperature  ratings:   -40c to 105c (g13, e13, e14)  -40c to 85c  (e29)  150c & 200c optional (g13, e13, e14)  common terminal:  brass: g13 and e13  silver plated brass:  e14  silver plated copper (e29, e30)  flammability  rating:  ul94hb  terminals:   brass (g13, e13)  copper (e14, e29, e30)  moving blade:   brass (g13, e13)  silver plated beryllium copper (e14, e29, e30)  terminals:  0.250? x 0.032? (6.35mm x 0.81mm)  spring:  stainless steel  csa file number  16503  auxiliary actuator:  cold-rolled stainless steel (nickel plated)  ul file number:  e23301  contacts:  silver-cdo:  e13, e14, e29, e30  gold crosspoint:  g13    specifications subject to change          (g13, e13,  e14 @ t200) 

      general purpose ? single pole    e series    dimensions - inches    -00j     (white plastic button)      -00m   (metal cap over button)    commonly stocked distributor items / preferred part numbers   

               general purpose ? single pole    e series      actuator details            flat actuator version       roller actuator version      ?j? and ?m? type optional hardware                 mounting     brass hex nut    0012-0023  brass hex nut (nickel plated)  0012-0028  recommended mounting screw:  #6-32 round head.     recommended torque on screw: 6  inch-lbs. max.  recommended torque on ferrule:  20 inch lbs. max.    ordering information    select the desired contact rating         combi ne with the button/actuator style    full part number       e13    50h      e13-50h    for single throw versions:     select the desired contact rating         combi ne with the button style     spst ? no     spst - nc       e13    50h      e13-51h       0e13-52h                                                                            (add 1 to suffix)        (add 2 to suffix)      contact   call, fax or visit our  website for more information.     zf electronics corporation  11200 88th avenue  pleasant prairie, wi 53158    phone: 262.942.6500  web:  www.cherrycorp.com   email:  cep_sales@zf.com   fax: 262.942.6566  the manufacturer accepts no  liability for errors or non-availability,  and reserves the right to change  specifications without prior notice.    technical data relates to product  specifications only. features may  differ from those described. only  drawings combined with product  specifications shall be deemed  binding.      ? 2007 zf electronics corporation    last updated: 031411 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 0E1300J0 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























