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		  Datasheet File OCR Text:


		  pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).   all specifications are to the latest revisions. specificatio ns are subject to change without notice.   registered trademarks are the property of their respective companies.    made in usa     6/9/99   pomona access   90359    (800) 444 - 6785 or (425) 446 - 6 010   sy/eh/ls   more drawings available at www.pomonaelectronics.com   s: \ engineering \ release \ datasheets \ flukedatasheet \ d4530_1_01.doc   page  1   of    1         m odel 4530   bnc (male) with molded strain relief   to stacking double banana plug   sales: 800 - 490 - 2361 fax: 888 - 403 - 3360   technical assistance: 800 - 241 - 2060   features:      cable allows interconnection between banana plug and bnc based test instruments.      bnc connector and double banana plug are molded directly to the cable for superior cable strength.      double banana plug features nickel plated beryllium copper spring s for tarnish resistance and long insertion  life      double banana plugs have vertical and horizontal stacking capabilities.   materials:   bnc: body: brass, nickel plated, center pin: brass, gold plated, impedance: 50 ohms   strain relief and molded breakout: pvc,  color: black   cable: rg58c/u, capacitance: 30.8 pf/ft., o.d.: .195? (5,0 0mm) nom.              marking ?pomona electronics  4530 - c - xx?   double banana plug: body  ?  brass, nickel plated                                    spring  ?  beryllium copper, nickel plated                                     insulation: polypropylene, color: black   rating:   voltage: hand - held testing: 30vac/60vdc max.                   hands free testing in controlled voltage environments: 500vrms max.   operating temperature: 50c (+122f) max.     orde ring information:  model 4530 - c - xx   xx = cable type, std. lengths: 18? (45.72cm), 24? (60.96 cm), 36? (91.44 cm), 48? (121.92 cm)   & 60? (152.40 cm)   ordering example: 4530 - c - 36, cable length will be 36? long.   additional lengths are available upon request.  
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