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		  Datasheet File OCR Text:


		  lifecyclephase: revision      : 6 expired period: forever release date:2011-06-10 14:49:00.0 1 copyright ?  2010, everlight all rights reserved.  release date : jan.06.2011 issue no: dbm-0000120 SL-16D led lamp series features ? no uv or ir light radiation ? 12 vac/dc power input ? provide 30o and 50 o beam angle ? operating temperature: -20c ? +40c ? long lifetime: 25000 hours (l70) ? gu5.3 bi pin cap

 lifecyclephase: revision      : 6 expired period: forever release date:2011-06-10 14:49:00.0 datasheet retrofit mr16 2 copyright ?  2010, everlight all rights reserved.  release date : jan.06.2011  issue no: dbm-0000120 coding of part number: SL-16D / 012adc / b / p05 / 30 / e30 / eu / 1                2    3      4      5      6        7 1. product series 7. package and certification SL-16D j mr16-d series led lamp eu: graphic package. ce certified 2. input voltage us: graphic package. ul listed 012adc: ac/dc 12v 3. led type b j everlight hp b led 4. power consumption p05 j 5w 5. 5. beam angle 30: 30 degree 50: 50 degree 6. correlated color temperature e50: ansi c78 5000k e30: ansi c78 3000k

 lifecyclephase: revision      : 6 expired period: forever release date:2011-06-10 14:49:00.0 datasheet retrofit gu10 3 copyright ?  2010, everlight all rights reserved.  release date : jan.06.2011 issue no: dbm-0000120 product dimensions notes: 1. dimensions are in millimeters 2.  tolerances unless otherwise mentioned 5.0mm

 lifecyclephase: revision      : 6 expired period: forever release date:2011-06-10 14:49:00.0 datasheet retrofit mr16 4 copyright ?  2010, everlight all rights reserved.  release date : jan.06.2011  issue no: dbm-0000120 luminance and technical data product name SL-16D/012adc/b/p05/30/e30/eu/zn SL-16D/012adc/b/p05/30/e30/us/zn SL-16D/012adc/b/p05/30/e50/eu/zn SL-16D/012adc/b/p05/30/e50/us/zn product family retrofit retrofit main use office, commercial, residential and hospitality  lighting office, commercial, residential and hospitality  lighting inputvoltage/ frequency 12v ac/dc 12v ac/dc power  consumption 5w 5w dim ability no no mechanical  dimensions ? 49.5 * 50.7mm ? 49.5 * 50.7mm maximum weight 35g 35g light color warm white / 3000k daylight white / 5000k luminous flux (typ) 180lm 225lm cbcp (cd) 380 540 beam angle 30  30  cri > 80 > 80 storage temperature -30 
 ? +80 
 -30 
 ? +80 
 luminous flux measurement tolerance:  ? 10% light intensity distribution

 lifecyclephase: revision      : 6 expired period: forever release date:2011-06-10 14:49:00.0 datasheet retrofit mr16 5 copyright ?  2010, everlight all rights reserved.  release date : jan.06.2011  issue no: dbm-0000120 product name SL-16D/012adc/b/p05/50/e30/eu/zn SL-16D/012adc/b/p05/50/e30/us/zn SL-16D/012adc/b/p05/50/e50/eu/zn SL-16D/012adc/b/p05/50/e50/us/zn product family retrofit retrofit main use office, commercial, residential and hospitality  lighting office, commercial, residential and hospitality  lighting input voltage/  12v ac/dc 12v ac/dc power consumption 5w 5w dim ability no no mechanical  dimensions ? 49.5 * 50.7mm ? 49.5 * 50.7mm maximum weight 35g 35g light color warm white / 3000k daylight white / 5000k luminous flux(typ.) 170lm  220lm cbcp (cd) 210 260 beam angle 50 50 cri > 80 > 80 storage temperature -30 
 ~+80 
 -30 
 ~+80 
 luminous flux measurement tolerance:  ? 10% light intensity distribution installation instructions and warnings ? do not open - no user serviceable parts inside. ? turn off power before inspection, installation, or removal. ? do not use in totally enclosed fixtures. ? not for use where exposed the weather. ? not intended for use with emergency exit fixtures or emergency lights.

 lifecyclephase: revision      : 6 expired period: forever release date:2011-06-10 14:49:00.0 datasheet retrofit mr16 6 copyright ?  2010, everlight all rights reserved.  release date : jan.06.2011  issue no: dbm-0000120 package information package dimension package unit: mm unit: kg a 77 b 77 c 65 0.06 inner box d 355 e 150 f 160 1.50 outer box g 490 h 375 i 185 5.00 packing quantity ? 1 luminaire / 1 package ? 20 packages / 1 inner box ? 3 inner box / 1 outer box label explanation                                                 company month rohs the place of  production customer p/n everlight p/n quantity lot number reference product name of  everlight
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