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		      elektronische bauelemente  scs501v-40  voltage 40v  0.1 amp schottky barrier rectifiers     21-sep-2011 rev. b  page 1 of 2   http://www.secosgmbh.com/  any changes of specification will not be informed individually. rohs compliant product   a suffix of ?-c? specifies halogen & lead-free     features  ?     extremely low v f   ?     extremely thin package  ?     low stored charge  ?     majority carrier conduction      mechanical data  ?      case: molded plastic, jedec sod-323  ?       terminal : solder plated, solderable per    mil-std-750,method 2026  ?       polarity : indicated by cathode band  ?     mounting position : any  ?       weight : 0.000159 ounce, 0.0045 gram     marking          package information   package mpq leader size  sod-323 3k  7 inch    maximum ratings and electrical characteristics  (rating 25c ambient temperature unless otherwise specified.  single phase half wave, 60hz, resistive or inductive load.  for capacitive load, de-rate current by 20%.)  parameter symbol rating unit  repetitive peak reverse voltage  v rm  45 v  continuous reverse voltage  v r  40 v  i f =10ma 0.34  forward voltage  i f =100ma  v f   0.55  v  reverse current @ v r =10v i r  30   a  mean rectifying current  i o  0.1 a  forward surge current    i fsm  1 a  capacitance between terminals  c t  6 pf  junction, storage temperature  t j , t stg  125, -40~125 c              sod-323  cathode band g e a j f d h c b 1 2 millimete r  millimete r ref.  min. max.  ref.  min. max. a 1.05 ref.  e  0.080 0.180 b 0.20 ref.  f  1.15 1.45 c 0.80 1.00  g  1.60 1.80 d 0.25 0.40  h  2.30 2.70 jv   / jv 
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